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AMS-1-10B (3) Insulating Compound, Electrial, Ceramic, Class L AMS-P AMS-1-10 Published

AMS-HH-G-101 Gasket, Metallic-Encased DLA-IS 2001-01 2001-01 AMS-CE AMS-HH-G-101 Published

AN115401 THRU 
AN115450

Screw - Flat Fillister Head, .190-32 DSCC 1999-06 1999-06 E-25 AS115401 
THRU 
AS115450

Published

AN115451 THRU 
AN115500 REV 3

Screw and Flat Fillister Head, .250-28 DLA-IS 1999-10 1999-10 E-25 AS115451 
THRU 
AS115500

1999-08

AN115501 THRU 
AN115550

Screw - Flat Fillister Head, .3125-24 DSCC 1999-06 1999-06 E-25 AS115501 
THRU 
AS115550

1998-08

AN115601 THRU 
AN115650

Screw - Flat Fillister Head, Drilled Shank, .190-32 DSCC 1999-06 1999-06 E-25 AS115601 
THRU 
AS115650

1998-08

AN115651 THRU 
AN115700

Screw - Flat Fillister Head, Drilled Shank, .250-28 DSCC 1999-06 1999-06 E-25 AS115651 
THRU 
AS115700

1998-08

AN115801 THRU 
AN115850 REV 3

Screw - Flat Fillister, Drilled Head, .190-32 DLA-IS 2000-08 2000-08 E-25 AS115801 
THRU 
AS115850

2000-08 REVISE

AN115851 THRU 
AN115900 REV 3

Screw - Flat Fillister, Drilled Head, .250-20 DLA-IS 1999-10 1999-10 E-25 AS115851 
THRU 
AS115900

1999-08

AN115901 THRU 
AN115950 REV 3

Screw - Flat Fillister, Drilled Head, .250-28 DSCC 1999-06 1999-06 E-25 AS115901 
THRU 
AS115950

1998-10

AN115951 THRU 
AN116000 REV 3

Screw - Flat Fillister, Drilled Head, .3125-18 DSCC 1999-06 1999-06 E-25 AS115951 
THRU 
AS116000

1998-10 REVISE

AN116001 THRU 
AN116050 REV 3

Screw - Flat Fillister, Drilled Head, .3125-24 DSCC 1999-06 1999-06 E-25 AS116001 
THRU 
AS116050

1998-10

AN116051 THRU 
AN116100 REV 3

Screw - Flat Fillister, Drilled Head, .375-16 DLA-IS 1999-10 1999-10 E-25 AS116051 
THRU 
AS116100

1999-08

AN116101 THRU 
AN116150 REV 4

Screw - Flat Fillister, Drilled Head, .375-24 DSCC 1999-06 1999-06 E-25 AS116101 
THRU 
AS116150

1998-10

AN116901 THRU 
AN116912 REV 1 
NOT 1

Screw - Oval Fillister Head, .112-40 DLA-IS 1999-10 1999-10 E-25 AS116901 
THRU 
AS116912

1999-08
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AN116913 THRU 
AN116924 Rev 2

Screw - Oval Fillister Drilled Head, .112-40 DLA-IS 2000-08 2000-08 E-25 AS116913 
THRU As116924

2000-08 REVISE

AN116925 THRU 
AN116960 REV 1 
NOT 1

Screw - Oval Fillister Head, .138-32 DSCC 1999-06 1999-06 E-25 AS116925 
THRU 
AS116960

1998-10

AN116961 THRU 
AN117000 REV 2 
NOT 1

Screw - Oval Fillister Drilled Head, .138-32 DLA-IS 2004-01 2003-10 E-25 AS116961 
THRU 
AS117000

2000-08

AN117001 THRU 
AN117040 REV 1

Screw - Oval Fillister Head, .164-32 DLA-IS 2000-08 2000-08 E-25 AS117001 
THRU 
AS117040

2000-08

AN117041 THRU 
AN117080 REV 1

Screw - Oval Fillister Drilled Head, .164-32 DLA-IS 2000-08 2000-08 E-25 AS117041 
THRU 
AS117080

2000-08

AN121501 THRU 
AN121525 NOT 1

Nut and Plain DLA-IS 1999-10 1999-10 E-25 AS121501 
THRU 
AS121525

1999-08 REVISE

AN121601 THRU 
AN121650 REV 3

Pin, Straight, Headed - .125 Nom. DSCC 1999-12 1999-12 E-25 AS121601 
THRU 
AS121650

1999-12

AN121651 THRU 
AN121700 REV 3

Pin, Straight, Headed - .187 Nom. DSCC 1999-02 1999-02 E-25 AS121651 
THRU 
AS121700

1998-10

AN121701 THRU 
AN121750 REV 3

Pin, Straight, Headed - .250 Nom. DSCC 1999-02 1999-02 E-25 AS121701 
THRU 
AS121750

1998-10

AN121751 THRU 
AN121800 REV 3 
NOT 1

Pin, Straight, Headed - .312 Nom. DLA-IS 1999-10 1999-10 E-25 AS121751 
THRU 
AS121800

1999-08

AN121801 THRU 
AN121850 REV 3 
NOT 1

Pin, Straight, Headed - .375 Nom. DLA-IS 1999-10 1999-10 E-25 AS121801 
THRU 
AS121850

1999-08

AN121851 THRU Pin, Straight, Headed - .500 Nom. DSCC 1999-02 1999-02 E-25 AS121851 1998-10
AN122676 THRU 
AN122775 REV 2

Pin -- Dowel, Steel DLA-IS 1999-10 1999-10 E-25 AS122676 
THRU 
AS122775

1999-08 A 2005/08

AN123020 THRU Gasket-Aluminum-Non Asbestos, Annular DSCC 1998-08 1998-08 E-25 AS123020 1998-08
AN123151 THRU 
AN123300 REV 4 
NOT 2

Rivet and Universal Head, High Temperature, 
AMS 7229

DSCC 1999-12 1999-12 E-25 AS123151 
THRU 
AS123300

1999-12 REVISE

AN123301 THRU 
AN123450 REV 4 
NOT 2

Rivet, Solid, Universal Head, AMS 7232 DSCC 1999-12 1999-12 E-25 AS123301 
THRU 
AS123450

1999-12 REVISE
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AN123451 THRU 
AN123600 REV 4 
NOT 1

Rivet, Solid, 100° Flush Head, AMS 7229 DSCC 1999-12 1999-12 E-25 AS123451 
THRU 
AS123600

1999-12 A 2002-12

AN123601 THRU 
AN123750 REV 4 
NOT 2

Rivet, Solid, 100° Flush Head, AMS 7232 DSCC 1999-12 1999-12 E-25 AS123601 
THRU 
AS123750

1999-12 REVISE

AN124951 THRU 
AN125100 REV 3 
NOT 1

Rivet - 100° Countersunk Head, Corrosion 
Resistant Steel

DSCC 1999-12 1999-12 E-25 AS124951 
THRU 
AS125100

1999-12

AN125401 THRU 
AN125550 REV 3 
NOT 1

Rivet - Universal Head, Corrosion Resistant Steel DSCC 1999-12 1999-12 E-25 AS125401 
THRU 
AS125550

1999-12

AN125551 THRU 
AN125700 REV 3 
NOT 1

Rivet - Universal Head, Mild Steel DSCC 1999-12 1999-12 E-25 AS125551 
THRU 
AS125700

1999-12

AN126275 THRU 
AN126586 REV 2 
NOT 2

Stud - Straight, .3125-18 X .3125-24 DLA-IS 2000-08 2000-08 E-25 AS126275 
THRU 
AS126586

2000-08 A 2003-06

AN126587 THRU 
AN126652 REV 2

Stud - Straight, .375-16 X .375-24 DSCC 1999-12 1999-12 E-25 AS126587 
THRU 
AS126652

1999-12 A 2003-06

AN126881 THRU 
AN127192 REV 2 
NOT 1

Stud - Straight, Necked, .375-16 X .375-24 DSCC 1999-12 1999-12 E-25 AS126881 
THRU 
AS127192

1999-12

AN127193 THRU 
AN127492 REV 2 
NOT 1

Stud - Straight, Necked, .4375-14 X .4375-20 DSCC 1999-12 1999-12 E-25 AS127193 
THRU 
AS127492

1999-12

AN128363 THRU 
AN128686 REV 2 
NOT 1

Stud and Straight, Drilled, .250-20 X .250-28 DLA-IS 1999-10 1999-10 E-25 AS128363 
THRU 
AS128686

1998-10

AN128687 THRU 
AN128998 REV 2

Stud & Straight, Drilled, .3125-18 X .3125-24 DSCC 1999-06 1999-06 E-25 AS128687 
THRU 
AS128998

1998-10

AN129293 THRU 
AN129604 REV 2

Stud - Straight, Drilled, .3125-18 X .3125-24 DSCC 1999-12 1999-12 E-25 AS129293 
THRU 
AS129604

1999-12

AN150201 THRU 
AN150300 REV 1 
NOT 1

Pin-Lock, Steel DSCC 1999-12 1999-12 E-25 AS150201 
THRU 
AS150300

1999-12

AN150301 THRU 
AN150400

Pin-Lock, Brass DSCC 1999-02 1999-02 E-25 AS150301 
THRU 
AS150400

1998-10
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AN150401 THRU 
AN150425

Nut-Hex, Check DLA-IS 1999-10 1999-10 E-25 AS150401 
THRU 
AS150425

1999-04

AN150426 THRU 
AN150450 REV 1

Nut - Hex, Check DLA-IS 2000-08 2000-08 E-25 AS150426 
THRU As150450

2000-08 A 2005-08

AN150501 THRU 
AN150800

Stud, Stepped, 1.5 Dia Engagement, .250-20 X 
.190-32

DSCC 1999-12 1999-12 E-25 AS150501 
THRU 
AS150800

1999-12 REVISE

AN150801 THRU 
AN151100 REV 2 
NOT 1

Stud, Stepped, 1.5 Dia Engagement, .3125-18 X 
.250-28

DSCC 1999-12 1999-12 E-25 AS150801 
THRU 
AS151100

1999-12 REVISE

AN151401 THRU 
AN151700

Stud, Stepped, 1.5 Diameter Engagement, .4375-
14 X .375-24

DSCC 1999-06 1999-06 E-25 AS151401 
THRU 
AS151700

1998-10 REVISE

AN151701 THRU 
AN152000

Stud-Stepped, 1.5 Dia Engagement, .500-13 X 
.4375-20

DSCC 1999-06 1999-06 E-25 AS151701 
THRU 
AS152000

1998-11

AN152601 THRU 
AN152900 REV 3 
NOT 1

Stud, Stepped, Drilled, 1.5 Dia Engagement, .250-
20 X .190-32

DSCC 1999-12 1999-12 E-25 AS152601 
THRU 
AS152900

1999-12 REVISE

AN152901 THRU 
AN153200 REV 2

Stud, Stepped, Drilled, 1.5 Dia Engagement, 
.3125-18 X .250-28

DSCC 1999-12 1999-12 E-25 AS152901 
THRU 
AS153200

1999-12 REVISE

AN153201 THRU 
AN153500

Stud, Stepped Drilled, 1.5 Dia Engagement, .375-
16 X .3125-24

DSCC 1999-06 1999-06 E-25 AS153201 
THRU 
AS153500

1998-11 REVISE

AN154701 THRU 
AN155000

Stud, Stepped, 2 Dia Engagement, .250-20 X 
.190-32

DSCC 1999-06 1999-06 E-25 AS154701 
THRU 
AS155000

1999-04

AN155001 THRU 
AN155300 REV 3 
NOT 1

Stud, Stepped, 2 Dia Engagement, .3125 X .250-
28

DSCC 1999-12 1999-12 E-25 AS155001 
THRU 
AS155300

1999-12

AN155301 THRU 
AN155600 REV 2 
NOT 1

Stud, Stepped, 2 Dia Engagement, .375-16 X 
.3125-24

DSCC 1999-12 1999-12 E-25 AS155301 
THRU 
AS155600

1999-12

AN155901 THRU 
AN156200 REV 4

Stud-Stepped, 2 Dia Engagement, .500-13 X 
.4375-20

DSCC 1999-12 1999-12 E-25 AS155901 
THRU 
AS156200

1999-12

AN158901 THRU 
AN159200 REV 3

Stud-Stepped, Necked, 1.5 Dia Engagement, 
.4375-14 X .375-24

DSCC 1999-12 1999-12 E-25 AS158901 
THRU 
AS159200

1999-12

AN162501 THRU Stud, Stepped, Drilled, Necked, 2 Dia DSCC 1999-12 1999-12 E-25 AS162501 1999-12
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AN490 REV 8 Rod End - Threaded, Aircraft NAVAIR 1999-07 1999-07 ACBG AS49011 1999-05

AN5813 REV 2 Tube - Pitot, Electrically Heated NAVAIR 1998-03 A-4 AS5813 1998-02

AN5823 REV 1 Card - Compass Correction NAVAIR 1998-03 A-4 AS5823 1998-02 A 1998-04

AN735 REV 5 NOT 1 Clamp, Loop Type Bonding NAVAIR 1998-05 1998-05 E-25 AS7351 1998-05

AN743 REV 7 Bracket, Support Clamp NAVAIR 1998-07 1998-07 E-25 AS7431 1998-05

AN783 REV 10 NOT 
1

Tee, Flared Tube, Internal Thread On Side DSCC G-3 AS1031 1993-05 E 2003-08

AN784-12 NOT 1 Tee, Flared Tube, Internal Thread On Run DSCC G-3 AS1032 1993-05 E 2003-08
AN804G NOT 1 Tee, Flared Tube With Bulkhead On Run DSCC G-3 AS1033 1994-01 E 2003-08
AN821 REV 8 Elbow - Flared Tube, 90° DSCC G-3 AS1034 1993-01 E
AN824 REV 7 NOT 1 Tee, Flared Tube DSCC G-3 AS1035 1993-05 E 2003-08

AN827 REV 7 NOT 1 Cross-Flared Tube DSCC G-3 AS1036 1994-02 E 2003-08

AN832 REV 8 NOT 1 Union-Flared Tube, 3/8 Bulkhead And Universal DSCC G-3 AS1037 1996-11 E 2001-01

AN833 REV 8 Elbow - Flared Tube, Tube, And Bulkhead 
Universal, 90°

DSCC G-3 AS1038 1994-01 D 2001-01

AN834 REV 9 NOT 1 Tee, Bulkhead And Universal Flared Tube DSCC G-3 AS1039 1994-01 D 2001-01

AN837 REV 8 Elbow, Flared Tube And Universal, 45° DSCC G-3 AS1040 1993-05
AN899 REV 2 NOT 1 Gasket, Fuselage Light - Cover Screw NAVAIR 1996-03 E-25 AS8991 1999-07

AN910 REV 10 NOT 
1

Coupling, Pipe, Internal Thread DSCC 1999-04 G-3 AS4859 1995-07 REV

AN911 REV 9 NOT 1 Nipple, Pipe, Internal Thread DSCC 1999-04 G-3 AS4860 1995-07 REV

AN912 REV 9 NOT 1 Bushing, Pipe, Internal Thread DSCC 1999-04 G-3 AS4861 1995-07 REV

AN914 REV 9 NOT 1 Elbow, Pipe, Internal And External Thread, 90° DSCC 1999-04 G-3 AS4854 1995-07 REV

AN915 REV 11 NOT 
1

Elbow, Pipe, 45° DSCC 1999-04 G-3 AS4855 1995-07 REV

AN916 REV 10 NOT 
1

Elbow, Pipe, Internal Thread, 90° DSCC 1999-04 G-3 AS4856 1995-07 REV

AN917 REV 8 NOT 1 Tee, Pipe DSCC 1999-04 G-3 AS4857 1995-07 REV
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AN918 REV 8 NOT 1 Cross, Pipe DSCC 1999-04 G-3 AS4858 1995-07 REV

AN933 REV 6 NOT 1 Plug, Pipe, Hex Head DSCC 1999-04 G-3 AS4862 1995-07 REV

AND10051 REV 3 Hubs, Conduit Connection, Standard Dimensions NAVAIR 1998-05 1998-05 AE-8A AS10051 1998-03

AND10081 REV 4 Terminal Shank-Swaging, Dimensions For NAVAIR 1999-09 1999-09 A-6 AS10081 1999-08

AND10133 Angle - Equal Leg Extruded WR-ALC 2004-02 1996-02 AMS-D AMS10133 1998-02 A 1998-12

AND10134 Angle - Unequal Leg Extruded WR-ALC 2004-02 1996-02 AMS-D AMS10134 1998-02 A 1998-12

AND10135 Angle - Bulb Section Extruded WR-ALC 2004-02 1996-02 AMS-D AMS10135 1998-02 A 1998-12

AND10136 Tee - Extruded WR-ALC 1996-02 AMS-D AMS10136 1998-02 A 1998-12

AND10137 Channel - Extruded WR-ALC 2004-02 1996-02 AMS-D AMS10137 1998-02 A 1998-12

AND10138 Zee - Equal Leg Extruded WR-ALC 1996-02 AMS-D AMS10138 1998-02 A 1998-12

AND10139 Zee - Unequal Leg Extruded WR-ALC 2004-02 1996-02 AMS-D AMS10139 1998-02 A 1998-12

AND10140 I - Section - Extruded ASC-
ENSI

AMS-D AMS10140 1998-02 A 1998-12

AND10141 Tee - Bulb Section Extruded WR-ALC 1996-02 AMS-D AMS10141 1998-02 A 1998-12

AND10380 Coupling Installations, Standard Conduit, 
Electrical

Navair AE-8A AS10380 1998-03

AND2005 REV 4 
NOT 1

Drive-Type XV Engine Accessory-Design 
Standard for

San Ant 
Air 
Logistic 
Center 

1993-10 AS20005 2004-09

AS20010 PREFORMED O-RING SEAL AMS 7272 San Ant 
Air 
Logistic 
Center 

1993-10 AS20010 2004-09

AS25442C Not 1 Dies, for MS25441, Hydraulic Crimping, Tool (For 
use with Aluminum Wire Terminals)

Navair AE-8 AS25442 2002-02

AS51997C (2) NOT 
1

Ring, Lock, Serrated-High Strength DLA-GS   E-25 AS51997 2001-07 REVISE

CID A-A-52039B Lubricating Oil, Automotive Engine, API Service 
SJ for Military Administrative Service

Army-AT F&LTC-2 J2362 1998-11
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CID A-A-52306A Lubricating Oil, Heavy Duty Diesel Army-AT F&LTC-2 J2363

DOD-C-38999/30A 
NOT 1

Connectors, Electrical, Circular, Miniature, High 
Density, Quick Disconnect (Bayonet, Threaded, 
and Breech Coupling), Environment Resistant, 
Removable Crimp and Hermetic Solder Contacts, 
Plug, Lanyard Release, Fail-Safe, Triple Start 
Threaded Coupling, Removable Crimp Contacts 
Sockets, Series III, Metric

DSCC AE-8C1 AS38999/30 1998-08

DOD-C-38999/40 (3) Connectors, Electrical, Circular, Miniature, High 
Density, Quick Disconnect (Bayonet, Threaded, 
and Breech Coupling), Environmental Resistant, 
Removable Crimp and Hermetic Solder Contacts, 
Receptacle, Wall Mounting Flange, Breech 
Coupling, Removable Crimp Contacts, Series IV, 
Metric

NAVAIR AE-8C1 AS38999/40 1998-08 2000-09

DOD-C-38999/41 
NOT 2

Connectors, Electrical, Circular, Miniature, High 
Density, Quick Disconnect (Bayonet, Threaded, 
and Breech Coupling), Environment Resistant, 
Removable Crimp and Hermetic Solder Contacts, 
Receptacle, Box Mounting Flange, Hermetic, 
Breech Coupling, Hermetic Solder Contacts, 
Series IV, Metric

NAVAIR AE-8C1 AS38999/41 1998-08 2000-09

DOD-C-38999/42 (1) Connectors, Electrical, Circular, Miniature, High 
Density, Quick Disconnect (Bayonet, Threaded, 
and Breech Coupling), Environment Resistant, 
Removable Crimp and Hermetic Solder Contacts, 
Receptacle, Box Mounting Flange, Breech 
Coupling, Removable Crimp Contacts, Series IV, 
Metric 

NAVAIR AE-8C1 AS38999/42 1998-08 2000-09

DOD-C-38999/43 
NOT 2

Connectors, Electrical, Circular, Miniature, High 
Density, Quick Disconnect (Bayonet, Threaded, 
and Breech Coupling), Environment Resistant, 
Removable Crimp and Hermetic Solder Contacts, 
Receptacle, Jam Nut Mounting, Hermetic, Breech 
Coupling, Hermetic Solder Contacts, Series IV, 
Metric

NAVAIR AE-8C1 AS38999/43 1998-08 2000-09
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DOD-C-38999/44A Connectors, Electrical, Circular, Miniature, High 
Density, Quick Disconnect (Bayonet, Threaded, 
and Breech Coupling), Environment Resistant, 
Removable Crimp and Hermetic Solder Contacts, 
Receptable, Jam-Nut Mounting, Breech Coupling, 
Removable Crimp Contacts, Series IV, Metric

NAVAIR AE-8C1 AS38999/44 1998-08 2000-09

DOD-C-38999/45 
NOT 2

Connectors, Electrical, Circular, Miniature, High 
Density, Quick Disconnect (Bayonet, Threaded, 
and Breech Coupling), Environment Resistant, 
Removable Crimp and Hermetic Solder Contacts, 
Receptacle, Solder Mounting, Hermetic, Breech 
Coupling, Hermetic Solder Contacts, Series IV, 
Metric

NAVAIR AE-8C1 AS38999/45 1998-08 2000-09

DOD-C-38999/46 (2) Connectors, Electrical, Circular, Miniature, High 
Density, Quick Disconnect (Bayonet, Threaded, 
and Breech Coupling), Environmental Resistant, 
Removable Crimp and Hermetic Solder Contacts, 
Plug, Breech Coupling, EMI Grounding, 
Removable Crimp Contacts, Series IV, Metric

NAVAIR AE-8C1 AS38999/46 1998-08 2000-09

DOD-C-38999/47 
NOT 1

Connectors, Electrical, Circular, Miniature, High 
Density, Quick Disconnect (Bayonet, Threaded, 
and Breech Coupling), Environment Resistant, 
Removable Crimp and Hermetic Solder Contacts, 
Plug, Breech Coupling, Removable Crimp 
Contacts, Series IV, Metric

NAVAIR AE-8C1 AS38999/47 1998-08 2000-09

DOD-C-38999/48 (2) Connectors, Electrical, Circular, Miniature, High 
Density, Quick Disconnect (Bayonet, Threaded, 
and Breech Coupling), Environment Resistant, 
Removable Crimp and Hermetic Solder Contacts, 
Receptacle, Weld Mounting Hermetic, Breech 
Coupling, Hermetic Solder Contacts, Series IV, 
Metric

NAVAIR AE-8C1 AS38999/48 1998-08 2000-09

DOD-C-38999/49 (1) Connectors, Electrical, Circular, Miniature, High 
Density, Quick Disconnect (Bayonet, Threaded, 
and Breech Coupling), Environment Resistant, 
Removable Crimp and Hermetic Solder Contacts, 
Receptacle, In Line Cable, Breech Coupling, 
Removable Crimp Contacts, Series IV, Metric

NAVAIR AE-8C1 AS38999/49 1998-08 2000-09

DOD-F-24610 Fixant, Hold Down NAVAIR AMS-P AMS-F-24610 1999-07
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DOD-L-81846B (2) 
NOT 1

Lubricating Oil, Instrument, Ball Bearing, High 
Flash Point

   AMS-B AMS-L-81846 2001-04

DOD-STD-1678 NOT 
1

Fiber Optics Test Methods and Instrumentation NAVAIR AE-8D AS16781 1999-08

DS14241 Clamp, Loop Type, Cushioned Support, Metric DSCC G-3 AS14241 2000-08

DS14242 Clamp, Loop, Cushioned, Center Mounting, 
Metric

DSCC G-3 AS14242 2000-08

DS14243 NOT 1 Clamp, Loop, Nylon, Metric NAVAIR 1999-09 1999-09 E-25 AS14243 1999-08

DS14244 NOT 1 Clamp, Loop, Type, Bonding, Metric NAVAIR 1999-09 1999-09 E-25 AS14244 1999-08

DS14272 Clamp, Loop, Cushioned, Elongated, Metric DSCC G-3 AS14272 2000-08
DS14298 Clamp Assembly, Cushioned, Metric DSCC G-3 AS14298 2000-08
DS14487 NOT 1 Clamp, Loop, Plastic, Wire Support, Metric NAVAIR E-25 AS14487 1999-07
DS14488 Clamp, Loop, Plastic, Wire Support, Ribbed Inner 

Diameter, Metric
NAVAIR 1999-09 1999-09 E-25 AS14488 1999-08

DS14489 Clamp, Loop, Metal, Plain, Support, Aircraft, 
Metric

DSCC G-3 AS14489 2000-08

FED-STD-182B Continuous Identification Marking of Nickel and 
Nickel Base Alloys

AF-16 2000-12 2000-12 AMS-F AMS-STD-182 2000-09 2003-02

FED-STD-183C Continuous Identification Marking of Iron and 
Steel Products

AFPDSM AMS-E AMS-STD-183 1998-12 2003-01

FED-STD-184B Identification Marking of Aluminum, Magnesium, 
and Titanium

AF-16 2000-12 2000-12 AMS-D AMS-STD-184 2000-09

FED-STD-185A Identification Marking of Copper and Copper 
Base Alloy Mill Products

AF-16 2000-12 AMS-D AMS-STD-185 2000-09

FED-STD-66D NOT 
1

Steel: Chemical Composition and Hardenability ARL,WM 2001-08 AMS-E AMS-STD-66 1998-12

HH-I-538B Insulation, Electrical, Pasted-Mica NASA AMS-P AMS-I-538 1999-06
L-P-390C NOT 1 (2) Plastic, Molding and Extrusion Material 

Polyethlene and Copolymers (Low, Medium and 
High Density)

ARMY 2000-09 AMS-P AMS-L-P-390 2000-09 2003-04

L-P-391D NOT 1 (1) Plastic Sheets, Rods and Tubing, Rigid Cast, 
Methacrylate (Multiapplication)

ARMY AMS-P AMS-L-P-391 1999-10

MIL-A-21180D (1) Aluminum-Alloy Castings, High Strength NAVAIR AMS-D AMS-A-21180 1999-06 N/C
MIL-A-22145C Accelerometer Group, Counting (MS25447 and 

MS25448)
NAVAIR 1999-08 1999-08 A-4 AS22145 1999-07

MIL-A-22771D Aluminum Alloy Forgings, Heat Treated NAVAIR 1999-09 1999-09 AMS-D AMS-A-22771 1999-06

MIL-A-23899B Aural Protector, Sound NAVAIR 1999-08 1999-08 A-21 AS23899 1999-05
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MIL-A-25463B NOT 
1

Adhesive, Film Form, Metallic Structural 
Sandwich Construction

NAVY-AS 1999-09 1999-09 G-9 AMS-A-25463 1999-08

MIL-A-81596A Aluminum Foil For Sandwich Construction NAVAIR 1998-10 AMS-D AMS-A-81596 1998-07

MIL-A-8243D (1) Anti-Icing and Deicing-Defrosting Fluid NAVAIR G-12 AS8243 1998-08
MIL-A-8576C NOT 1 Adhesive, Acrylic Base, For Acrylic Plastic NAVAIR 1997-11 1997-11 AMS-P AMS-A-8576 1997-09

MIL-A-8625F Anodic Coatings for Aluminum and Aluminum DLA-IS AMS-B AMS-A-8625 2000-07

MIL-B-20148D (1) Brazing Sheet, Aluminum Alloy NAVAIR 1998-09 AMS-D AMS-B-20148 1998-07

MIL-B-22227A NOT 
1

Bearing, Ball, Annular, Generator and Motor-
Generator

DSCC 1997-10 ACBG AS22227 2004-02 REVISE

MIL-B-3990D (3) Bearings, Roller, Needle, Airframe, Antifriction, 
Inch

NAVAIR 1999-04 1999-04 ACBG AS39901 1998-08 A 2002-12 REVISE

MIL-B-6038A Bearings, Ball, Bellcrank, Antifriction, Airframe NAVAIR 1999-04 1999-04 ACBG AS6038 1998-08

MIL-B-6039E Bearings, Ball, Rod End, Double Row, Self-
Aligning

DISC 1998-04 1998-04 ACBG AS6039 1997-10 C REVISE

MIL-B-7949E (1) 
SUP 1

Bearing, Ball, Airframe NAVAIR 1998-07 1998-07 ACBG AS7949 1998-04 B REVISE

MIL-B-81366 Boundary Layer Control System; Pressure NAVAIR  1998-07  S-7 AS81366 2002-02 Cancel

MIL-B-81819/1 Bearing, Plain, Sliding Spherical, Self-Lubricating, 
Self-Aligning, High Speed Oscillation

NAVAIR 2000-08 ACBG AS81819/1 2002-02 REVISE

MIL-B-81819B Bearings, Plain, (Self-Aligning, Sleeve and 
Thrust) Self-Lubricating, High Speed Oscillation 
General Specification For

NAVAIR 2000-08 ACBG AS81819 2001-03 REVISE

MIL-B-81820/1A Bearing, Plain, Self-Aligning, Self-Lubricating, 
Lined Bore, Low Speed, Narrow, Grooved Outer 
Ring, -65° to 325 °F

NAVAIR 1998-07 1998-07 ACBG AS81820/1 1998-04 REVISE

MIL-B-81820/2A Bearing, Plain, Self-Aligning, Self-Lubricating, 
Lined Bore, Low Speed, Wide, Chamfered Outer 
Ring, -65° to 325 °F

NAVAIR 1998-07 1998-07 ACBG AS81820/2 1998-04 A 2003-08 REVISE

MIL-B-81820/3A Bearing, Plain, Self-Aligning, Self-Lubricating, 
Lined Bore, Low Speed, Wide, Grooved Outer 
Ring, -65° to 325 °F

NAVAIR 1998-07 1998-07 ACBG AS81820/3 1998-04 A 2003-08 REVISE

MIL-B-81820/4A Bearing, Plain, Self-Aligning, Self-Lubricating, 
Lined Bore, Low Speed, Narrow, Chamfered 
Outer Ring, -65° to 325 °F

NAVAIR 1998-07 1998-07 ACBG AS81820/4 1998-04 A 2003-08 REVISE



Mil-number Title PA Coordinate SAE 
Adopted 
by DOD

PA 
Cancel

PA 
Inactive

SAE Cmte SAE No Published Rev Rev Date SAE 
Canc/Noncur

SAE Work in 
Progress

Military Specification Conversion             As of April 1, 2006 

The information contained in this report should not be relied upon as being the most current.  For the most up-to-date information, please go to our SAE Website.  http://www.sae.org/jsp/jsps/advancesearch.jsp

MIL-B-81820F (2) 
SUP 1

Bearings, Plain, Self-Aligning, Self-Lubricating, 
Low Speed Oscillation, General Specification For

NAVAIR 1998-07 1998-07 ACBG AS81820 1998-03 B 2004-12 REVISE

MIL-B-81934/1D Bearing, Sleeve, Plain, Self-Lubricating, 325 °F NAVAIR 1998-07 1998-07 ACBG AS81934/1 1998-04 REVISE

MIL-B-81934/2D Bearing, Sleeve, Flanged, Self-Lubricating, 325 
°F

NAVAIR 1998-07 1998-07 ACBG AS81934/2 1998-04 REVISE

MIL-B-81934B Bearings, Sleeve, Plain And Flanged, Self-
Lubricating, General Specification For

NAVAIR 1998-07 1998-07 ACBG AS81934 1998-04 REVISE

MIL-B-81935/1B (1) Bearing, Plain, Rod End, Self-Aligning, Self-
Lubricating, Wide, Externally Threaded, -65 °F to 
+325 °F

NAVAIR 1998-04 1998-04 ACBG AS81935/1 1998-03 REVISE

MIL-B-81935/2D (1) Bearing, Plain, Rod End, Self-Aligning, Self-
Lubricating, Wide, Internally Threaded, -65 °F to 
+325 °F

NAVAIR 1998-04 1998-04 ACBG AS81935/2 1998-03 REVISE

MIL-B-81935/3 (1) Locking Devices (For Rod End Bearings) NAVAIR 1998-04 1998-04 ACBG AS81935/3 1998-03

MIL-B-81935/4A (1) Bearing, Plain, Rod End, Self-Aligning, Self-
Lubricating, Narrow, Externally Threaded, -65 °F 
To +325 °F

NAVAIR 1998-04 1998-04 ACBG AS81935/4 1998-03 REVISE

MIL-B-81935/5B (1) Bearing, Plain, Rod End, Self-Aligning, Self 
Lubricating, Narrow, Internally Threaded, -65 °F 
To +325 °F

NAVAIR 1998-04 1998-04 ACBG AS81935/5 1998-03 REVISE

MIL-B-81935A (1) 
NOT 1

Bearings, Plain, Rod End, Self-Aligning, Self-
Lubricating, General Specification For

NAVAIR 1998-04 1998-04 ACBG AS81935 1997-11 B 2004/03 REVISE

MIL-B-81936 (4) Bearings, Plain, Self-Aligning (Becu Ball, Cres 
Race) General Specification For

NAVAIR 1998-08 1998-08 ACBG AS81936 1998-05

MIL-B-81936/1B Bearing, Plain, Self-Aligning, Be Cu Ball, Cres 
Race, (With Stacking Groove) -65 °F To +350 °F

NAVAIR 1998-08 1998-08 ACBG AS81936/1 1998-05

MIL-B-81936/2B Bearing, Plain, Self-Aligning, Be Cu Ball, Cres 
Race, -65 °F To +350 °F

NAVAIR 1998-08 1998-08 ACBG AS81936/2 1998-05

MIL-B-8568B Binoculars, Prismatic, Hand-Held (for 
Aeronautical Use) (7 X 50 and 6 X 42 (Wide 
Field))

NAVAIR 1999-09 1999-09 G-10 AS8568 1999-07

MIL-B-8584C Brake Systems, Wheel, Aircraft Design of NAVAIR A-5 AS8584 2002-07 REVISE
MIL-B-8914B (3) Bearing, Roller, Self-Aligning, Airframe, 

Antifriction
NAVAIR 1999-08 1999-08 ACBG AS8914 1999-08

MIL-B-8952B Bearing, Roller, Rod End, Antifriction Self-Aligning NAVAIR 1999-08 1999-08 ACBG AS8952 1999-08 REVISE

MIL-B-8964 Beryllium Sheet and Plate, General Requirements 
for

NAVAIR AMS-G AMS-B-8964 1999-06
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MIL-B-8976 (4) Bearings, Plain, Self-Aligning, All Metal NAVAIR 1999-08 1999-08 ACBG AS8976 1999-08 REV

MIL-C-14550 Copper Plating (Electrodeposited) Army-MR 1998-04 AMS-B AMS2418 1995-02 F 1998-7

MIL-C-19853D Carbon Removing Compound (For Use In 
Agitated Tank)

NAVAIR AMS-J AMS-C-19853 1998-07

MIL-C-21004B (SH) 
(2)

Canister, Lithium Hydroxide, Screened Ends, 
Friction Type Covers

Navy-SH  AE-8 AS210041 2002-02

MIL-C-22542B Cleaning Compound, High Pressure Cleaner, 
Liquid

NAVAIR AMS-J AMS-C-22542 1998-09

MIL-C-22587B Cartridges, Grease, 14 Ounce (for Cartridge-Type 
Grease Gun)

NAVAIR 1999-08 1999-08 AMS-M AMS-C-22587 1999-06

MIL-C-25050A (2) Colors, Aeronautical Lights and Lighting 
Equipment, General Requirements For

NAVAIR 1999-08 1999-08 A-20B AS25050 1998-08

MIL-C-26074E Coatings, Electroless Nickel, Requirements for Navy-SH 2003-02 2003-02 AMS-B AMS-C-26074 1998-08

MIL-C-26805G (2) 
(USAF) NOT 1

Compressor Units, Air/Gas, General 
Requirements For

AF-84 A-6B1 AS26805 2001-03

MIL-C-27725 Coating, Corrosion Preventive, Polyurethane for 
Aircraft Integral Fuel Tanks for Use to 250 °F (121 
°C)

ASC/ENS
I

AMS-G8 AMS-C-27725 1999-10 A 2001-07

MIL-C-29600 Connectors, Electrical, Circular, Miniature, 
Composite, High Density, Quick Coupling, 
Environment Resistant, Removable Crimp 
Contacts Associated Hardware, General 
Specification for

NAVAIR AE-8C1 AS29600 2004-04

MIL-C-29600/1 Connector, Electrical, Circular, Miniature, 
Composite, High Density, Quick Coupling, 
Environment Resistant, Removable Crimp 
Contacts, Sealing Plug, Size 8, (Series A)

NAVAIR AE-8C1 AS29600/1 1998-01

MIL-C-29600/10 Connectors, Electrical, Circular, Miniature, 
Composite, High Density, Quick Coupling, 
Environment Resistant, Removable Crimp 
Contacts, Receptacle, Flanged (Series A)

NAVAIR AE-8C1 AS29600/10 2004/04

MIL-C-29600/11 Connectors, Electrical, Circular, Miniature, 
Composite, High Density, Quick Coupling, 
Environment Resistant, Removable Crimp 
Contacts, Receptacle, Jam Nut (Series A)

NAVAIR AE-8C1 AS29600/11 2004/04

MIL-C-29600/12 Connectors, Electrical, Circular, Miniature, 
Composite, High Density, Quick Coupling, 
Environment Resistant, Removable Crimp 
Contacts, Plug (Series A)

NAVAIR AE-8C1 AS29600/12 2004/04
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MIL-C-29600/2 Connector, Electrical, Circular, Miniature, 
Composite, High Density, Quick Coupling, 
Environment Resistant, Removable Crimp 
Contacts, Backshell, Shield Terminating, (Series 
A And B)

NAVAIR AE-8C1 AS29600/2 1998-01

MIL-C-29600/20 Connectors, Electrical, Circular, Miniature, 
Composite, high Density, Quick Coupling, 
Environment Resistant, Removable Crimp 
Contacts, Receptacle, Flanged (Series B)

NAVAIR AE-8C1 AS29600/20 2004/04

MIL-C-29600/21 Connectors, Electrical, Circular, Miniature, 
Composite, High Density, Quick Coupling, 
Environment Resistant, Removable Crimp 
Contacts, Receptacle, Jam Nut (Series B)

NAVAIR AE-8C1 AS29600/21 2004/04

MIL-C-29600/22 Connectors, Electrical, Circular, Miniature, 
Composite, High Density, Quick Coupling, 
Environment Resistant, Removable Crimp 
Contacts, Plug (Series B)

NAVAIR AE-8C1 AS29600/22 Apr-04

MIL-C-29600/23 Connectors, Electrical, Circular, Miniature, 
Composite, High Density, Quick Coupling, 
Environment Resistant, Contacts, Socket, Crimp 
Removable, (For MIL-C-29600 Series B)

NAVAIR AE-8C1 AS29600/23 1998-01

MIL-C-29600/24 Connectors, Electrical, Circular, Miniature, 
Composite, High Density, Quick Coupling, 
Environment Resistant, Contacts, Pin, Crimp 
Removable (Series B)

NAVAIR AE-8C1 AS29600/24 2004-04

MIL-C-29600/3 Connector, Electrical, Circular, Miniature, 
Composite, High Density, Quick Coupling, 
Environmental Resistant, Removable Crimp 
Contacts, Backshell 90°, Self Locking (Series A 
and B)

NAVAIR AE-8C1 AS29600/3 2004-04

MIL-C-29600/4 Connector, Electrical, Circular, Miniature, 
Composite, high Density, Quick Coupling, 
Environmental Resie=stant, Removable Crimp 
Contacts, Dust Cover (Series A)

NAVAIR AE-8C1 AS29600/4 2004-04

MIL-C-29600/5 Connectors, Electrical, Circular, Miniature, 
Composite, High Density, Quick Coupling, Self 
Locking, Environmental Resistant, Removable 
Crimp Contacts, Dust Cover (Series A)

NAVAIR AE-8C1 AS29600/5 2004-04
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MIL-C-29600/6 Connectors, Electrical, Circular, Miniature, 
Composite, High Density, Quick Coupling, 
Environmental Resistant, Removable Crimp 
Contacts, Stowage Receptacle (Series B)

NAVAIR AE-8C1 AS29600/6 2004-04

MIL-C-29600/7 Connectors, Electrical, Circular, Miniature, 
Composite, Hogh Density, Quick Coupling, 
Threaded, Environment Resistant, Removable 
Crimp Contacts, Nut, Hexagon, Connector 
Mounting

NAVAIR AE-8C1 AS29600/7 2004-04

MIL-C-29602 Cleaning Compounds, for Parts Washers and 
Spray Cabinets

NAVY-AS 1999-09 1999-09 G-8 AMS-C-29602 1999-08

MIL-C-38404E Couplings, Hose, Reattachable Screw-On DSCC G-3D AS38404 1999-07
MIL-C-39029 Contacts, Electrical Connector, General 

Specification For
NAVAIR AE-8C1 AS39029 2001-01

MIL-C-39029/100A Contacts, Electrical Connector, Socket, Crimp 
Removable, Coaxial, Size 5 (for DOD-C-83527 
Connectors)

NAVAIR AE-8C1 AS39029/100 2000-07

MIL-C-39029/101A Contacts, Electrical Connector, Socket, Crimp 
Removable (for MIL-S-12883/44, MIL-S-
12883/45, MIL-S-12883/46, and MIL-R-6106/23 
Relay)

NAVAIR AE-8C1 AS39029/101 2000-07

MIL-C-39029/102A 
(1)

Contacts, Electrical Connector, Pin, Crimp 
Removable, Coaxial, Size 12 (For MIL-C-38999 
Series I, II, III, and IV Connectors)

NAVAIR AE-8C1 AS39029/102 2000-09

MIL-C-39029/103A 
(1)

Contacts, Electrical Connector, Socket, Crimp 
Removable, Coaxial, Size 12 (For MIL-C-38999 
Series I, III, and IV Connectors)

NAVAIR AE-8C1 AS39029/103 2000-09

MIL-C-39029/104 Contacts, Electrical Connector, Concentric 
Twinax, Pin, Shielded, Size 8 (for MIL-C-28840)

NAVAIR AE-8C1 AS39029/104 2000-07

MIL-C-39029/105 Contacts, Electrical Connector, Concentric 
Twinax, Socket, Shielded, Size 8 (for MIL-C-
28840)

NAVAIR AE-8C1 AS39029/105 2000-07

MIL-C-39029/106A Contact, Electrical Connector, Socket, Crimp 
Removable, (For MIL-C-38999 Series I, III, and IV 
and MIL-C-29600 Series A Coneectors)

NAVAIR AE-8C1 AS39029/106 2001-03

MIL-C-39029/107A Contact, Electrical Connector, Pin, Crimp 
Removable, (For MIL-C-38999 Series I, III, and IV 
and MIL-C-29600 Series A Coneectors)

NAVAIR AE-8C1 AS39029/107 2001-03

MIL-C-
39029/108(AT)

Contacts, Electrical Connector, Pin, Crimp 
Removable, Socket, Single Wire

NAVAIR AE-8C1 AS39029/108 2000-07
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MIL-C-
39029/109(AT)

Contacts, Electrical Connector, Pin, Crimp 
Removable, Socket, Multiple Wires

NAVAIR AE-8C1 AS39029/109 2000-07

MIL-C-39029/10E (1) Contacts, Electrical Connector, Socket, Crimp 
Removable, Thermocouple, (for MIL-C-26482 
Series 2, MIL-C-81703 Series 3, MIL-C-83723 
Series 3, and MIL-C-83733 Connectors)

NAVAIR AE-8C1 AS39029/10 2001-03 REVISE

MIL-C-39029/111 Contact Electrical Connector Concentric Twinax, 
Shielded, Size 12 (For MIL-DTL-38999 Series I, 
II, III, and IV Connectors)

NAVAIR AE-8C1 AS39029/111 NEW

MIL-C-39029/11J Contacts, Electrical Connector, Pin, Crimp 
Removable, (for MIL-C-81659 Series 2 
Connectors)

NAVAIR AE-8C1 AS39029/11 2001-03

MIL-C-39029/12J Contacts, Electrical Connector, Socket, Crimp 
Removable, (for MIL-C-81659 Series 2 
Connectors)

NAVAIR AE-8C1 AS39029/12 2001-03

MIL-C-39029/13A Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded, (for MIL-C-81511 Series 1 
Connectors)

NAVAIR AE-8C1 AS39029/13 2000-06

MIL-C-39029/16C 
NOT 2 

Contacts, Electrical Connector, Socket, Crimp 
Removable, (for MIL-C-81511 Series 4 
Connectors)

NAVAIR AE-8C1 AS39029/16 2001-03

MIL-C-39029/17C Contacts, Electrical Connector, Socket, Crimp 
Removable, (for MIL-C-81511 Series 3 
Connectors)

NAVAIR AE-8C1 AS39029/17 2000-06

MIL-C-39029/18C 
NOT 2 

Contacts, Electrical Connector, Pin, Crimp 
Removable, (for MIL-C-81511 Series 3 and 4 
Connectors)

NAVAIR AE-8C1 AS39029/18 2001-03

MIL-C-39029/19A Contacts, Electrical Connector, Pin, Crimp 
Removable, Shielded, (for MIL-C-81511 Series 3 
and 4 Connectors)

NAVAIR AE-8C1 AS39029/19 2000-06 REVISE

MIL-C-39029/1F Contacts, Electrical Connector, Pin, Crimp 
Removable, (for MIL-C-81714 Terminal Junction 
System)

NAVAIR AE-8C1 AS39029/1 2001-03

MIL-C-39029/20A Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded, (for MIL-C-81511 Series 3 
Connectors)

NAVAIR AE-8C1 AS39029/20 2000-06 REVISE

MIL-C-39029/21A Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded, (for MIL-C-81511 Series 4 
Connectors)

NAVAIR AE-8C1 AS39029/21 2000-06 REVISE
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MIL-C-39029/22B Contacts, Electrical Connector, Socket, Crimp 
Removable, (for MIL-T-81714 Terminal Junction 
System Series II and MIL-C-81511 Series 3 and 4 
Connectors)

NAVAIR AE-8C1 AS39029/22 2001-03

MIL-C-39029/23B Contacts, Electrical Connector, Pin, Crimp 
Removable, Shielded, (for MIL-C-26482 Series 1 
Connectors)

NAVAIR AE-8C1 AS39029/23 2000-06

MIL-C-39029/24B Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded, (for MIL-C-26482 Series 1 
Connectors)

NAVAIR AE-8C1 AS39029/24 2000-06

MIL-C-39029/25C  
NOT 2

Contacts, Electrical Connector, Pin, Crimp 
Removable, Shielded (for MIL-C-26482 Series 1 
Connectors)

NAVAIR AE-8C1 AS39029/25 2001-03 REVISE

MIL-C-39029/26C  
NOT 2

Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded (for MIL-C-26482 Series 1 
Connectors)

NAVAIR AE-8C1 AS39029/26 2001-03 REVISE

MIL-C-39029/28C Contacts, Electrical Connector, Pin, Crimp 
Removable, Shielded, Size 12 (for MIL-C-38999 
Series I, II, III and IV Connectors)

NAVAIR AE-8C1 AS39029/28 2000-07

MIL-C-39029/29B  
NOT 1

Contacts, Electrical Connector, Pin, Crimp 
Removable, (for MIL-C-5015 Series MS3450 and 
MIL-C-83723 Series 2 Connectors)

NAVAIR AE-8C1 AS39029/29 2001-03 REVISE

MIL-C-39029/2B Contacts, Electrical Connector, Pin, Crimp 
Removable, (for MIL-C-81659 Series 1 
Connectors)

NAVAIR AE-8C1 AS39029/2 2001-03 REVISE

MIL-C-39029/30A (2) Contacts, Electrical Connector, Socket, Crimp 
Removable, (for MIL-C-5015 Series MS3450 and 
MIL-C-83723 Series 2 Connectors)

NAVAIR AE-8C1 AS39029/30 2001-03 REVISE

MIL-C-39029/31B (2) Contacts, Electrical Connector, Pin, Crimp 
Removable, (for MIL-C-26482 Series 1, MIL-C-
26500 and MIL-C-26518 Connectors)

NAVAIR AE-8C1 AS39029/31 2001-03 REVISE

MIL-C-39029/32B (1) Contacts, Electrical Connector, Socket, Crimp 
Removable, (for MIL-C-26482 Series 1, MIL-C-
26500 and MIL-C-26518 Connectors)

NAVAIR AE-8C1 AS39029/32 2001-03 REVISE

MIL-C-39029/33C Contacts, Electrical Connector, Pin, Crimp 
Removable (for MIL-C-81511 Series 1 and 2 
Connectors)

NAVAIR AE-8C1 AS39029/33 2000-07

MIL-C-39029/34B Contacts, Electrical Connector, Pin, Crimp 
Removable (for MIL-C-28748/3 and MIL-C-
28748/13 Connectors)

NAVAIR AE-8C1 AS39029/34 2000-07
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MIL-C-39029/35C Contacts, Electrical Connector, Socket, Crimp 
Removable (for MIL-C-28748/4 and MIL-C-
28748/14 Connectors)

NAVAIR AE-8C1 AS39029/35 2000-07

MIL-C-39029/36A Contacts, Electrical Connector, Pin, Crimp 
Removable (for MIL-C-28748/9 Connectors)

NAVAIR AE-8C1 AS39029/36 2000-07

MIL-C-39029/37A Contacts, Electrical Connector, Socket, Crimp 
Removable (for MIL-C-28748/10 Connectors)

NAVAIR AE-8C1 AS39029/37 2000-07

MIL-C-39029/3B Contacts, Electrical Connector, Socket, Crimp 
Removable, (for MIL-C-81659 Series 1 
Connectors)

NAVAIR AE-8C1 AS39029/3 2001-03 REVISE

MIL-C-39029/44D (2) Contacts, Electrical Connector, Pin, Crimp 
Removable, (for MIL-C-5015 Series MS3400 
Connectors)

NAVAIR AE-8C1 AS39029/44 2001-03

MIL-C-39029/45D (1) Contacts, Electrical Connector, Socket, Crimp 
Removable, (for MIL-C-5015 Series MS3400 
Connectors)

NAVAIR AE-8C1 AS39029/45 2001-03

MIL-C-39029/46C (1) 
NOT 1

Contacts, Electrical Connector, Socket, Crimp 
Removable, (for MIL-C-81511 Series 2 
Connectors)

NAVAIR AE-8C1 AS39029/46 2001-03

MIL-C-39029/47C (1) 
NOT 1

Contacts, Electrical Connector, Pin, Crimp 
Removable, (for MIL-C-81511 Series 1 and 2 
Connectors)

NAVAIR AE-8C1 AS39029/47 2001-03

MIL-C-39029/48D Contacts, Electrical Connector, Pin, Crimp 
Removable (for MIL-C-22992 Class L 
Connectors)

NAVAIR AE-8C1 AS39029/48 2000-07

MIL-C-39029/49D Contacts, Electrical Connector, Socket, Crimp 
Removable (for MIL-C-22992 Class L 
Connectors)

NAVAIR AE-8C1 AS39029/49 2000-07

MIL-C-39029/4F  
NOT 1

Contacts, Electrical Connector, Pin, Crimp 
Removable, (for MIL-C-26482 Series 2, MIL-C-
81703 Series 3, MIL-C-83723 Series I and III, and 
MIL-C-83733 Connectors)

NAVAIR AE-8C1 AS39029/4 2001-03 REVISE

MIL-C-39029/50A Contacts, Electrical Connector, Pin, Crimp 
Removable, Shielded (for MIL-C-83733 
Connectors)

NAVAIR AE-8C1 AS39029/50 2000-07

MIL-C-39029/51A Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded (for MIL-C-83733 
Connectors)

NAVAIR AE-8C1 AS39029/51 2000-07

MIL-C-39029/54B 
(USAF)

Contacts, Electrical Connector, Pin, Crimp 
Removable, Shielded (for MIL-C-26500(USAF) 
and MIL-C-26518(USAF) Connectors)

NAVAIR AE-8C1 AS39029/54 2000-07
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MIL-C-
39029/55B(USAF)

Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded (for MIL-C-26500(USAF) 
and MIL-C-26518(USAF) Connectors)

NAVAIR AE-8C1 AS39029/55 2000-07

MIL-C-39029/56E Contacts, Electrical Connector, Socket, Crimp 
Removable (for MIL-C-38999 Series I, III, and IV 
Connectors)

NAVAIR AE-8C1 AS39029/56 2000-07

MIL-C-39029/57C Contacts, Electrical Connectors, Socket Crimp 
Removable (for MIL-C-24308, MIL-C-38999 
Series II, MIL-C-55302/68, /71, /72, /75 and MIL-
C-83733 Connectors)

NAVAIR AE-8C1 AS39029/57 2000-07

MIL-C-39029/58E Contacts, Electrical Connector, Pin, Crimp 
Removable (for MIL-C-24308, MIL-C-38999 
Series I, II, III, and IV, and MIL-C-55302/68 and 
MIL-C-83733 Connectors)

NAVAIR AE-8C1 AS39029/58 2000-07

MIL-C-39029/59D Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded, Size 8 (for MIL-C-38999 
Series I, III, and IV Connectors)

NAVAIR AE-8C1 AS39029/59 2000-07

MIL-C-39029/5G  
NOT 1

Contacts, Electrical Connector, Socket, Crimp 
Removable, (for MIL-C-26482 Series 2, MIL-C-
81703 Series 3, MIL-C-83723 Series I and III, and 
MIL-C-83733 Connectors and MIL-S-12883/40 
and /41 Relay Sockets)

NAVAIR AE-8C1 AS39029/5 2001-03 REVISE

MIL-C-39029/60D Contacts, Electrical Connector, Pin, Crimp 
Removable, Shielded, Size 8 (for MIL-C-38999 
Series I, III, and IV Connectors)

NAVAIR AE-8C1 AS39029/60 2000-07

MIL-C-39029/63C Contacts, Electrical Connector, Socket, Crimp 
Removable (for MIL-C-24308 Connectors)

NAVAIR AE-8C1 AS39029/63 2000-07

MIL-C-39029/64C Contacts, Electrical Connector, Pin, Crimp 
Removable (for MIL-C-24308 Connectors)

NAVAIR AE-8C1 AS39029/64 2000-07

MIL-C-
39029/69B(AS) NOT 
1

Connector Contact, Electrical Socket, Crimp 
Removable, For MIL-C-85028(AS) Connectors)

NAVAIR AE-8C1 AS39029/69 2001-03

MIL-C-39029/6A(AS) Contacts, Electrical Connector, Pin, Crimp 
Removable, Shielded, (for MIL-C-81511 Series 1 
and 2 Connectors)

NAVAIR AE-8C1 AS39029/6 2000-06 REVISE

MIL-C-
39029/70B(AS) NOT 
1

Connector Contact, Electrical Pin, Crimp 
Removable, For MIL-C-85028(AS) Connectors)

NAVAIR AE-8C1 AS39029/70 2001-03
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MIL-C-39029/71C Contacts, Electrical Connector, Pin, Removable, 
Solderless Wrappost Termination (for MIL-C-
38999 Series I, II, III and IV, MIL-C-24308, MIL-C-
83733, and MIL-C-55302/69 Connectors)

NAVAIR AE-8C1 AS39029/71 2000-07

MIL-C-39029/72D Contacts, Electrical Connector, Socket, 
Removable, Solderless Wrappost Termination 
(for MIL-C-38999 Series I, II, III, and IV, MIL-C-
24308, and MIL-C-55302/68, /71, and /75 
Connectors)

NAVAIR AE-8C1 AS39029/72 2000-07

MIL-C-39029/73C Contacts, Electrical Connectors, Socket, Solder, 
Removable, Shielded, Size 12 (for MIL-C-83723 
Series III, MIL-C-26482 Series 2, MIL-C-83733, 
and DOD-C-83527 Connectors)

NAVAIR AE-8C1 AS39029/73 2000-07

MIL-C-39029/74C Contacts, Electrical Connectors, Pin, Solder, 
Removable, Shielded, Size 12 (for MIL-C-83723 
Series III, MIL-C-26482 Series 2, MIL-C-83733 
and DOD-C-83527 Connectors)

NAVAIR AE-8C1 AS39029/74 2000-07

MIL-C-39029/75B Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded, Size 12 (for MIL-C-38999 
Series I, III and IV Connectors

NAVAIR AE-8C1 AS39029/75 2000-07

MIL-C-39029/76A Contacts, Electrical Connector, Pin, Crimp 
Removable, Shielded, Size 16 (for MIL-C-38999 
Series I, II, III, and IV and MIL-C-24308 
Connectors)

NAVAIR AE-8C1 AS39029/76 2000-07

MIL-C-39029/77B Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded, Size 16 (for MIL-C-38999 
Series I, III, and IV Connectors)

NAVAIR AE-8C1 AS39029/77 2000-07

MIL-C-39029/78B Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded, Size 16 (for MIL-C-38999 
Series II and MIL-C-24308 Connectors)

NAVAIR AE-8C1 AS39029/78 2000-09

MIL-C-39029/79A Contacts, Electrical Connector, Pin, Crimp 
Removable, Shielded (for MIL-C-28748/9 
Connectors)

NAVAIR AE-8C1 AS39029/79 2000-07

MIL-C-39029/7B Contacts, Electrical Connector, Pin, Crimp 
Removable, Shielded (for MIL-C-26482 Series 2 
and MIL-C-81703 Series 3 Connectors)

NAVAIR AE-8C1 AS39029/7 2001-03 REVISE

MIL-C-39029/80A Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded (for MIL-C-28748/10 
Connectors)

NAVAIR AE-8C1 AS39029/80 2000-07
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MIL-C-
39029/83C(EC)

Contacts, Electrical Connector, Pin, Crimp 
Removable (for MIL-C-28840 Connectors)

NAVAIR AE-8C1 AS39029/83 2000-07

MIL-C-
39029/84D(EC)

Contacts, Electrical Connector, Socket, Crimp 
Removable (for MIL-C-28840 Connectors)

NAVAIR AE-8C1 AS39029/84 2000-07

MIL-C-39029/85C Contacts, Electrical Connector, Pin, Crimp 
Removable, Thermocouple (for MIL-C-5015 MS 
3450 Series and MIL-C-83723 Series 
Connectors)

NAVAIR AE-8C1 AS39029/85 2000-07

MIL-C-39029/86C Contacts, Electrical Connector, Socket, Crimp 
Removable, Thermocouple (for MIL-C-5015 MS 
3450 Series and MIL-C-83723 Series II 
Connectors)

NAVAIR AE-8C1 AS39029/86 2000-07

MIL-C-39029/87C Contacts, Electrical Connector, Pin, Crimp 
Removable, Thermocouple (for MIL-C-38999 
Series I, II, III, and IV< MIL-C-24308, and MIL-C-
83733)

NAVAIR AE-8C1 AS39029/87 2000-07

MIL-C-39029/88A Contacts, Electrical Connector, Socket, Crimp 
Removable, Thermocouple (for MIL-C-38999 
Series I, II, III and IV Connectors)

NAVAIR AE-8C1 AS39029/88 2000-07

MIL-C-39029/89C Contacts, Electrical Connector, Socket, Crimp 
Removable (Thermocouple for MIL-C-38999 
Series II, MIL-C-83733, and MIL-C-24308 
Connectors)

NAVAIR AE-8C1 AS39029/89 2000-07

MIL-C-39029/8B Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded (for MIL-C-26482 Series 2 
and MIL-C-81703 Series 3 Connectors)

NAVAIR AE-8C1 AS39029/8 2001-03 REVISE

MIL-C-39029/90A (1) Contact, Electrical Connector, Concentric Twinax, 
Twinax, Pin, Size 8

NAVAIR AE-8C1 AS39029/90 2001-03 Revise

MIL-C-39029/91A (1) Contact, Electrical Connector, Concentric Twinax, 
Socket, Shielded, Size 8

NAVAIR AE-8C1 AS39029/91 2001-03 Revise

MIL-C-39029/92B Contacts, Electrical Connector, Socket, Crimp 
Removable (for MIL-R-6106 and MIL-S-12883/40 
and /41 Relay Sockets)

NAVAIR AE-8C1 AS39029/92 2000-07

MIL-C-39029/93A Contacts, Electrical Connector, Pin, Crimp 
Removable, (for DOD-C-83527, Connector)

NAVAIR AE-8C1 AS39029/93 2000-07

MIL-C-39029/94A Contacts, Electrical Connector, Socket, Crimp 
Removable, (for DOD-C-83527, Connector)

NAVAIR AE-8C1 AS39029/94 2000-07

MIL-C-39029/97A Contacts, Electrical Connector, Pin, Crimp 
Removable, Coaxial, Size 1 (for DOD-C-83527 
Connectors)

NAVAIR AE-8C1 AS39029/97 2000-07
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MIL-C-39029/98A Contacts, Electrical Connector, Socket, Crimp 
Removable, Coaxial, Size 1 (for DOD-C-83527 
Connectors)

NAVAIR AE-8C1 AS39029/98 2000-07

MIL-C-39029/99A Contacts, Electrical Connector, Pin, Crimp 
Removable, Coaxial,l Size 5 (for DOD-C-83527 
Connectors)

NAVAIR AE-8C1 AS39029/99 2000-07

MIL-C-39029/9E Contacts, Electrical Connector, Pin, Crimp 
Removable, Thermocouple, (for MIL-C-26482 
Series 2, MIL-C-81703 Series 3, MIL-C-83723 
Series 3, and MIL-C-83733 Connectors)

NAVAIR AE-8C1 AS39029/9 2001-03 REVISE

MIL-C-39029-14A Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded, (for MIL-C-81511 Series 2 
Connectors)

NAVAIR AE-8C1 AS39029/14 2000-06

MIL-C-39029-27D Contacts, Electrical Connector, Socket, Crimp 
Removable, Shielded, Size 12 (for MIL-C-38999 
Series II Connectors)

NAVAIR AE-8C1 AS39029/27 2000-06

MIL-C-39029/110 Contact Electrical Connector Concentric Twinax, 
Pin, Shielded Size 12 (For MIL-DTL-38999 Series 
I, II, III, and IV Connectors)

NAVAIR AE-8C1 AS39029/110 NEW

MIL-C-5541E Chemical Conversion Coatings on Aluminum and 
Aluminum Alloys

NAVAIR AMS-B AMS-C-5541 1999-06

MIL-C-5604B (3) Compass; Magnetic, Pilot's Standby NAVAIR 1999-08 1999-08 A-4 AS5604 1999-04

MIL-C-5688A (1) 
NOT 2

Cable Assemblies, Aircraft, Proof Testing and 
Prestretching of

GS/DL A-6 AS5688 1998-01 CANCEL

MIL-C-5756 Cable, Power, Electrical, Portable General 
Specification for

NAVAIR YES YES AE-8D AS5756 2004/06

MIL-C-5756/1 Cable, Power, Electrical, 600 Volts, Portable, 
Single Conductor, Non-Ozone Resistant

NAVAIR YES YES AE-8D AS5756/1 2004/06

MIL-C-5756/2 Cable, Power, Electrical 600 Volts, Portable, 
Single Conductor, Ozone Resistant

NAVAIR YES YES AE-8D AS5756/2 2004/06

MIL-C-5756/3 Cable, Power, Electrical, 600 Volts, Portable, 
Multiconductor

NAVAIR YES YES AE-8D AS5756/3 2004/06

MIL-C-5756/4 Cable, Electrical, 600 Volts, Portable, 
Multiconductor, Ozone Resistant

NAVAIR YES YES AE-8D AS5756/4 2004/06

MIL-C-5756/5 Cable, 3-Phase Power, Electric, Portable, 
Multiconductor, 90°C, 600V, Ozone Resistant, 

NAVAIR YES YES AE-8D AS5756/5 2004/06

MIL-C-5756/6 Cable, 3-Phase Power, Electric, Portable, 
Multiconductor, 90°C, 600V, Ozone Resistant, 

NAVAIR YES YES AE-8D AS5756/6 2004/06

MIL-C-5756/7 Cable DC Power, Electric Portble Multiconductor, 
90 DegC, 600V, Ozone Resistant

NAVAIR AE-8D AS5756/7
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MIL-C-5778D Covers, Aircraft Components, General 
Requirements For

NAVAIR 1997-09 1997-09 AGE-2 AS5778 1997-08

MIL-C-5809/1 NOT 1 Circuit Breaker, Aircraft, Trip-Free Push Pull, 
Type I, Dual Safety, -55 Thru +121 °C

NAVAIR 1999-09 1999-09 AE-8B1 AS58091/1 1999-07

MIL-C-5809G (1) 
SUP 1

Circuit Breakers, Trip-Free, Aircraft, General 
Specification for

NAVAIR AE-8B1 AS58091 1999-08

MIL-C-601G (1) Cylinder, Carbon Dioxide Filled, Technical NAVAIR 1999-09 1999-09 A-10 AS6011 1999-04

MIL-C-6136A (2) 
NOT 1

Conduit:  Electrical, Flexible, Shielded, Aluminum 
Alloy For Aircraft Installations

NAVAIR 1998-08 1998-08 AE-8A AS6136 1998-08

MIL-C-6183B Cork and Rubber Composition Sheet, For 
Aromatic Fuel and Oil Resistant Gaskets

NAVAIR 1998-12 AMS-CE AMS-C-6183 1998-07

MIL-C-7438G (1) Core Material, Aluminum, For Sandwich 
Construction

NAVAIR AMS-P AMS-C-7438 1999-06

MIL-C-7974/1A Connector, Plug, Aircraft External Power NAVAIR AE-8F AS7974/1 1998-01
MIL-C-7974/2 NOT 1 Cable Assembly, External Power, Aircraft 115/200 

Volt, 400 Hertz Power Distribution Flight Line (For 
A/E 24A-166A)

NAVAIR AE-8F AS7974/2 1998-01

MIL-C-7974/3 Connector, Plug, Attachable, External Electric 
Power, Aircraft, Single-Jacketed Cable 
Assemblies, 115/200 Volt, 400 Hertz

NAVAIR AE-8F AS7974/3 1998-01

MIL-C-7974/4 Cable Assembly, External Electric Power, Aircraft, 
Single-Jacketed 115/200 Volt, 400 Hertz

NAVAIR AE-8F AS7974/4 1998-01

MIL-C-7974D (1) 
SUP 1

Cable Assemblies and Attachable Plugs, External 
Electrical Power, Aircraft, General Specification 
For

NAVAIR AE-8F AS7974 1998-01

MIL-C-8073D (1) 
NOT 1

Core Material, Plastic Honeycomb, Laminated 
Glass Fabric Base, For Aircraft Structural and 
Electronic Applications

NAVAIR 1998-12 AMS-P AMS-C-8073 1998-07

MIL-C-81021A Copper-Beryllium Alloy (Cooper Alloy Numbers 
C17500 and C17510), Strip

AS AE-8 AS81021 2002-02

MIL-C-81562B NOT 
1

Coatings, Cadmium, Tin-Cadmium and Zinc 
(Mechanically Deposited)

NAVAIR 1998-09 AMS-B AMS-C-81562 1998-08

MIL-C-81582B (1) 
SUP 1

Connectors, Electrical, Bayonet Coupling, 
Environment Resisting, Umbilical, General 
Specification For

NAVAIR AE-8C1 AS81582 1998-07

MIL-C-81582/1 Connectors, Electric, Bayonet, Coupling, 
Umbilical Receptacle, Jam Nut Mounting, RFI 
Shielded, Crimp Contact, Class E

NAVAIR AE-8C1 AS81582/1 2004-04

MIL-C-81582/2 Connector, Plug, Electric, Bayonet Coupling, 
Lanyard Release, RFI Shielded, Crimp-Type 
Contacts, Class E

NAVAIR AE-8C1 AS81582/2 2004-04
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MIL-C-81582/4 Connector Adapter, RFI Shielded, Cable to 
Electric Connector

NAVAIR AE-8C1 AS81582/4 2004-04

MIL-C-81582/5 Connector Adapter, Right Angle, RFI Shielded, 
Electric Connector to Electric Connector

NAVAIR AE-8C1 AS81582/5 2004-04

MIL-C-81582/6 Connector, Adapter Assembly, Umbilical Cable to 
Stores Interface Lanyard Release

NAVAIR AE-8C1 AS81582/6 2004-04

MIL-C-81582/7 Connector, Adapter Assembly, Umbilical Cable to 
Stores Interface, Lanyard Release

NAVAIR AE-8C1 AS81582/7 2004-04

MIL-C-81582/8 Connector, Adapter Assembly, Umbilical Cable to 
Stores Interface, Lanyard Release

NAVAIR AE-8C1 AS81582/8 2004-04

MIL-C-81582/9 Connectors, Electrical, Bayonet Coupling, 
Environment Resisting, Umbilical, Caps, 
Protective

NAVAIR AE-8C1 AS81582/9 2004-04

MIL-C-81582/10 Connectors, Electrical, Bayonet Coupling, 
Environment Resisting, Umbilical, Dummy 
Stowage Receptacle

NAVAIR AE-8C1 AS81582/10 2004-04

MIL-C-81659 Connectors, Electrical, Rectangular Crimp 
Contacts General Specification for

NAVAIR AE-8C1 AS81659 2004-06

MIL-C-81659/9 Connectors, Electrical, Rectangular, Receptacle 
Environment Resistant, Crimp Contacts, Double 
Insert, Type II, Class 1 (-65°C to +125°C), Series 
1, Shell Designator A

NAVAIR AE-8C1 AS81659/9 2004-05

MIL-C-81659/29 Connectors, Electrical, Rectangular, Plug, Crimp 
Contacts (Single Insert, Type II, Class 1, (-65°C to 
+125°C), Series 2, Shell Designator A)

NAVAIR AE-8C1 AS81659/29 2004-05

MIL-C-81959/31 Connectors, Electrical, Rectangular, Receptacle, 
Crimp Contacts, (Single Insert, Type II, Class 1 (-
65°C to +125°C), Series 2, Shell Designator A)

NAVAIR AE-8C1 AS81659/31 2004-05

MIL-C-81659/33 Connectors, Electrical, Rectangular, Plug, Crimp 
Contacts, (Dual Insert, Tupe II, Class 1 (-65°C to 
+125°C), Series 2, Shell Designator A)

NAVAIR AE-8C1 AS81659/33 2004-05

MIL-C-81659/35 Connectors, Electrical, Rectangular, Receptacle, 
Crimp Contacts, (Dual Insert, Type II, Class 1, (-
65°C to +125°C), Series 2, Shell Designator A)

NAVAIR AE-8C1 AS81659/35 2004-05
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MIL-C-81659/37 Connectors, Electrical, Rectangular, Plug, Crimp 
Contacts, (Triple Insert, Type II, Class 1, (-65°C 
to +125°C), Series 2, Shell Designator A)

NAVAIR AE-8C1 AS81659/37 2004-05

MIL-C-81659/39 Connectors, Electrical, Rectangular, Receptacle, 
Crimp Contacts, (Triple Insert, Type II, Class 1 (-
65°C to +125°C), Series 2, Shell Designator A

NAVAIR AE-8C1 AS81659/39 2004-05

MIL-C-81659/41 Connectors, Electrical, Rectangular, Plug, Crimp 
Contacts, (Quadruple Insert, Type II, Class 1 (-
65°C to +125°C), Series 2, Shell Designator A)

NAVAIR AE-8C1 AS81659/41 2004-05

MIL-C-81659/43 Connectors, Electrical, Rectangular, Receptacle, 
Crimp Contacts, (Quadruple Insert, Type II, Class 
1 (-65°C to +125°C), Series 2, Shell Designator 
A)

NAVAIR AE-8C1 AS81959/43 2004-05

MIL-C-81659/53 Connectors, Electrical, Rectangular, Plug 
Environment Resistant, Crimp Contacts, 
Quadruple Insert, Type II, Class 1 (-65°C to 
+125°C), Series 2, Shell Designator B

NAVAIR AE-8C1 AS81959/53 2004-05

MIL-C-81659/56 Connectors, Electrical, Rectangular,Receptacle 
Environment Resistant, Crimp Contacts, Triple 
Insert, Type II, Class 2 (-65°C to +125°C), Series 
2, Shell Designator B

NAVAIR AE-8C1 AS81659/56 2004-05

MIL-C-81659/57 Connectors, Electrical, Rectangular, Plug 
Environment Resistant, Crimp Contacts, 
Quadruple Insert, Type II, Class 1 (-65°C to 
+125°C), Series 2, Shell Designator B

NAVAIR AE-8C1 AS81659/57 2004-05

MIL-C-81659/58 Connectors, Electrical, Rectangular, Plug 
Environment Resistant, Crimp Contacts, 
Quadruple Insert, Type II, Class 2 (-65°C to 
+200°C), Sseries 2, Shell Designator B

NAVAIR AE-8C1 AS81659/58 2004-05

MIL-C-81659/61 Connectors, Electrical, Rectangular, Receptacle, 
Crimp Contacts, (Single Insert, Type III, Class 1, (-
65°C to +125°C), Series 2, Shell Designator A)

NAVAIR AE-8C1 AS81659/61 2004-05

MIL-C-81659/62 Connectors, Electrical, Rectangular, Receptacle, 
Crimp Contacts, (Dual Insert, Type III, Class 1, (-
65°C to +125°C), Series 2, Shell Designator A)

NAVAIR AE-8C1 AS81659/62 2004-05
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MIL-C-81659/63 Connectors, Electrical, Rectangular, Receptacle, 
Crimp Contacts, (Triple Insert, Type III, Class 1, (-
65°C to +125°C), Series 2, Shell Designator A)

NAVAIR AE-8C1 AS81659/63 2004-05

MIL-C-81659/64 Connectors, Electrical, Rectangular, Receptacle, 
Crimp Contacts, (Quadruple Insert, Type III, Class 
1, (-65°C to +125°C), Series 2, Shell Designator 
A)

NAVAIR AE-8C1 AS81659/64 2004-05

MIL-C-81659/65 Connectors, Electrical, Rectangular, Plug, Crimp 
Contacts, (Single Insert, Type IV, Class 1, (-65°C 
to +125°C), Series 2, Shell Designator A)

NAVAIR AE-8C1 AS81659/65 2004-05

MIL-C-81659/66 Connectors, Electrical, Rectangular, Receptacle, 
Crimp Contacts, (Single Insert, Type IV, Class 1, (-
65°C to +125°C), Series 2, Shell Designator A)

NAVAIR AE-8C1 AS81659/66 2004-05

MIL-C-81659/67 Connectors, Electrical, Rectangular, Receptacle, 
Crimp Contacts, (Single Insert, Type IV, Class 1, (-
65°C to +125°C), Series 2 Shell Designator A, 
Clinch Nut Mounting)

NAVAIR AE-8C1 AS81659/67 2004-05

MIL-C-81659/68 Connectors, Electrical, Rectangular, Receptacle, 
Crimp Contacts, (Single Insert, Type IV, Class 1, (-
65°C to +125°C), Series 2, Shell Designator A, 
Float Mounting)

NAVAIR AE-8C1 AS81659/68 2004-05

MIL-C-81659/69 Connectors, Electriacl, Rectangular, Plug, Crimp 
Contacts, (Dual Insert, Type IV, Class 1, (-65°C to 
+125°C), Series 2, Shell Designator A)

NAVAIR AE-8C1 AS81659/69 2004-05

MIL-C-81659/70 Connecotrs, Electrical, Rectangular, Receptacle, 
Crimp Contacts, (Dual Insert, Tyupe IV, Class 1, (-
65°C to =125°C), Series 2, Shell Designator A)

NAVAIR AE-8C1 AS81659/70 2004-05

MIL-C-81659/71 Connectors, Electrical, Rectangular, Receptacle, 
Crimp Contacts, (Dual Insert, Type IV, Class 1, (-
65°C to +125°C), Series 2, Shell Designator A, 
Clinch Nut Mount)

NAVAIR AE-8C1 AS81659/71 2004-05

MIL-C-81659/72 Connectors, Electrical, Rectangular, Receptacle, 
Crimp Contacts, (Dual Insert, Type IV, Class 1, (-
65°C to =125°C), Series 2, Shell Designator A, 
Float Mounting)

NAVAIR AE-8C1 AS81659/72 2004-05
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MIL-C-81703 SUP 
1A

Connector, Electric, Circular, Miniature, Rack And 
Panel Or Push-Pull Coupling, Environment 
Resisting

NAVAIR 1998-09 1998-09 AE-8C1 AS81703 1998-07

MIL-C-81769 Chemical Milling Of Metals, Specification For NAVAIR 1998-06 1998-06 AMS-B AMS-C-81769 1998-06

MIL-C-81790 Connectors, Receptacle, External Electric Power, 
Aircraft  General Specification For

NAVAIR AE-8C1 AS81790 2002-04

MIL-C-81790/1 Connector, Receptacle, External Electric Power, 
Aircraft, 270 VDC, 70 KW

NAVAIR AE-8C1 AS81790/1 REV

MIL-C-81986 (1) 
NOT 1

Core Material, Plastic Honeycomb, Nylon Paper 
Base; For Aircraft Structural Applications

NAVAIR 1998-12 AMS-CE AMS-C-81986 1998-07

MIL-C-83231A NOT 
1

Coatings, Polyurethane, Rain Erosion Resistant 
for Exterior Aircraft and Missile Plastic Parts

ASC G-8 AMS-C-83231 1999-09 A 2001-10

MIL-C-83413/8A Connectors And Assemblies, Electrical, Aircraft 
Grounding: Type Iv Jumper Cable Assembly, 
Lead, Electrical

NAVAIR AE-8C2 AS83413/8 1998-08 CANCEL

MIL-C-83445 Coating System, Polyurethane, Non-Yellowing, 
White, Rain Erosion Resistant, Thermally 
Reflective

ASC/ENS
I

AMS-G8 AMS-C-83445 1999-09 A 2001-10

MIL-C-83873A NOT 
1

Cleaning Compound, Precoating Surface, Aircraft 
and Aerospace Ground Equipment (AGE)

SA-
ALC/SFS
P

AMS-J AMS-C-83873 1999-06

MIL-C-85028 Connector, Electrical, Rectangular, Individual 
Contact Sealing, Polarized Center Jackscrew, 
General Specification for

NAVAIR AE-8C1 AS85028 2004-06

MIL-C-85028/1 Connector, Electric, Rectangular, Individual 
Contact Sealing, Polarized Center Jackscrew, 
Plug, Crimp Removable Pin Contacts, Class E

NAVAIR AE-8C1 AS85028/1 2004-06

MIL-C-85028/2 Connector, Electric, Rectangular, Individual 
Contact Sealing, Polarized Center Hardware, 
Receptacle, Crimp Removable Socket Contacts, 
Class E

NAVAIR AE-8C1 AS85028/2 2004-06

MIL-C-85028/4 (AS) Connector, Electric, Rectangular, Individual 
Contact Sealing, Polarized Center Jackscrew, 
Sealing Plug, Size 16, Crimp Removable 
Contacts

NAVAIR AE-8C1 AS85028/4 2004-06

MIL-C-85028/5 (AS) Connector, Electric, Rectangular, Individual 
Contact Sealing, Polarized Center Jackscrew, 
Wire Seal, Size 16, Crimp Removable Contacts

NAVAIR AE-8C1 AS85028/5 2004-06
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MIL-C-85028/6 (AS) Connector, Electric, Rectangular, Individual 
Contact Sealing, Polarized Center Jackscrew, 
Replacement Tool, Wire Seal, Size 16, Crimp 
Removable Contacts

NAVAIR AE-8C1 AS85028/6 2004-06

MIL-C-85049/10A Connector Accessories, Electrical, Backshell, 
Environmental, Cable Sealing, Straight, Shield 
Termination, Category 1A (for MIL-C-5015 Crimp, 
MIL-C-26482 Series 2, MIL-C-81703 Series 3, 
and MIL-C-83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/10 2001-07 A 2004-10

MIL-C-85049/11A Connector Accessories, Electrical, Backshell, 
Environmental, Cable Sealing, Straight, Category 
1A (for MIL-C-5015 Crimp, MIL-C-26482 Series 2, 
MIL-C-81703 Series 3, and MIL-C-83723 Series 
III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/11 2001-07 A 2004-05

MIL-C-85049/14 Connector Accessories, Electrical, Backshell, 
Straight, Self-Locking, Category 3B (For MIL-C-
38999 Series III and IV Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/14 2000-04 A 2003-07

MIL-C-85049/15 Connector Accessories, Electrical, Strain Relief, 
45°, Self-Locking, Category 4C (for MIL-C-38999 
Series III and IV Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/15 2000-04 A 2003-07

MIL-C-85049/16 Connector Accessories, Electrical, Strain Relief, 
90°, Self-Locking, Category 4C (for MIL-C-38999 
Series III and IV Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/16 2000-04 A 2003-07

MIL-C-85049/17 Connector Accessories, Electrical, Backshell, 
Environmental, Straight, Shielf Termination, 
Category 28, (for MIL-C-27599 Series I and MIL-
C-38999 Series I and II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/17 2000-04

MIL-C-85049/18B Connector Accessories, Electrical, Backshell, 
Environmental, Straight, RFI/EMI, Category 2B 
(for MIL-C-38999 Series III and IV Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/18 2000-04

MIL-C-85049/19A Connector Accessories, Electrical, Backshell, 
Nonenvironmental, Straight, RFI/EMI Category 3B 
(for MIL-C-38999 Series III and IV Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/19 2000-04
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MIL-C-85049/1A Connector Accessories, Electrical, Backshell, 
Environmental, Cable Sealing, Straight, Grounded 
(Without Strain Relief), Category 1C (For MIL-C-
5015 Solder Type, V Thread of MS310X Classes 
A, B, C or K Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/1 2001-07 A 2003-07

MIL-C-85049/20A Connector Accessories, Electrical, Backshell, 
Straight, RFI/EMI Category 3B (for MIL-C-38999 
Series III and IV Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/20 2000-04 A 2004-10

MIL-C-85049/21A Connector Accessories, Electrical, Backshell, 
Nonenvironmental, Straight, Category 3B (for MIL-
C-38999 Series III and IV Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/21 2000-04

MIL-C-85049/23A Connector Accessories, Electrical, Backshell, 
Nonenvironmental, 45°, Shield Termination, 
Category 3A (For MIL-C-5015 Crimp, MIL-C-
26482 Series 2, MIL-C-81703 Series 3, and MIL-
C-83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/23 1998-08

MIL-C-85049/24A Connector Accessories, Electrical, Backshell, 
Nonenvironmental, 90°, Shield Termination, 
Category 3A (For MIL-C-5015 Crimp, MIL-C-
26482 Series 2, MIL-C-81703 Series 3, and MIL-
C-83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/24 1998-08

MIL-C-85049/25A Connector Accessories, Electrical, Backshell, 
Nonenvironmental, Straight, Shield Termination, 
Category 3A (For MIL-C-5015 Crimp, MIL-C-
26482 Series 2, MIL-C-81703 Series 3, and MIL-
C-83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/25 1998-08

MIL-C-85049/26A Connector Accessories, Electrical, Backshell, 
Nonenvironmental, Straight, Shield Termination, 
Category 3A (For MIL-C-5015 Crimp, MIL-C-
26482 Series 2, MIL-C-81703 Series 3, and MIL-
C-83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/26 2001-07 REV

MIL-C-85049/27A Connector Accessories, Electrical, Backshell, 
Nonenvironmental, Straight, Category 3B (for MIL-
C-38999 Series III and IV Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/27 2000-04 A 2003-07
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MIL-C-85049/28B Connector Accessories, Electrical, Backshell, 
Nonenvironmental, Straight, Shield Termination, 
Category 3B (for MIL-C-83733 Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/28 2000-04

MIL-C-85049/29 Connector Accessories, Electrical, Backshell, 
Nonenvironmental, Straight, Shield Termination, 
Category 3B (for MIL-C-27599 Series I and MIL-C-
38999 Series I and II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/29 2000-04

MIL-C-85049/2A Connector Accessories, Electrical, Backshell, 
Environmental, Cable Sealing, Straight, Category 
1C (For MIL-C-5015 Solder Type, V Thread of 
MS310x Classes A, B, C or K Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/2 1998-08 A 2003-07

MIL-C-85049/30A Connector Accessories, Electrical, Backshell, 
Nonenvironmental, Straight, Individual Shielded 
Wire Termination, Category 3B (for MIL-C-38999 
Series 1 and II Connectors

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/30 2000-05

MIL-C-85049/31B Connector Accessories, Electrical, Backshell, 
Nonenvironmental, Straight, Non-Self-Locking 
and Self-Locking, Category 3B (For MIL-C-5015 
Crimp, MIL-C 26482 Series 2, MIL-C-81703 
Series 3, and MIL-C-83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/31 1998-08 A 2003-07

MIL-C-85049/32A Connector Accessories, Electrical, Backshell, 
Nonenvironmental, 90°, Shielded Termination, 
Category 3C (For MIL-C-38999 Series I and II 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/32 2000-05

MIL-C-85049/33A Connector Accessories, Electrical, Backshell, 
Nonenvironmental, Straight, Shielded 
Termination, Category 3C (for MIL-C-38999 
Series I and II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/33 2000-05 A 2004-10

MIL-C-85049/34A Connector Accessories, Electrical, Backshell, 
Nonenvironmental, Threaded Adapter, Category 
3C (for MIL-C-26482 Series I Jam Nut Receptacle 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/34 2001-07

MIL-C-85049/36 Connector Accessories, Electrical, Backshell, 
Nonenvironmental, Straight, Shield Termination, 
Category 3B (for MIL-C-27599 Series I and MIL-C-
38999 Series I and II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/36 2000-05
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MIL-C-85049/37 Connector Accessories, Electrical, Backshell, 
Nonenvironmental, Split 90°, EMI/RFI Shielded 
Termination, Category 3B (for MIL-C-38999 
Series I and II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/37 2000-05

MIL-C-85049/38C Connector Accessories, Electrical, Strain Relief, 
Straight, Self-Locking and Nonself-Locking, 
Category 4C (for MIL-C-38999 Series III and IV 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/38 2000-05 A 2003-07

MIL-C-85049/39C Connector Accessories, Electrical, Strain Relief, 
90°, Self-Locking and Nonself-Locking, Category 
4C (for MIL-C-38999 Series III and IV 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/39 2000-05 A 2003-07

MIL-C-85049/3A Connector Accessories, Electrical, Backshell, 
Cable Sealing, Straight, Category 1A (for MIL-C-
22992 Connectors, Classes C, J, and R)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/3 2000-04

MIL-C-85049/41A Connector Accessories, Electrical, 
Nonenvironmental, Strain Relief, Straight, 
Category 4C (For MIL-C-5015 Solder Type, V 
Thread of MS310x Classes A, B, C or K 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/41 2001-07

MIL-C-85049/42A Connector Accessories, Electrical, 
Nonenvironmental, Strain Relief, Straight, 
Category 4A (For MIL-C-5015 Solder Type, V 
Thread of MS310x Classes A, B, C or K 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/42 1998-08 REV

MIL-C-85049/43A Connector Accessories, Electrical, Strain Relief, 
Nonenvironmental, 45°, Category 4B (For MIL-C-
5015 Crimp, MIL-C-26482 Series 2, MIL-C-81703 
Series 3, and MIL-C-83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/43 1998-08 B REV

MIL-C-85049/44 Connector Accessories, Electrical, Strain, Relief, 
Straight Category 4C (for MIL-C-83733 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/44 2000-05

MIL-C-85049/45A Connector Accessories, Electrical, Strain Relief, 
Straight, Nonmetallic, Category 4C (for MIL-C-
27599 Series I and MIL-C-38999 Series I and II 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/45 2000-05 A 2004-06

MIL-C-85049/46B Connector Accessories, Electrical, Strain Relief, 
90°, Nonmetallic, Category 4C (for MIL-C-27599 
Series I and MIL-C-38999 Series I and II 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/46 2000-05 A 2004-10
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MIL-C-85049/47B Connector Accessories, Electrical, Strain Relief, 
90°, Self-Locking and Nonself-Locking, Category 
4B (for MIL-C-38999 Series I and II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/47 2000-05 A 2003-07

MIL-C-85049/48B Connector Accessories, Electrical, Strain Relief, 
Straight Relief, Straight, Category 4C (for MIL-C-
24308 Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/48 2000-05 A 2004-10

MIL-C-85049/49C Connector Accessories, Electrical, Strain Relief, 
Straight, Self-Locking and Nonself-Locking, 
Category 4B (MIL-C-38999 Series I and II 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/49 2000-05 A 2003-07

MIL-C-85049/4A Connector Accessories, Electrical, Backshell, 
Cable ealing, Straight, Step-up, Category 1A (for 
MIL-C-22992 Connectors, Classes C, J, and R)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/4 2000-04 A 2004-05

MIL-C-85049/50B Connector Accessories, Electrical, Strain Relief, 
90°, Category 4C (for MIL-C-24308 Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/50 2000-05 A 2004-10

MIL-C-85049/51C Connector Accessories, Electrical, Strain Relief, 
Nonenvironmental, 90°, Self-Locking and Non-
Self-Locking Category 4B (For MIL-C-5015 
Crimp, MIL-C-26482 Series 2, MIL-C-81703 
Series 3, and MIL-C-83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/51 2001-07 A 2003-07

MIL-C-85049/52C Connector Accessories, Electrical, Strain Relief, 
Nonenvironmental, Self-Locking and Non-Self-
Locking, Straight, Category 4B (For MIL-C-5015 
Crimp, MIL-C-26482 Series 2, MIL-C-81703 
Series 3, and MIL-C-83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/52 2001-07 A 2003-07

MIL-C-85049/53A Connector Accessories, Electrical, Strain Relief, 
Nonenvironmental, Straight, Category 4C (For 
MIL-C-5015 Crimp, MIL-C-26482 Series 2, MIL-C-
81703 Series 3, and MIL-C-83723 Series III 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/53 2001-07 REV

MIL-C-85049/54A Connector Accessories, Electrical, Strain Relief, 
Nonenvironmental, 45°, Category 4C (For MIL-C-
5015 Crimp, MIL-C-26482 Series 2, MIL-C-81703 
Series 3, and MIL-C-83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/54 2001-07 REV
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MIL-C-85049/55B Connector Accessories, Electrical, Strain Relief, 
Nonenvironmental, 90°, Self-Locking and Non-
Self-Locking, Category 4C (For MIL-C-5015 
Crimp, MIL-C-26482 Series 2, MIL-C-81703 
Series 3, and MIL-C-83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/55 2001-07 A 2003-06 REV

MIL-C-85049/56A Connector Accessories, Electrical, Strain Relief, 
Straight, Category 4C (MIL-C-38999 Series I and 
II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/56 2000-05

MIL-C-85049/57A Connector Accessories, Electrical, Strain Relief, 
45°, Self-Locking and Nonself-Locking, Category 
4C (MIL-C-38999 Series I and II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/57 2000-05 A 2003-07

MIL-C-85049/58A Connector Accessories, Electrical, Ring, Potting 
Boot, Category 5 (MIL-C-38999 Series I and II 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/58 2000-05 REV

MIL-C-85049/59A Connector Accessories, Electrical, Adapter, 
Shrink Boot, Category 5 (for MIL-C-22992 
Connectors, Classes C, J. and R)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/59 2000-05

MIL-C-85049/5B Connector Accessories, Electrical, Backshell, 
Cable Sealing, Straight, Step-Down, Category 1A 
(for MIL-C-22992 Conectors, Classes C, J, and 
R)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/5 2000-04

MIL-C-85049/60A Connector Accessories, Electrical, Adapter, 
Shrink Boot, Category 5 (For MIL-C-5015 Crimp, 
MIL-C-26482 Series 2, MIL-C-81703 Series 3 and 
MIL-C-83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/60 1998-08 A 2003-07

MIL-C-85049/61A Connector Accessories, Electrical, Ring, Potting 
Boot, Category 5 (for MIL-C-27599 Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/61 2000-05 A 2004-03

MIL-C-85049/62A Connector Accessories, Electrical, Adapter, 
Shrink Boot, Category 5 (for MIL-C-38999 Series 
I and II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/62 2000-05

MIL-C-85049/63A Connector Accessories, Electrical, Strain Relief, 
90°, Self-Locking and Nonself-Locking, Category 
4C (MIL-C-38999 Series I and II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/63 2000-05 A 2003-07

MIL-C-85049/64B Connector Accessories, Electrical, Strain Relief, 
Split, Straight, Category 4C (MIL-C-38999 Series 
I and II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/64 2000-05
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MIL-C-85049/65B Connector Accessories, Electrical, Strain Relief, 
Split, 90°, Category 4C (MIL-C-38999 Series I 
and II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/65 2000-05

MIL-C-85049/69B Connector Accessories, Electrical, Adapter, 
Shrinkboot, Category 5 (MIL-C-38999 Series III 
and IV Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/69 2000-05 A 2004/10

MIL-C-85049/6A Connector Accessories, Electrical, Backshell, 
Environmental, Cable Sealing, 45°, Shield 
Termination, Category 1A (for MIL-C-5015 Crimp, 
MIL-C-26482 Series 2, MIL-C-81703 Series 3, 
and MIL-C-83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/6 2001-07

MIL-C-85049/74A Connector Accessories, Electrical, Potting Boot, 
Category 7 (for use with MIL-C-85049/61 Potting 
Boot Ring)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/74 2000-05

MIL-C-85049/75A Connector Accessories, Electrical, Potting Boot, 
Category 7 (for use with MIL-C-85049/58 Potting 
Boot Ring)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/75 2000-05

MIL-C-85049/76 Connector Accessories, Electrical, Backshell, 
Environmental, 90°, Shield Termination, Category 
2B, Nonself-Locking (MIL-C-38999 Series I and II 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/76 2000-05 A 2004-10

MIL-C-85049/77 Connector Accessories, Electrical, Backshell, 
Environmental, 45°, Shield Termination, Category 
2B, Nonself-Locking (MIL-C-38999 Series I and II 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/77 2000-05 REV

MIL-C-85049/78 Connector Accessories, Electrical, Backshell, 
Environmental, 45°, Shield Termination, Category 
2B, Nonself-Locking (MIL-C-38999 Series III and 
IV Connectors).

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/78 2000-06 REV

MIL-C-85049/79 Connector Accessories, Electrical, Backshell, 
Environmental, 90°, Shield Termination, Category 
2B, Nonself-Locking (MIL-C-38999 Series III and 
IV Connectors).

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/79 2000-06 A 2004-10

MIL-C-85049/7A Connector Accessories, Electrical, Backshell, 
Environmental, Cable Sealing, 45°, Category 1A 
(for MIL-C-5015 Crimp, MIL-C-26482 Series 2, 
MIL-C-81703 Series 3, and MIL-C-83723 Series 
III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/7 2001-07

MIL-C-
85049/80(USAF)

Connector Accessories, Electrical, Dummy 
Contact, Sizes 12 and 8, Category 7 (for MIL-C-
38999 Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/80 2000-06 A 2004-04
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MIL-C-
85049/81(USAF)

Connector Accessories, Electrical, Seal Plug, Size
10, Category 7 (For MIL-C-38999 Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/81 2000-06

MIL-C-85049/82 Connector Accessories, Electrical, Backshell, 
Straight, Self-Locking, Shield Band Termination 
(RFI/EMI), Shrink Sleeve Accommodation, 
Category 3B (for MIL-C-5015 Crimp, MIL-C-
26482 Series 2, MIL-C-81703 Series 3 and MIL-C-
83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/82 2000-06 A 2004-10

MIL-C-85049/83 Connector Accessories, Electrical, Backshell, 45°, 
Self-Locking, Shield Band Termination (RFI/EMI), 
Shrink Sleeve Accommodation, Category 3B (for 
MIL-C-5015 Crimp, MIL-C-26482 Series 2, MIL-C-
81703 Series 3 and MIL-C-83723 Series III 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/83 2000-06

MIL-C-85049/84 Connector Accessories, Electrical, Backshell, 90°, 
Self-Locking, Shield Band Termination (RFI/EMI), 
Shrink Sleeve Accommodation, Category 3B (for 
MIL-C-5015 Crimp, MIL-C-26482 Series 2, MIL-C-
81703 Series 3 and MIL-C-83723 Series III 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/84 2000-06

MIL-C-85049/85 Connector Accessories, Electrical, Backshell, 
Straight, Self-Locking, Shield Band Termination 
(RFI/EMI), Shrink Boot Accommodation, Category 
3B (for MIL-C-38999 Series I and II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/85 2000-06 A 2004-10

MIL-C-85049/86 Connector Accessories, Electrical, Backshell, 45°, 
Self-Locking, Shield Band Termination (RFI/EMI), 
Shrink Boot Accommodation, Category 3B (for 
MIL-C-38999 Series I and II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/86 2000-06

MIL-C-85049/87 Connector Accessories, Electrical, Backshell, 90°, 
Self-Locking, Shield Band Termination (RFI/EMI), 
Shrink Boot Accommodation, Category 3B (for 
MIL-C-38999 Series I and II Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/87 2000-06 A 2004-10
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MIL-C-85049/88 Connector Accessories, Electrical, Backshell, 
Straight, Self-Locking, Shield Band Termination 
(RFI/EMI), Shrink Boot Accommodation, Category 
3B (for MIL-C-38999 Series III and IV 
Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/88 2000-06 A 2004-10

MIL-C-85049/89 Connector Accessories, Electrical, Backshell, 45°, 
Self-Locking, Shield Band Termination (RFI/EMI), 
Shrink Boot Accommodation, Category 3B (for 
MIL-C-38999 Series III and IV Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/89 2000-06 A 2004-10

MIL-C-85049/8A Connector Accessories, Electrical, Backshell, 
Environmental, Cable Sealing, 90°, Shield 
Termination, Category 1A (for MIL-C-5015 Crimp, 
MIL-C-26482 Series 2, MIL-C-81703 Series 3, 
and MIL-C-83723 Series III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/8 2001-07

MIL-C-85049/90 Connector Accessories, Electrical, Backshell, 90°, 
Self-Locking, Shield Band Termination (RFI/EMI), 
Shrink Boot Accommodation, Category 3B (for 
MIL-C-38999 Series III and IV Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/90 2000-06

MIL-C-85049/91 Connector Accessories, Composite, Electrical, 
Strain Relief, Straight, Self-locking, Category 4C 
(for MIL-C-38999 Series III and IV Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/91 2000-06 2004-10

MIL-C-85049/92 Connector Accessories, Composite, Electrical, 
Strain Relief, 90°, Self-locking, Category 4C (for 
MIL-C-38999 Series III and IV Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/92 2000-06 REV

MIL-C-85049/93 Connector Accessories, Electrical, Termination, 
Shield Split Support Ring, Composite, 
Nonenvironmental, Straight, Category 7

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/93 2000-06 A 2004-04

MIL-C-85049/94 Connector Accessories, Electrical, Mounting 
Device Flange Type, Full Mounting Perimeter 
Device, Type I (Heavy Duty)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/94 2001-07 A 2004-04

MIL-C-85049/95 Connector Accessories, Electrical, Mounting 
Device Flange Type, 3/4 Mounting Perimeter 
Device, Type II (Medium Duty)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/95 2001-07 A 2004-04

MIL-C-85049/96 Connector Accessories, Electrical, Mounting 
Device Flange Type, 1/4 Mounting Perimeter 
Device, Type III (Light Duty)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/96 2001-07 A 2004-04
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MIL-C-85049/9A Connector Accessories, Electrical, Backshell, 
Environmental, Cable Sealing, 90°, Category 1A 
(for MIL-C-5015 Crimp, MIL-C-26482 Series 2, 
MIL-C-81703 Series 3, and MIL-C-83723 Series 
III Connectors)

NAVAIR 2003-06 2003-06 AE-8C1 AS85049/9 2001-07

MIL-C-85049A SUP 
1A

Connector Accessories, Electrical General 
Specification For

NAVAIR 2003-06 2003-06 AE-8C1 AS85049 1998-08 A 2003-07

MIL-C-85052/1B  
NOT 1

Clamp, Loop, Tube 17-7 PH CRES, 275°F, Fuel 
and Petroleum Based Hydraulic Fluid Resistant

AS AMS-CE AS85052/1 2001-03

MIL-C-85052/2B  
NOT 1

Clamp, Loop, Tube 17-7 PH CRES, 275°F, 
Phosphate Ester Fluid Resistant

AS AMS-CE AS85052/2 2001-03

MIL-C-85052/3B  
NOT 1

Clamp, Loop, Tube 17-7 PH CRES, 500°F AS AMS-CE AS85052/3 2001-03

MIL-C-85052/4  NOT 
1

Clamp Support - Loop Clamp AS AMS-CE AS85052/4 2001-03

MIL-C-85052A  NOT 
1

Clamp, Loop, Cushion, General Specification For AS AMS-CE AS85052 2001-03

MIL-C-85061B (2) Coupling, Fuel Line, Flexible, 125 psi NAVAIR G-3 AS5356 1999-01 A 2002-07
MIL-C-85485 Cable, Electric, Filter Line, Radio Frequency 

Absorptive
NAVAIR AE-8D AS85485 2004-06

MIL-C-85485/5 Cable, Electric, Filter Line, Component Wire, Tin-
Coated Copper Conductor, Radio Frequency 
Absorptive, 150°C, 600-Volt 

NAVAIR AE-8D AS85485/5 2004-06

MIL-C-85485/6 Cable, Electric, Filter Line, Component Wire, 
Silver-Coated High Strength Copper Alloy 
Conductor, Radio Frequency Absorptive, 150°C, 
600-Volt

NAVAIR AE-8D AS85485/6 2004-06

MIL-C-85485/7 Cable, Electric, Filter Line, Unshielded, 
Unjacketed, Multiple-Component, Radio 
Frequency Absorptive, 150°C, 600-Volt

NAVAIR AE-8D AS85485/7 2004-06

MIL-C-85485/8 Cable, Electric, Filter Line, Shielded, Jacketed, 
Radio Frequency Absorptive, 150°C, 600-Volt

NAVAIR AE-8D AS85485/8 2004-06

MIL-C-85485/9 Cable, Electric, Filter Line, Component Wire, Tin-
Coated Copper Conductor, Radio Frequency, 
Absorptive, 150°C, 600-Volt

NAVAIR AE-8D AS85485/9 2004-06

MIL-C-85485/10 Cable, Electric, Filter Line, Component Wire, 
Silver-Coated High-Strength Copper Alloy 
Conductor, Radio Frequency Absorptive, 150°C, 
600-Volt

NAVAIR AE-8D AS85485/10 2004-06
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MIL-C-85485/11 Cable, Electric, Filter Line, Unshielded, 
Unjacketed, Multiple-Component, Radio 
Frequency Absorptive, 150°C, 600-Volt

NAVAIR AE-8D AS85485/11 2004-06

MIL-C-85485/12 Cable, Electric, Filter Line, Shielded, Jacketed, 
Radio Frequency Absorptive, 150°C, 600-Volt

NAVAIR AE-8D AS85485/12 2004-06

MIL-C-8837B (1) Coating, Cadmium (Vacuum Deposited) NAVAIR AMS-B AMS-C-8837 1999-06
MIL-C-9084C (1) Cloth, Glass, Finished, For Resin Laminates NAVAIR AMS-P AMS-C-9084 1999-06
MIL-D-38386E Duct Assembly, Ground, Conditioned Air, 

Insulated, Flexible
DSCC G-3D AS38386 1999-07

MIL-D-6054F Drum, Metal-Shipping and Storage DLA-IS  EG-1D AS6054 2001-03
MIL-D-8181B Detector, Ice, Air Intake Duct, Aircraft Engines 

And Airframe Systems, General Specification For
NAVAIR 1997-10 1997-10 G-12 AS8181 1997-08

MIL-D-81956A (2) Detergent, External Removable Fuel Tanks AS   AMS-J AMS-D-81956 2001-05
MIL-D-8804B Deicing System, Pneumatic Boot, Aircraft, 

General Specification For
NAVAIR 1997-10 1997-10 AC-9 AS8804 1997-09 A 2001-07

MIL-DTL-22499/1B Shim Stock, Laminated, Aluminum Alloy DLA-IS 1999-04 AMS-
D,E,F,G,P

AMS-DTL-
22499/1

1998-09 A 1999-01

MIL-DTL-22499/2A Shim Stock, Laminated, Brass DLA-IS 1999-04 AMS-
D,E,F,G,P

AMS-DTL-
22499/2

1998-09 A 1999-01

MIL-DTL-22499/3B Shim Stock, Laminated, Cres DLA-IS AMS-
D,E,F,G,P

AMS-DTL-
22499/3

1998-09

MIL-DTL-22499/4A Shim Stock, Laminated, Carbon Steel DLA-IS AMS-
D,E,F,G,P

AMS-DTL-
22499/4

1998-09

MIL-DTL-22499D Shim Stock, Laminated DLA-IS 1999-04 AMS-D AMS-DTL-22499 1998-09

MIL-DTL-22759/80A Wire, Electrical, Polytetrafluoroethylene/Polyimide 
Insulated, Lightweight, Tin Coated, Copper 
Conductor, 150°C, 600 Volts

NAVAIR AE-8D AS22759/80 2000-06 A 2004-10 REV

MIL-DTL-22759/81A Wire, Electrical, Polytetrafluoroethylene/Polyimide 
Insulated, Lightweight, Silver Coated, High 
Srength or Ultra High Strength Copper Alloy, 
200°C, 600 Volts

NAVAIR AE-8D AS22759/81 2000-06 A 2004-10 REV

MIL-DTL-22759/82A Wire, Electrical, Polytetrafluoroethylene/Polyimide 
Insulated, Light Weight, Nickel Coated, High 
Strength or Ultra High Strength Copper Alloy, 
260°C, 600 Volts

NAVAIR AE-8D AS22759/82 2000-06 A 2004-10 REV
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MIL-DTL-22759/83A Wire, Electrical, Polytetrafluoroethylene/Polyimide 
Insulated, Normal Weight, Silver Coated, Copper 
Conductor, 200°C, 600 Volt

NAVAIR AE-8D AS22759/83 2000-06 A 2004-10 REVISE

MIL-DTL-22759/84A Wire, Electrical, Polytetrafluoroethylene/Polyimide 
Insulated, Normal Weight, Nickel Coated, Copper 
Conductor, 260°C, 600 Volt

NAVAIR AE-8D AS22759/84 2000-06 A 2004-10 REVISE

MIL-DTL-22759/85A Wire, Electrical, Polytetrafluoroethylene/Polyimide 
Insulated, Normal Weight, Tin Coated Copper 
Conductor, 150°C, 600 Volt

NAVAIR AE-8D AS22759/85 2000-06 A 2004-10 REV

MIL-DTL-22759/86A Wire, Electrical, Polytetrafluoroethylene/Polyimide 
Insulated, Normal Weight, Silver Coated, Copper 
Conductor, 200°C, 600 Volts

NAVAIR AE-8D AS22759/86 2000-06 A 2004-10 REV

MIL-DTL-22759/87A Wire, Electrical, Polytetrafluoroethylene/Polyimide 
Insulated, Normal Weight, Nickel Coated, Copper 
Conductor, 260°C, 600 Volts

NAVAIR AE-8D AS22759/87 2000-06 A 2004-10 REV

MIL-DTL-22759/88A Wire, Electrical, Polytetrafluoroethylene/Polyimide 
Insulated, Normal Weight, Tin Coated, Copper 
Conductor, 150°C, 600 Volts

NAVAIR AE-8D AS22759/88 2000-06 A 2004-10 REV

MIL-DTL-22759/89A Wire, Electrical, Polytetrafluoroethylene/Polyimide 
Insulated, Normal Weight, Silver Coated, High 
Strength or Ultra High Strength Copper Alloy, 
200°C, 600 Volts

NAVAIR AE-8D AS22759/89 2000-06 A 2004-10 REV

MIL-DTL-22759/90A Wire, Electrical, Polytetrafluoroethylene/Polyimide 
Insulated, Normal Weight, Nickel Coated, High 
Strength or Ultra High Strength Copper Alloy, 
260°C, 600 Volts

NAVAIR AE-8D AS22759/90 2000-06 A 2004-10 REV

MIL-DTL-22759/91A Wire, Electrical, Polytetrafluoroethylene/Polyimide 
Insulated, Light Weight, Silver Coated, Copper 
Conductor, 200°C, 600 Volts

NAVAIR AE-8D AS22759/91 2000-06 A 2004-10 REV

MIL-DTL-22759/92A Wire, Electrical, Polytetrafluoroethylene/Polyimide 
Insulated, Light Weight, Nickel Coated, Copper 
Conductor, 260°C, 600 Volts

NAVAIR AE-8D AS22759/92 2000-06 A 2004-10 REV
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MIL-DTL-23053/10D Insulation Sleeving, Electrical, Heat Shrinkable, 
Silicone Rubber, Flexible

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-
23053/10

1999-07 ;

MIL-DTL-23053/11C Insulation Sleeving, Electrical, Heat Shrinkable, 
Fluorinated Ethylene Propylene, Non-Crosslinked

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-
23053/11

1999-07

MIL-DTL-23053/12C Insulation Sleeving, Electrical, Heat Shrinkable, 
Polytetrafluoroethylene

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-
23053/12

1999-07

MIL-DTL-23053/13B Insulation Sleeving, Electrical, Heat Shrinkable, 
Fluoroelastomer, Flexible

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-
23053/13

1999-07

MIL-DTL-23053/14B Insulation Sleeving, Electrical, Heat Shrinkable, 
Ethylene-Tetrafluoroethylene Fluoropolymer, 
Semi-Rigid

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-
23053/14

1999-07

MIL-DTL-23053/15B Insulation Sleeving, Electrical, Heat Shrinkable 
Polyolefin, Heavy-Wall, Coated, Flexible, Outer 
Wall Crosslinked

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-
23053/15

1999-07

MIL-DTL-23053/16B Insulation Sleeving, Electrical, Heat Shrinkable, 
Crosslinked, Elastomeric Polyolefin, Flexible

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-
23053/16

1999-07

MIL-DTL-23053/17B Insulation Sleeving, Electrical, Heat Shrinkable, 
Flame Retarded, Modified Polyolefin, Flexible, 
Crosslinked

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-
23053/17

1999-07

MIL-DTL-23053/18B Insulation Sleeving, Electrical, Heat Shrinkable, 
Modified Fluoropolymer, Crosslinked

NAVAIR AMS-P AMS-DTL-
23053/18

1999-07

MIL-DTL-23053/1C Insulation Sleeving, Electrical, Heat Shrinkable, 
Crosslinked Chlorinated Polyolefin, Flexible

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-
23053/1

1999-07

MIL-DTL-23053/2 Insulation Sleeving, Electrical, Heat Shrinkable, 
Polyvinyl Chloride, Flexible, Crosslinked and Non-
Crosslinked

NAVAIR 2001-03 2001-03 AMS-P AMS-I-23053/2 2000-06

MIL-DTL-23053/3 Insulation Sleeving, Electrical, Heat Shrinkable, 
Polyvinyl Chloride, Semi Rigis, Crosslinked and 
Non-Crosslinked

NAVAIR 2001-03 2001-03 AMS-P AMS-I-23053/3 2000-06

MIL-DTL-23053/4D Insulation Sleeving, Electrical, Heat Shrinkable, 
Polyolefin, Dual-Wall, Outer Wall Crosslinked

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-
23053/4

1999-07

MIL-DTL-23053/5C Insulation Sleeving, Electrical, Heat Shrinkable, 
Polyolefin, Flexible, Crosslinked

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-
23053/5

1999-07

MIL-DTL-23053/6D Insulation Sleeving, Electrical, Heat Shrinkable, 
Polyolefin, Semi-Rigid, Crosslinked

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-
23053/6

1999-07



Mil-number Title PA Coordinate SAE 
Adopted 
by DOD

PA 
Cancel

PA 
Inactive

SAE Cmte SAE No Published Rev Rev Date SAE 
Canc/Noncur

SAE Work in 
Progress

Military Specification Conversion             As of April 1, 2006 

The information contained in this report should not be relied upon as being the most current.  For the most up-to-date information, please go to our SAE Website.  http://www.sae.org/jsp/jsps/advancesearch.jsp

MIL-DTL-23053/7C Insulation Sleeving, Electrical, Heat Shrinkable, 
Polyethylene Terephthalate, Non-Crosslinked

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-
23053/7

1999-07

MIL-DTL-23053/8C Insulation Sleeving, Electrical, Heat Shrinkable, 
Polyvinylidene Fluoride, Semi-Rigid, Crosslinked

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-
23053/8

1999-07

MIL-DTL-23053/9 NOT IN TIMS NAVAIR AMS-P AMS-DTL-
23053/9

MIL-DTL-23053E 
SUP 1

Insulation Sleeving, Electrical, Heat Shrinkable, 
General Specification for

NAVAIR 1999-09 1999-09 AMS-P AMS-DTL-23053 1999-07

MIL-DTL-25959D 
NOT 1 (1)

Tie Downs, Cargo, Aircraft AF-11 AGE-2A AS25959 2000-11 CANCEL

MIL-DTL-27536 Coupling, Clamp, Grooved, V-Band DISC 1999-03 G-3A AS5355 1998-09

MIL-DTL-27536/1 Coupling, Clamp, Grooved, V-Band, 1.750 to 
14.250 Flange OD (-65° to +800 °F)

DISC 1999-03 G-3A AS5355/1 1998-09

MIL-DTL-27536/2 Coupling, Clamp, Grooved, V-Band, 1.750 to 
6.250 Flange OD (-450 °F to +250 °F)

DISC 1999-03 G-3A AS5355/2 1998-09

MIL-DTL-27536/3 Coupling, Clamp, Grooved, V-Band, 1.750 to 
14.250 Flange OD (-320 °F to +1200 °F)

DISC 1999-03 G-3A AS5355/3 1998-09

MIL-DTL-5015 Connectors, Electrical, Circular Threaded, AN 
Type, General Specification for

NAVAIR AE-8C1 AS50151 2004-06

MIL-E-25109 NOT 1, 
NOT 2

Engines, Aircraft, Reciprocating, General 
Specifaction For

NAVAIR 1999-09 1999-09 E-35 AS25109 1999-08

MIL-E-81099 Electric Devices, Simple, General Specifiation for NAVAIR YES AE-7 AS81099 2004-06

MIL-E-8581A Engine; Rocket, Solid Propellant 5 Second 
Duration, 4500 Pounds Thrust

NAVAIR 2000-05 Aero 
Council

AS8581 2000-03

MIL-F-18280F SUP 1 Fittings, Flareless Tube, Fluid Connection NAVAIR 1999-06 1999-06 G-3 AS18280 1999-03 B 2005-08

MIL-F-21608E (1) Ferrule, Shield Terminating, Crimp Style NAVAIR 1999-09 1999-09 AE-8C2 AS21608 1999-06

MIL-F-3541C Fittings, Lubrication DLA-CC 2002-07 2002-07 G-3 AS35411 2001-05 A 2005-05

MIL-F-5372D Fuse, Current Limiter Type, Aircraft NAVAIR 1998-03 1998-03 AE-8B1 AS5372 1997-12
MIL-F-5373D Fuse Holder, Block Type, Aircraft NAVAIR 1999-08 1999-08 AE-8B1 AS53731 1999-04

MIL-F-7092 (2) NOT 
2 NOT 3

Fittings, Cargo Tiedown, Aircraft NAVAIR 1999-09 1999-09 AGE-2 AS7092 1999-07 NON-
CURRENT

MIL-F-7190B (1) Forging, Steel, for Aircraft/Aerospace Equipment 
and Special Ordnance Applications

NAVAIR 1999-09 1999-09 AMS-E AMS-F-7190 1999-01
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MIL-F-85421/1 Fitting End, Standard Dimensions for Dynamic 
Beam Seal, Male

AS 2002-05 2002-04 G-3 AS85421/1 2002-02

MIL-F-85421/10 Fitting, Adapter, Beam Seal, 3000/4000 psi, Male 
to Flareless

AS 2002-05 2002-04 G-3 AS85421/10 2002-01 A 2002-03 REVISE

MIL-F-85421/11 Fitting, Union, Beam Seal, 3000/4000 psi, Male 
Ends

AS 2002-05 2002-04 G-3 AS85421/11 2002-01 A 2002-03 REVISE

MIL-F-85421/12 Fittings, Elbow, 90°, Beam Seal, 3000/4000 psi, 
Male to Male

AS 2002-05 2002-04 G-3 AS85421/12 2001-05 A 2002-03 REVISE

MIL-F-85421/13 Fittings, Elbow, 90°, Beam Seal, 3000/4000 psi, 
Male Ends

AS 2002-05 2002-04 G-3 AS85421/13 2001-05 A 2002-03 REVISE

MIL-F-85421/14 Fittings, Elbow, 90°, Beam Seal, 3000/4000 psi, 
Male to Female

AS 2002-05 2002-04 G-3 AS85421/14 2001-05 A 2002-03 REVISE

MIL-F-85421/15 Fittings, Elbow, 45°, Beam Seal, 3000/4000 psi, 
Bulkhead, Male Ends

AS 2002-05 2002-04 G-3 AS85421/15 2001-05 A 2002-03 REVISE

MIL-F-85421/16 Fitting Tee, Beam Seal, 3000/4000 psi, Bulkhead 
on Run, Male Ends

AS 2002-05 2002-04 G-3 AS85421/16 2001-05 A 2002-03 REVISE

MIL-F-85421/17 Fitting Tee, Beam Seal, 3000/4000 psi, Bulkhead 
on Branch, Male Ends

AS 2002-05 2002-04 G-3 AS85421/17 2001-05 A 2002-03 REVISE

MIL-F-85421/2 Fitting End, Standard Dimensions for Bulkhead, 
Dynamic Beam Seal, Male

AS 2002-05 2002-04 G-3 AS85421/2 2002-02 A 2002-03

MIL-F-85421/3 Fitting End, Reducer, Beam Seal, 3000/4000 psi, 
3 Male Ends

AS 2002-05 2002-04 G-3 AS85421/3 2002-01 A 2002-03 REVISE

MIL-F-85421/4 Fitting, Tee, Reducer and Non-Reducer, Beam 
Seal, 3000/4000 psi, Male on Run, Swivel Nut on 
Branch

AS 2002-05 2002-04 G-3 AS85421/4 2002-01 A 2002-03 REVISE

MIL-F-85421/5 Fitting, Tee, Reducer and Non-Reducer, Beam 
Seal, 3000/4000 psi, Male on Run and Branch, 
Swivel Nut on Run

AS 2002-05 2002-04 G-3 AS85421/5 2002-01 A 2003-02 REVISE

MIL-F-85421B SUP 1 Fittings, Tube, Fluid Systems, Separable, Beam 
Seal, 3000/4000 psi, General Specification For

NAVAIR 1998-07 2002-05 G-3 AS85421 1998-07

MIL-F-85720 Fitting, Tube, Fluid Systems, Separable, High 
Pressure, Dynamic Beam Seal, General 
Specification For

NAVAIR 1998-07 2002-05 G-3 AS85720 1998-07

MIL-F-85720/1 Fittings, Tube, Fluid Systems, Separable, High 
Pressure, Dynamic Beam Seal, Design Standard 
For Male End

NAVAIR 1998-07 2002-05 G-3 AS85720/1 1998-07

MIL-F-85731 Fastener, Positive Locking, Electronic Equipment, 
General Specification for

NAVAIR AE-8C1 AS85731 2004-06

MIL-F-85731/1 (AS) Fastener, Electronic Equipment, Positive Self-
Locking

NAVAIR AE-8C1 AS85731/1 2004-06

MIL-F-85731/2 (AS) Fastener, Electronic Equipment, Positive Self-
Locking Force Limiting

NAVAIR AE-8C1 AS85731/2 2004-06



Mil-number Title PA Coordinate SAE 
Adopted 
by DOD

PA 
Cancel

PA 
Inactive

SAE Cmte SAE No Published Rev Rev Date SAE 
Canc/Noncur

SAE Work in 
Progress

Military Specification Conversion             As of April 1, 2006 

The information contained in this report should not be relied upon as being the most current.  For the most up-to-date information, please go to our SAE Website.  http://www.sae.org/jsp/jsps/advancesearch.jsp

MIL-F-8905B (1) Fittings and Cargo Rings, Tie-Down, Aircraft Floor NAVAIR 1999-09 1999-09 AGE-2 AS8905 1999-07 NON-
CURRENT

MIL-F-9490D Aerospace-Flight Control Systems, Design, 
Installation, and Test of Piloted Military Aircraft, 
General Specification for

NAVAIR A-6 AS94900 NEW

MIL-G-25667E (1) Glass, Monolithic, Aircraft Glazing ASC/ENS
I

1997-12 AMS-P AMS-G-25667 1999-07

MIL-G-25871B (1) 
NOT 1

Glass, Laminated, Aircraft Glazing ASC/ENS
I

1997-12 AMS-P AMS-G-25871 1999-07

MIL-G-4343C Grease, Pneumatic System NAVAIR 1999-09 1999-09 AMS-M AMS-G-4343 1999-07

MIL-G-45204 Gold Plating, Electrodeposited ARL,WM 1998-04 AMS-B AMS2422 1994-11 E 2002-07

MIL-G-6032D (1) Grease, Plug Valve, Gasoline and Oil Resistant, 
NATO Code Number G-363, Metric

NAVAIR 1999-09 1999-09 AMS-M AMS-G-6032 1999-06

MIL-G-81827A  NOT 
1

Grease, Aircraft, High Load Capacity, Wide 
Temperature Range

AS AMS-M AMS-G-81827 2001-05

MIL-G-81937A  NOT 
1

Grease, Instrument, Ultra-Clean, Metric AS   AMS-M AMS-G-81937 2001-05

MIL-G-952 Guns, Spray, Oil and Solvent NAVAIR 1998-07 1998-07 AMS-J AMS-G-952 1998-02 A 1998-03

MIL-H-38390 Hose Assembly, Polytetrafluoroethylene, Metallic 
Reinforced, 4000 psi, 160 °F, Covered Pneumatic

DSCC G-3D AS38390 1999-11

MIL-H-5440 Hydraulic Systems - Aircraft, Design & Installation 
requirements for

DSCC A-6 AS5440 1998-04

MIL-H-6088G (1) Heat Treatment of Aluminum Alloys NAVAIR 1997-09 1997-09 AMS-D AMS-H-6088 1997-07 B 1999-02 2000-07

MIL-H-6399B Hose, Rubber, Wire-Wound, Synthetic, Ice 
Eliminating System

DSCC G-3D AS6399 1999-03

MIL-H-6439 Hose, Rubber, Aircraft Paint Finisher Remover DSCC G-3 AS6439 1999-07

MIL-H-6875H (2) Heat Treatment of Steel Raw Materials NAVAIR 199-02 1999-02 AMS-B AMS-H-6875 1998-11 A 1998-10

MIL-H-7199A (2) 
NOT 1

Heat Treatment Of Wrought Copper-Beryllium 
Alloys, Process For (Copper Alloys: Numbers 
C17000, C17200, C17300, C17500, and C17510)

NAVAIR 1998-10 1998-10 AMS-D AMS-H-7199 1998-07

MIL-H-81200B Heat Treatment of Titanium and Titanium Alloys AS 2003-07 2003-07  AMS-G AMS-H-81200 2001-04

MIL-H-81829 (1) 
NOT 1

Heat Transfer Fluid, Fluorochemical NAVAIR 1998-09 1998-09 AMS-J AMS-H-81829 1998-07
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MIL-H-8775D (1) Hydraulic System Components, Aircraft and 
Missiles General Specification For

NAVAIR 1998-09 1998-09 A-6 AS8775 1998-07

MIL-H-8796C (1) Hose, Airduct, Flexible, Aircraft NAVAIR 1998-12 1998-12 G-3 AS8796 1998-02

MIL-I-18259 Installation Of Window Anti-Icing, De-Greasing, 
And Washing Systems (General Specification 
For)

NAVAIR 1997-09 1997-09 AGE-2 AS18259 1997-08

MIL-I-18802A (1) Installation Of Fuel And Oil Lines, Aircraft NAVAIR 1998-03 1998-03 AE-5 AS18802 1998-01

MIL-I-22598B Interpretation Kit, Photographic, Pocket-Size BS-
5(  )

NAVAIR Aero 
Council

AS22598 1999-07 Cancel

MIL-I-23011C Iron Nickel Alloys For Sealing To Glasses And 
Ceramics

NAVAIR 1998-10 1998-10 AMS-F AMS-I-23011 1998-09

MIL-I-23053/2C (1) 
NOT 1

Insulation Sleeving, Electrical, Heat Shrinkable, 
Polyvinyl Chloride, Flexible, Crosslinked and Non-
Crosslinked

AS 2001-03 2001-03 AMS-CE AMS-I-23053/2 2000-06

MIL-I-23479B (1) 
NOT 2

Indicator, Pressure, 1 1/2-Inch, Integrally Lighted NAVAIR 1999-08 1999-08 A-4 AS23479 1999-05

MIL-I-25135 Inspection Materials, Penetrant AF-11 1998-03 AMS-K AMS 2644 1996-08 C 2002-5

MIL-I-26860B (2) Indicator, Humidity, Plug, Color Change AF-11 2003-11 2003-11 1997-11 E-25 AS26860 1998-02 REV

MIL-I-50141F (4) 
NOT 1 SUP 1

Inner Tube, Pneumatic Tire, Aircraft OO-
ALC/TIE
DEE

2002-01 A-5 AS50141 1998-10 REV

MIL-I-7068A Ingot, Zinc Alloy (For Sheet Metal Forming Dies) NAVAIR 1999-08 1999-08 AMS-D AMS-I-7068 1999-04

MIL-I-7171D Insulation Blanket, Thermal-Acoustical NAVAIR 1999-09 1999-09 AMS-CE AMS-I-7171 1999-07

MIL-I-7444 (2) Insulation Sleeving, Electrical, Flexible ASC/ENS
I

1997-12 AMS-CE AMS-I-7444 1998-04

MIL-I-81550 Insulating Compound, Electrical, Embedding, 
Reversion Resistant Silicone

NAVAIR AE-8C1 AS81550 2004-06

MIL-I-81765 Not 1 Insulated Components, Molded, Electrical, Heat 
Shrinkable, General Specification For

NAVAIR 12/2/2003 AE-8 AS81765 2002-02

MIL-I-81765/1A Insulated Components, Molded, Electrical, Heat 
Shrinkable Polyolefin, Crosslinked, Semi-Rigid 
and Flexible

NAVAIR 12/2/2003 AE-8 AS81765/1 2002-02

MIL-I-81765/2A  Not 
1

Insulated Components, Molded, Electrical, Heat 
Shrinkable Polychloroprene, Flexible Crosslinked

NAVAIR 12/2/2003 AE-8 AS81765/2 2002-02
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MIL-I-81765/3A  Not 
1

Insulated Components, Molded, Electrical, Heat 
Shrinkable Silicone Rubber, Flexible Crosslinked

NAVAIR 12/2/2003 AE-8 AS81765/3 2002-02

MIL-I-81765/4A  Insulated Components, Molded, Electrical, Heat 
Shrinkable Fluoroelastomer, Flexible Crosslinked

NAVAIR 12/2/2003 AE-8 AS81765/4 2002-02

MIL-I-81765/5 NOT IN TIMS   AMS P OWNS AS81765 IN TIMS 
(AE-8 - SLASH SHEETS)

NAVAIR 12/2/2003 AE-8

MIL-I-81765/6 Insulated Components, Molded, Electrical, Heat 
Shrinkable Fluoropolymer, Semi-Rigid, 
Crosslinked

NAVAIR 12/2/2003 AE-8 AS81765/6 2002-02

MIL-I-81765/7 Insulated Components, Molded, Electrical, Heat 
Shrinkable Fluoropolymer Composite, Semi-Rigid, 
Crosslinked

NAVAIR 12/2/2003 AE-8 AS81765/7 2002-02

MIL-I-83387A Inspection Process, Magnetic Rubber ASC 1999-06 1999-06 AMS-K AMS-I-83387 1999-06

MIL-I-85080 Insulation Sleeving, Electrical, Shrinkable Without 
Heat, General Specification for

NAVAIR YES AE-8C2 AS85080 2004/04

MIL-I-85080/1 Insulation Sleeving, Electrical, Shrinkable Without 
Heat, Polyvinyl Chloride, Flexible Non-Crosslinked

NAVAIR YES AE-8C2 AS85080/1 2004/04

MIL-I-85080/2 Insulation Sleeving, Electrical, Nonheat Shrink, 
Silicone Rubber, Flexible

NAVAIR YES AE-8C2 AS85080/2 2004/04

MIL-I-85080/3 Insulation Sleeving, Electrical, Shrinkable Without 
Heat, Polyurethane Flexible

NAVAIR YES AE-8C2 AS85080/3 2004/04

MIL-I-85080/4 Insulation Sleeving, Electrical, Shrinkable Without 
Het, Chlorosulfonated Polyethylene Flexible

NAVAIR YES AE-8C2 AS85080/4 2004/04

MIL-I-85080/5 Insulation Sleeving, Electrical, Shrinkable Without 
Heat, Polychloroprene

NAVAIR YES AE-8C2 AS85080/5 2004/04

MIL-I-85352 (3) Inflator Assembly and Gage Elements, Pneumatic 
Pressure, Remote Control, Direct Reading 

AS A-5 AS85352 2002-02 CANCEL

MIL-I-85352/1A Inflator Assembly Kit AS A-5 AS85352/1 2002-02
MIL-I-85352/2  Not 1 Inflator Assembly Remote Controller Assembly AS A-5 AS85352/2 2002-02

MIL-I-85352/3 Not 1 Inflator Assembly and Gage Elements AS A-5 AS85352/3 2002-02

MIL-I-85352/4 Not 1 Inflator Assembly Dual Chuck Stem Gage Kit AS A-5 AS85352/4 2002-02

MIL-I-8700A (1) Installation and Test of Electronic Equipment In 
Aircraft, General Specification for

NAVAIR AE-8A AS8700 1999-07
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MIL-K-8662E (1) Knife, Hunting, Sheathed, Survival, Pilot's NAVAIR 1999-08 1999-08 S-9 AS8662 1999-07

MIL-L-18276C (1) Lighting, Aircraft Interior, Installation of NAVAIR 1999-08 1999-08 A-20 AS18276 1999-07

MIL-L-18331B Lead Alloy Pig NAVAIR 1999-09 1999-09 AMS-D AMS-L-18331 1999-06

MIL-L-2104F Lubricating Oil, Internal Combustion Engine, 
Combat/Tactical Service

ARMY-
AT

F&LTC-2 J2359 1998-11

MIL-L-2105E Lubricating Oil, Gear, Multi-purpose ARMY-
AT

F&LTC-3 J2360 1998-11

MIL-L-22851 Lubricating Oil, Aircraft Piston Engine (Ashless 
Dispersant)

NAVAIR 1995-10 1995-10 F&LTC-8 J1899 1991-06

MIL-L-5057F (2) Lights, Instrument, Individual, General 
Specification For

NAVAIR 1999-09 1999-09 A-20A/C AS50571 1999-04

MIL-L-6082E Lubricating Oil, Aircraft Piston Engine (Non-
dispersant Mineral Oil)

NAVAIR 1995-11 1995-11 F&LTC-8 J1966 1989-12 1995-10

MIL-L-7768/1 Light, Desk, Aircraft NAVAIR A-20A AS7768/1 1998-08
MIL-L-7768B (1) Light, Desk, Aircraft NAVAIR A-20A AS7768 1998-08
MIL-L-85896 Ladder, Aircraft Maintenance, Aluminum, Three-

Way Combination (Step, Straight, and 
Extension), General Specification For

AS AE-8 AS85896 2002-05 CANCEL

MIL-L-87132B NOT 
1

Lubricant, Cetyl Alcohol, 1-Hexadecanol, 
Application to Fasteners

DLA-IS 1995-09 E-25 AS87132 NEW

MIL-M-18012B (3) Markings For Aircrew Station Displays Design 
And Configuration Of

NAVAIR 1998-09 1998-09 G-10 AS18012 1998-08

MIL-M-3171C Magnesium Alloy, Processes for Pretreatment 
and Prevention of Corrosion On

ARL,WM 1998-05 1998-05 AMS-B AMS-M-3171 1998-04

MIL-M-45202C NOT 
1

Magnesium Alloys, Anodic Treatment of DLA-IS AMS-B AMS-M-45202 2000-07

MIL-M-6002 Marking; Standard Hose, Aircraft DSCC G-3 ARP6002 1999-07
MIL-M-6857D Magnesium Alloy Castings, Heat Treatment Of AMSRL-

WM-M
1996-06 AMS-D AMS-M-6857 1998-02

MIL-M-7866C (1) Molybdenum Disulfide, Technical, Lubrication 
Grade

NAVAIR 1998-09 1998-09 AMS-B AMS-M-7866 1998-07

MIL-M-7997C Motors, Aircraft Hydraulic, Constant Displacement 
General Specification For

AS A-6 AS7997 1999-04

MIL-M-8090F Mobility, Towed Aerospace Ground Equipment, 
General Requirements For

NAVAIR 1997-09 1997-09 AGE-2 AS8090 1997-08

MIL-M-81531 Marking Of Electrical Insulating Materials NAVAIR 1998-09 1998-09 AE-8A AS81531 1998-07 REV
MIL-M-81807A (2) Marking of Aircraft Ground Support Equipment 

and Other Flight Line Vehilces with Retro-
Reflective Materials; Process for

AS Aero 
Council

AS81807 2002-02 Cancel
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MIL-N-27444C 
(USAF) NOT 1

Net, Cargo Tiedown, Pallets, HCU-7/E, HCU-15C, 
HCU-11/C, and HCU-16/C

AF-84 2003-08 AGE-2A AS27444 2000-11

MIL-P-12471A(5) 
NOT 1

Marking, Functions and Hazard Designations of 
Hose, Pipe, and Tube Lines for Aircraft Missile, 
and Space Systems

US Army 
Elec Lab

1975-03 G-3 AS12471 NEW

MIL-P-19692E SUP 
1

Pumps, Hydraulic, Variable Flow, General 
Specification For

NAVAIR 1999-07 1999-07 A-6 AS19692 1998-04 A 1999-07

MIL-P-21600A Paint System, Fluorescent, Removable, For 
Aircraft Application

NAVAIR 1998-09 1998-09 AMS-G8 AMS-P-21600 1998-07

MIL-P-21922 (1) Plastic Rods and Tubes, Polyethylene ARL,WM AMS-P AMS-P-21922 1999-06

MIL-P-22968B Paper, Recording, Heat Sensitive NAVAIR 1999-08 1999-08 AMS-P AMS-P-22968 1999-06

MIL-P-23469 Pin-Rivet, Grooved and Collar, Grooved Pin-
Rivet, Swage-Locked (Lockpin), General 
Specification For

DISC Ship Sys J23469

MIL-P-23469/1 Collar, Grooved Pin-Rivet, Swage-Locked 
(Lockpin); Regular Height, Flanged and Low 
Profile, Aluminum Alloy, Corrosion-Resistant and 
Carbon Steel

DISC Ship Sys J23469/1

MIL-P-23469/2 Pin-Rivet, Grooved, Brazier Head; Straight 
Sh k Si l ki G Al i All

DISC Ship Sys J23469/2

MIL-P-23469/4 Pin-Rivet, Grooved, Round Head; Straight Shank, 
M lti l l ki G Al i All

DISC Ship Sys J23469/4

MIL-P-23469/5 Pin-Rivet, Grooved, Truss Head; Straight Shank, 
Si L ki G d M lti l L ki

DISC Ship Sys J23469/5

MIL-P-23469/7 Pin-Rivet, Grooved, Oval 60° Countersunk Head; 
St i ht Sh k M lti l L ki G

DISC Ship Sys J23469/7

MIL-P-25732 Packing, Preformed, Petroleum Hydraulic Fluid 
R i t t

ASC/ENS
I

AMS-CE AMS-P-25732 1998-05

MIL-P-29609 (1) Polyimide Retainer Material, Porous Non-Metallic AS AMS-P AMS-P-29609 2001-04

MIL-P-38336A Primer Coating, Inorganic, Zinc Dust Pigmented, 
S lf C i F St l S f

DSCC 1997-12 AMS-P AMS-P-38336 1998-03

MIL-P-46112B NOT 
1

Plastic Sheet and Strip, Polyimide DLA-G8 1999-12 1999-12 AMS-P AMS-P-46112 2000-09

MIL-P-46144C Plastic Sheet, Polycarbonate DLA-G8 2000-06 AMS-P AMS-P-46144 2000-09

MIL-P-5315 Packing, Preformed, Hydrocarbon Fuel Resistant ASC/ENS
I

1997-12 AMS-CE AMS-P-5315 1998-03 A 2001-07

MIL-P-5510 Packing, Preformed, Straight Thread Tube Fitting 
Boss, Type 1 Hydraulic (-65° to 160°)

ASC/ENS
I

1997-12 AMS-CE AMS-P-5510 1998-03

MIL-P-5515D (1) Pump, Hydraulic, Ram, Hand Driven DLA-CC 1996-04 A-6C5 AS55151 2001-10 CANCEL
MIL-P-5516 Packing, Preformed, Petroleum Hydraulic Fluid 

Resistant, 160 °F
ASC/ENS
I

AMS-CE AMS-P-5516 1998-05

MIL-P-5994D NOT 1 Pump Units, Hydraulic, Electric Motor Driven, 
Variable Delivery

AF-71 1996-04 A-6 AS5994 2000-11
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MIL-P-7105B Pipe Threads, Taper, Aeronautical National Form, 
Symbol ANPT - Design and Inspection Standard

DSCC 1999-07 G-3B AS71051 1999-06 REVISE

MIL-P-7788F (1) Panels, Information, Integrally Illuminated NAVAIR 1999-09 1999-09 A-20A AS7788 1999-07

MIL-P-81728A (1) Plating, Tin Lead (Electrodeposited NAVAIR 1998-06 1998-06 AMS-B AMS-P-81728 1998-06

MIL-P-81985 (1) Peening of Metals AS  AMS-B AMS-P-81985 2001-04
MIL-P-83310 Plastic Sheet, Polycarbonate, Transparent ASC/ENS

I
1997-12 AMS-P AMS-P-83310 1998-03

MIL-P-83461/1 Packing, Preformed, Petroleum Hydraulic Fluid 
Resistant, Improved Performance at 275 °F, (135 
°C) Sizes and Tolerances

ASC/ENS
I

2003-10 2003-10 AMS-CE AMS-P-83461/1 1999-06 A 2002-02

MIL-P-83461/2 NOT 
1

Packing, Preformed, Petroleum Hydraulic Fluid 
Resistant, Improved Performance at 275 °F, (135 
°C) For Use In Boss Fittings, Sizes and 
Tolerances

AF-11 2003-10 2003-10 AMS-CE AMS-P-83461/2 2001-03

MIL-P-83461B Packing, Preformed, Petroleum Hydraulic Fluid 
Resistant, Improved Performance At 275 °F, (135 
°C)

ASC/ENS
I

2003-10 2003-10 1997-12 AMS-CE AMS-P-83461 1999-06 A 2002-02

MIL-PRF-27260C Tie Down, Cargo, Aircraft, CGU-1/B AF-11 AGE-2A AS27260 2000-11 CANCEL
MIL-QQ-W-428/1 Wire, Steel, High Carbon, Round, Type I ARMY-

MR
AMS-E AMS-QQ-W-

428/1
2001-05

MIL-QQ-W-428/2 Wire, Steel, High Carbon, Round, Type III ARMY-
MR

AMS-E AMS-QQ-W-
428/2

2001-05

MIL-QQ-W-428B (1) Wire, Steel, Carbon (High Carbon, Round, For 
Mechanical Springs, General Purpose)

ARL,WM AMS-E AMS-QQ-W-428 1998-12 N/C

MIL-R-17852C (1) Reducers, Oxygen Pressure NAVAIR 1999-07 1999-07 A-10 AS17852 1999-07

MIL-R-25988B Rubber, Fluorosilicone Elastomer, Oil-and-Fuel-
Resistant, Sheets, Strips, Molded Parts, and 
Extruded Shapes

AF-11 2000-06 1997-12 AMS-CE AMS-R-25988 1998-03

MIL-R-3065E NOT 1 Rubber, Fabricated Products DLA-IS 2000-01 AMS-CE AMS-R-3065 2000-09

MIL-R-5001B Rubber Cellular Sheet, Molded and Hand-Built 
Shapes; Latex Foam

NAVAIR 1998-12 1998-12 AMS-CE AMS-R-5001 1998-06

MIL-R-6130C Rubber, Cellular, Chemically Blown NAVAIR Withdrawn 1998-12 AMS CE AMS-R-6130 1998-07 2001-09

MIL-R-6855E NOT 1 Elastomer, Synthetic, Sheets, Strips, Molded or 
Extruded Shapes, General Specification For

NAVAIR 1998-12 AMS-CE AMS-R-6855 1998-02 A 1999-04

MIL-R-7362 Rubber, Synthetic, Solid, Sheet, Strip And 
Fabricated Parts, Synthetic Oil Resistant

ASC/ENS
I

1997-12 AMS-CE AMS-R-7362 1998-06
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MIL-R-81828 (1) 
NOT (1)

Rubber, Chlorosulfonated Polyethylene 
Elastomer, Sheet and Molded Shapes, Ozone 
Resistant

AS AMS-CE AMS-R-81828 2001-05

MIL-R-81835 Remover, Organic Coating, Hot Tank Type NAVAIR 1999-08 1999-08 AMS-J AMS-R-81835 1999-07

MIL-R-81841 Rotary Flap Peening of Metal Parts AS   AMS-B AMS-R-81841 2001-04
MIL-R-81903A (2) 
NOT 1

Remover, Acid Activated, For Amine-Cured 
Epoxy Coating Systems

AS   AMS-J AMS-R-81903 2001-05

MIL-R-83248 Rubber Fluorocarbon Elastomer, High Temp, 
Fluid, And  Compression Set Resistant

ASC/ENS
I

1997-12 AMS-CE AMS-R-83248 1999-04

MIL-R-83283A Rubber Silicone, High Strength, Cabin Pressure 
Seal Material, Diaphragm Type

ASC/ENS
I

AMS-CE AMS-R-83283 1998-05

MIL-R-83285 Rubber, Ethylene-Propylene, General Purpose ASC/ENS
I

1997-12 AMS-CE AMS-R-83285 1998-03

MIL-R-83412/1 Rubber, Ethylene-Propylene, Hydrazine 
Resistant, O-rings, Sizes and Tolerances

ASC/ENS
I

AMS-CE AMS-R-83412/1 1999-07

MIL-R-83412A NOT 
3

Rubber, Ethylene-Propylene, Hydrazine Resistant ASC/ENS
I

AMS-CE AMS-R-83412 1999-07

MIL-R-83485 Rubber, Fluorocarbon Elastomer, Improved 
Performance At Low Temperatures

ASC/ENS
I

AMS-CE AMS-R-83485 1998-05

MIL-R-83485/1  NOT 
3

Rubber, Fluorocarbon Elastomer, Improved 
Performance At Low Temperatures, O-Rings, 
Sizes, and Tolerances

AF-11 YES AMS-CE AMS-R-
834585/1

2001-03

MIL-R-85188A Riveter, Power, Pneumatic-Hydraulic Blind Rivet 
Installation

AS EG-1 AS85188 2002-03

MIL-R-8791/1 Retainer, Packing, Hydraulic and Pneumatic, 
Polytetrafluoroethylene, Single Turn

DLA-IS 1998-03 1998-03 A-6C AS8791/1 1997-10 A 1998-09

MIL-R-8791D Retainer, Packing, Hydraulic, and Pneumatic, 
Tetrafluoroethylene Resin

DLA-IS 1998-03 1998-03 A-6C AS8791 1997-10 A 2003-06

MIL-S-11310E NOT 
2

Steel Bars, Carbon, Hot Rolled, For Cold 
Shaping, Including Cold Extrusion

DLA-IS 1997-06 AMS-E AMS-S-11310 1998-11 A 2003-02

MIL-S-13165C (1) Shot Peening of Metal Parts AMSRL-
WM-M

1998-02 1998-02 AMS-B AMS-S-13165 1997-12

MIL-S-13572C (1) Springs, Helical, Compression and Extension DLA-15 2002-03 2002-03 E-25 AS13572 2001-10

MIL-S-18728D Steel Plate, Sheet and Strip, Alloy 8630, Aircraft 
Quality

NAVAIR 1997-05 AMS-E AMS-S-18728 1998-12 A 2002-09

MIL-S-18729C (1) Steel Plate, Sheet, and Strip, Alloy 4130 Aircraft 
Quality

NAVAIR 1997-05 AMS-E AMS-S-18729 1998-12 2002-01

MIL-S-18732D NOT 
1

Steel Bars, Wire, Forging Stock, Forgings, Tubing 
(431), Special Quality

NAVAIR 1991-03 AMS-F AMS-S-18732 1998-10 A 1998-12 2000-07

MIL-S-20708/131D Synchro, Control Transmitter, Type 15CX4F NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/131 1999-07
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MIL-S-20708/14G Synchro, Control Transmitter, Type 15CX4D NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/14 1999-07

MIL-S-20708/15G Synchro, Control Transformer, Type 15CT4C NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/15 1999-07

MIL-S-20708/16F Synchro, Control Differential Transmitter, Type 
15CDX4D

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/16 1999-07

MIL-S-20708/17F Synchro, Torque Differential Transmitter, Type 
15TDX4C

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/17 1999-07

MIL-S-20708/19G Synchro, Torque Receiver Transmitter, Type 
15TRX4A

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/19 1999-07

MIL-S-20708/1F Synchro, Control Transformer, Type 11CT4E NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/1 1999-07

MIL-S-20708/20E Synchro, Control Transmitter, Type 15CX6C NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/20 1999-07

MIL-S-20708/21F Synchro, Control Transformer, Type 15CT6D NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/21 1999-07

MIL-S-20708/22E Synchro, Control Differential Transmitter, Type 
15CDX6C

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/22 1999-07

MIL-S-20708/23E Synchro, Torque Receiver Transmitter, Type 
15TRX6A

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/23 1999-07

MIL-S-20708/28F Synchro, Control Transmitter, Type 18CX4D NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/28 1999-07

MIL-S-20708/29F Synchro, Control Transformer, Type 18CT4C NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/29 1999-07

MIL-S-20708/2E Synchro, Control Transmitter, Type 11CX4E NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/2 1999-07

MIL-S-20708/30F Synchro, Control Differential Transmitter, Type 
18CDX4C

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/30 1999-07

MIL-S-20708/31F Synchro, Torque Differential Transmitter, Type 
18TDX4C

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/31 1999-07

MIL-S-20708/32G Synchro, Torque Receiver Transmitter, Type 
18TRX4A

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/32 1999-07

MIL-S-20708/33E Synchro, Control Transmitter, Type 18CX6C NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/33 1999-07

MIL-S-20708/34E Synchro, Control Transformer, Type 18CT6D NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/34 1999-07

MIL-S-20708/35E Synchro, Torque Receiver Transmitter, Type 
18TRX6B

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/35 1999-07

MIL-S-20708/36E Synchro, Control Differential Transmitter, Type 
18CDX6D

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/36 1999-07

MIL-S-20708/3E Synchro, Torque Receiver, Type 11TR4C NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/3 1999-07
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MIL-S-20708/45F Synchro, Control Transmitter, Type 23CX4D NAVAIR 1999-07 1999-09 Aero 
Council

AS20708/45 1999-07

MIL-S-20708/46E Synchro, Control Transformer, Type 23CT4C NAVAIR 1999-07 1999-09 Aero 
Council

AS20708/46 1999-07

MIL-S-20708/47E Synchro, Control Differential Transmitter, Type 
23CDX4C

NAVAIR 1999-07 1999-09 Aero 
Council

AS20708/47 1999-07

MIL-S-20708/48E Synchro, Torque Differential Transmitter, Type 
23TDX4C

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/48 1999-07

MIL-S-20708/49C Synchro, Differential Receiver, Type 23TDR4B NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/49 1999-07

MIL-S-20708/4E Synchro, Torque Transmitter, Type 11TX4C NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/4 1999-07

MIL-S-20708/500A 
NOT 1

Synchro, Torque Receiver, Type 26V-10TR4 NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/500 1999-07

MIL-S-20708/50F Synchro, Torque Receiver Transmitter, Type 
23TRX4A

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/50 1999-07

MIL-S-20708/52E Synchro, Control Transmitter, Type 23CX6D NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/52 1999-07

MIL-S-20708/53E Synchro, Control Transformer, Type 23CT6D NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/53 1999-07

MIL-S-20708/54E Synchro, Control Differential Transmitter, Type 
23CDX6C

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/54 1999-07

MIL-S-20708/55E Synchro, Torque Differential Transmitter, Type 
23TDX6C

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/55 1999-07

MIL-S-20708/56E Synchro, Torque Receiver Transmitter, Type 
23TRX6B

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/56 1999-07

MIL-S-20708/5E Synchro, Torque Receiver, Type 26V-11TR4C NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/5 1999-07

MIL-S-20708/62F Synchro, Torque Receiver Transmitter, Type 
31TRX4A

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/62 1999-07

MIL-S-20708/66E Synchro, Torque Receiver Transmitter, Type 
31TRX6A

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/66 1999-07

MIL-S-20708/67C Synchro, Torque Differential Transmitter, Type 
31TDR6B

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/67 1999-07

MIL-S-20708/6F Synchro, Torque Transmitter, Type 26V-11TX4C NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/6 1999-07

MIL-S-20708/70D Synchro, Torque Receiver Transmitter, Type 
37TRX4A

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/70 1999-07

MIL-S-20708/74E Synchro, Torque Receiver Transmitter, Type 
37TRX6A

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/74 1999-07

MIL-S-20708/76C Synchro, Torque Differential Transmitter, Type 
37TDX6A

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/76 1999-07
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MIL-S-20708/78F Synchro, Control Transmitter, Type 26V-08CX4C NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/78 1999-07

MIL-S-20708/79F Synchro, Control Transformer, Type 26V-08CT4C NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/79 1999-07

MIL-S-20708/7E Synchro, Control Transformer, Type 26V-11CT4D NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/7 1999-07

MIL-S-20708/80F Synchro, Control Diffrential Transmitter, Type 26V-
08CDX4C

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/80 1999-07

MIL-S-20708/81E Synchro, Control Differential Transmitter, Type 
11CDX4B

NAVAIR 1999-07 1999-09 Aero 
Council

AS20708/81 1999-07

MIL-S-20708/8E Synchro, Control Transmitter, Type 26V-11CX4C NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/8 1999-07

MIL-S-20708/9E Synchro, Control Differential Transmitter, Type 
26V-11CDX4C

NAVAIR 1999-09 1999-09 Aero 
Council

AS20708/9 1999-07

MIL-S-20708E (2) 
SUP 1B

Synchros, General Specification for NAVAIR 1999-09 1999-09 Aero 
Council

AS20708 1999-08

MIL-S-22141B (1) Steel, Investment Castings Alloy and Carbon NAVSEA 1991-11 AMS-E AMS-S-22141 1998-11 2003-01

MIL-S-22805B (1) Spray Kit, Self Pressurized NAVAIR 1999-08 1999-08 AGE-2 AS22805 1999-07

MIL-S-23190/1A Strap, Clamps, and Mounting Hardware, Plastic 
for Cable Harness Tying and Support Clamp, 
Loop, Nylon, Adjustable, Wire Support, Type III, 
Class 1

NAVAIR 1999-09 1999-09 E-25 AS23190/1 1999-05

MIL-S-23190/2 Straps, Clamps, Plastic And Metal, Mounting 
Hardware, Plastic For Cable Harness Tying And 
Support Clamp, Loop, Metal, Cushioned, 
Adjustable, Wire Support, Type V, Class 1

NAVAIR 1998-08 1998-08 E-25 AS23190/2 1998-08

MIL-S-23190/3 Straps, Clamps, and Mounting Hardware, Plastic 
and Metal for Cable Harness Tying and Support 
Strap, Tie Down, Adjustable, Corrosion Resistant 
Steel Type VI, Class 1

NAVAIR 1999-09 1999-09 E-25 AS23190/3 1999-05

MIL-S-23190E (1) Straps, Clamps, And Mounting Hardware, Plastic 
And Metal For Cableharness Tying And Support

NAVAIR 1998-08 1998-08 E-25 AS23190 1998-08 REV

MIL-S-25043C NOT 
1

Steel Plate, Sheet, and Strip, 17-7 PH, Corrosion 
Resistant Preciptitation Hardening

NAVAIR 1989-03 1997-05 AMS F (AMS5528/5529) 1994-
01/1995-12

F
F

2000
2002

MIL-S-4383C NOT 1 Sealing Compound, Topcoat, Fuel Tank, Buna-N 
Type

NAVAIR 1999-09 1999-09 AMS-G-9 AMS-S-4383 1999-07

MIL-S-5000E Steel, Chrome-Nickel-Molybdenum (4340) Bars 
and Forging Stock

NAVAIR 2000-08 2000-08 AMS-E AMS-S-5000 1999-03



Mil-number Title PA Coordinate SAE 
Adopted 
by DOD

PA 
Cancel

PA 
Inactive

SAE Cmte SAE No Published Rev Rev Date SAE 
Canc/Noncur

SAE Work in 
Progress

Military Specification Conversion             As of April 1, 2006 

The information contained in this report should not be relied upon as being the most current.  For the most up-to-date information, please go to our SAE Website.  http://www.sae.org/jsp/jsps/advancesearch.jsp

MIL-S-5594 (AS) Switches, Toggle, Electrically Held, Sealed, 
General Specification for

NAVAIR YES AE-8B2 AS55941 2004-04

MIL-S-5594/1 Switch, Toggle, Magnetic Hold-In SPDT NAVAIR YES AE-8B2 AS55941/1 2004-04
MIL-S-5594/2 Switch, Toggle, Magnetic Hold-In, DPDT NAVAIR YES AE-8B2 AS55941/2 2004-04
MIL-S-5594/3 Switch, Toggle, Magnetic Hold-In, DP3T NAVAIR YES AE-8B2 AS55941/3 2004-04
MIL-S-5594/6 Switch, Toggle, Magnetic Hold-In, DP3T Lever 

Lock 
NAVAIR YES AE-8B2 AS55941/6 2004-04

MIL-S-5626C (1) Steel: Chrome-Molybdenum (4140) Bars, Rods, 
and Forging Stock (For Aircraft Applications)

NAVAIR 1994-10 1997-09 AMS-E AMS-S-5626 1998-12 2002-01

MIL-S-5676A (1) Splicing; Cable Terminal, Process for, Aircraft NAVAIR 1999-10 1999-10 Aero 
Council

AS56761 1999-07

MIL-S-5944C Slings, Aircraft, General Specification For NAVAIR 1999-07 1999-07 EG-1 AS5944 1999-04

MIL-S-6050A (2) Steel, Chrome-Nickel-Molybdenum (8630) Bars 
and Reforging Stock (Aircraft Quality)

AF-11 AMS-E AMS-S-6050 1998-11 A 2003-02

MIL-S-6090A Steel Carburizing And Nitriding, Processes For AF-11 1998-08 AMS-B AMS-S-6090 1998-04 A 2002-11

MIL-S-6098A NOT 1 Steel, Chrome-Nickel-Molybdenum (8735) Bars 
and Reforging Stock (Aircraft Quality)

AF-11 1999-03 1999-03 AMS-E AMS-S-6098 1999-01 2003-01

MIL-S-6144A Sound and Thermal Insulation for Aircraft General 
Specification for The Installation of

NAVAIR 1997-10 1997-10 AC-9 AS6144 1997-09

MIL-S-6451E Shield, Protective, Aircraft and Missiles NAVAIR 1999-07 1999-07 AE-4 AS6451 1999-04

MIL-S-6625A Spray Equipment, Aircraft Windshield, Anti-Icing NAVAIR 1997-09 2002-06 G-12 AS6625 1997-08 A

MIL-S-6709A (2) Steel, Chrome-Molybdenum-Aluminum; Bars, 
Rods, Billets and Forging Stock (For Nitriding) 
(Aircraft Quality)

AF-11 1994-12 AMS-E AMS-S-6709 1998-12 2002-09

MIL-S-6758B Steel, Chrome-Molybdenum (4130) Bars and 
Reforging Stock (Aircraft Quality)

NAVAIR 1998-10 1998-10 AMS-E AMS-S-6758 1998-07 N/C

MIL-S-6852B Splice, Conductor, Electric, Disconnect NAVAIR 1997-08 1997-08 AE-8C2 AS6852 1997-08

MIL-S-7108A Steel, Alloy (Manganese-Silicon-Nickel), Bars and 
Forging Stock (Aircraft Quality)

AF-11 1997-05 AMS-E AMS-S-7108 1998-12

MIL-S-7124B NOT 1 Sealing Compound, Polysulfide, Accelerator 
Required, for Aircraft Structures

NAVAIR 1999-09 1999-09 AMS-G-9 AMS-S-7124 1999-07 2001-08

MIL-S-7420B NOT 2 Steel Bars, Alloy, Chrome, High Carbon E52100 
(Aircraft Quality)

AF-11 1995-01 AMS-E AMS-S-7420 1998-12 2003-02

MIL-S-7720A (2) Steel, Corrosion, Resistant (18-8) Bars, Wire And 
Forging Stock (Aircraft Quality)

NAVAIR 1997-12 1997-12 AMS-F AMS-S-7720 1997-09

MIL-S-7916D Sealing Compound, Thread and Gasket, Fuel, Oil, 
and Water Resistant

NAVAIR 1997-11 1997-11 AMS-G9 AMS-S-7916 1997-09 2001-05
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MIL-S-7947A NOT 2 Steel, Sheet and Strip (1095) (Aircraft Quality) AF-11 1994-12 AMS-E AMS-S-7947 1998-12 2002-09

MIL-S-7952A (1) Steel, Sheet and Strip, Uncoated, Carbon (1020 
and 1025) (Aircraft Quality)

AF-11 1994-12 AMS-E AMS-S-7952 1998-12 2--2-09

MIL-S-81824 (3) Splice, Electric, Permanent, Crimp Style, Copper, 
Insulated, Environment Resistant

NAVAIR 1998-08 1998-08 AE-8C2 AS81824 1998-08

MIL-S-81824/1 Splice, Electric, Permanent, Crimp Style Copper, 
Insulated, Environment Resistant, Class I

NAVAIR 1998-09 1998-09 AE-8C2 AS81824/1 1998-07

MIL-S-81824/3 Splice, Coaxial Cable, Electric, Permanent, Crimp 
Style Copper, Insulated, Environment Resistant, 
Class I

NAVAIR AE-8C2 AS81824/3 1998-04

MIL-S-81824/4 Splices, Electric, Permanent, Crimp Style, 
Copper, Insulated, Environment Resistant, Splice, 
Shield, Solder Type, Insulated, Class 1

NAVAIR AE-8C2 AS81824/4 2004-04

MIL-S-81824/5 Splices, Electric, Permanent, Crimp Style, 
Copper, Insulated, Environment Resistant, Kit, 
Shielded Cable, Class I

NAVAIR AE-8C2 AS81824/5 2004-04

MIL-S-83318A Sealing Compound, Polysulfide Type, Low 
Temperature Curing, Quick Repair, Integral Fuel 
Tanks and Fuel Cell Cavities

ASC/ENS
I

2001-07 1997-12 AMS-G9 AMS-S-83318 1999-05 A 2003-01

MIL-S-83474 Shims, Molded, Filled Resin Compound and 
Sheet Prepeg

ASC/ENS
I

AMS-P AMS-S-83474 1998-07

MIL-S-83519/1C 
NOT 1

Shield Termination, Solder Style, Insulated, Heat-
Shrinkable, Environment Resistant For Cables 
Having Tin Or Silver Plated Shields (Class I)

NAVAIR 1998-08 1998-08 AE-8C2 AS83519/1 1998-07

MIL-S-83519/2B Shield Termination, Solder Style, Insulated, Heat-
Shrinkable, Environment Resistant With Pre 
Installed Leads For Cables Having Tin Or Silver 
Plated Shields (Class I)

NAVAIR 1998-08 1998-08 AE-8C2 AS83519/2 1998-07

MIL-S-83519A (4) Shield Termination, Solder Style, Insulated, Heat-
Shrinkable, Environment Resistant General 
Specification For

NAVAIR 1998-08 1998-08 AE-8C2 AS83519 1998-07

MIL-S-8503B (1) Steel Bars, Chrome-Vanadium (6150), Aircraft 
Quality

NAVAIR 1994-10 1997-01 AMS-E AMS-S-8503 1998-12 2002-09

MIL-S-851D (1) Steel Grit, Shot, and Cut Wire Shot; and Iron Grit 
and Shot-Blast Cleaning and Peening

AF-84 1997-10 AMS-B AMS-S-851 1998-12 B 1999-10 2000-01

MIL-S-85376A Stand Shipboard, Helicopter Maintenance AS EG-1 AS85376 2002-02
MIL-S-85420 (1) Sealing Compounds, Quick Repair, Low 

Temperature Curing Polysulfide, for Aircraft 
Structures

AS AMS-G9 AMS-S-85420 2001-06
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MIL-S-8559A (1) Steel Bars, Carbon, Aisi (1095), Aircraft Quality NAVAIR 1999-09 1999-09 AMS-E AMS-S-8559 1998-11 2002-07

MIL-S-85848 Sleeving, for Identification Marking, Heat 
Shrinkable, General Specification For

NAVAIR AE-8D AS85848 2002-3

MIL-S-85848/1 Sleeving, for Identification Marking, Heat 
Shrinkable, Polyolefin, Flexible

NAVAIR AE-8 AS85848/1 2002-02

MIL-S-85848/2 Sleeving, for Identification Marking, Heat 
Shrinkable, Polyvinylidene, Flexible

NAVAIR AE-8 AS85848/2 2002-02

MIL-S-8660C (1) Silicone Compound, NATO Code Number S-736 NAVAIR 1999-09 1999-09 Aero 
Council

AS8660 1999-07

MIL-S-8690B Steel, Chrome-Nickel-Molybdenum, 8620, Bars, 
Aircraft Quality

NAVAIR 1991-12 1997-05 AMS-E AMS-S-8690 1998-12 2002-09

MIL-S-8840B (1) Steel Sheet and Strip, Corrosion-Resistant, 
Precipitation Hardening (AM350 and AM355), 
Premium Quality

NAVAIR 1999-90 1999-09 AMS-F AMS-S-8840 1999-06 2002-09

MIL-S-8879C Screw Threads - UNJ Profile, Inch DLSC E-25 AS8879 1996-10 C 2003-01 REVISE
MIL-S-8949 Steel Bars, Plates, Sheets, Billets, and Reforging 

Stock Type D6AC
AF-11 1998-12 1998-12 AMS-E AMS-S-8949 1998-12 2002-09

MIL-STD-1334B (1) 
NOT 1

Process For Barrier Coating Of Anti-Friction 
Bearings

NAVAIR 1998-08 1999-08 ACBG AS13341 1998-08 CANCEL

MIL-STD-1344A (5) Test Methods For Electrical Connectors NAVAIR AE-8C1 AS13441 1998-01 CANCEL

MIL-STD-1347A 
NOT 3

Navigation, Display Multicolor Microchart/Map 
Transparencies

NAVAIR 1999-08 1999-08 A-4ED AS13471 1999-07

MIL-STD-1359B Cleaning Methods And Procedures For Breathing 
Oxygen Equipment

NAVAIR 1999-09 1999-09 A-10 AS13591 1999-05 A 2001-06

MIL-STD-1553B 
NOT1

Digital Time Division Command/Response 
Multiplex Data Bus

AF-11 AS-1 AS15531 1995-11

MIL-STD-1595 Qualification Fusion Welders AF-11 1998-06 AMS AMS-STD-1595 1998-03 A 2002-09

MIL-STD-1651A Insert Arrangements for MIL-C-5015, MIL-C-
22992 (Classes C, J, and R) and MIL-C-83723 
(Series II) Electrical Connectors

NAVAIR AE-8 AS16511 2004-06

MIL-STD-1678 Fiber Optics Test Methods and Instrumentation NAVAIR AE-8D AS16781 1999-08

MIL-STD-1773 (1) Fiber Optics Mechanization Of An Aircraft Internal 
Time Division Command/Response Multiplex 
Data Bus

NAVAIR AS-3 (AS1773) 1995-09

MIL-STD-2154 Inspection, Ultrasonic, Wrought Metals, Process 
For

NAVAIR AMS-K AMS-STD-2154 1998-03

MIL-STD-2175A Castings, Classification and Inspection Of NAVAIR 1999-10 1999-10 AMS-B AMS-STD-2175 1998-07
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MIL-STD-2219 Fusion Welding For Aerospace Applications NAVAIR 1999-09 1999-09 AMS-B AMS-STD-2219 1999-05 2002-09

MIL-STD-401B Sandwich Constructions and Core Materials; 
General Test Methods

NAVAIR 1999-09 1999-09 AMS-P AMS-STD-401 1999-06

MIL-STD-753C Corrosion-Resistant Steel Parts: Sampling, 
Inspection and Testing For Surface Passivation

NAVAIR 1998-12 1998-12 AMS-F AMS-STD-753 1998-07

MIL-STD-809B Adapter, Aircraft, Jacking Point, Design and 
Installation Of

NAVAIR 1999-07 1999-07 AGE-2 AS8091 1999-04

MIL-T-9906C NOT 1 Tape, Identification, Aerospace Vehicle Tubing 
Marker 

DSCC 1995-08 G-3 AS9906 NEW

MIL-T-18607A Thermal And Fluid Anti-Icing Systems And 
Equipment, Aircraft External Surfaces

NAVAIR 1997-09 1997-09 G-12 AS18607 1997-08

MIL-T-21014D (1) Tungsten Base Metal, High Density NAVAIR 1998-10 1998-10 AMS-G AMS-T-21014 1998-09

MIL-T-21595D (2) Tapes, Pressure-Sensitive Adhesive, Masking, 
Non-Staining, For Aircraft Painting Applications

NAVAIR 1998-09 1998-09 AMS-P AMS-T-21595 1998-09

MIL-T-22085E Tapes, Pressure-Sensitive, Adhesive, 
Preservation and Sealing

NAVAIR 1999-09 1999-09 AMS-P AMS-T-22085 1999-06

MIL-T-23397B (2) Tape, Pressure-Sensitive Adhesive, For Masking 
During Paint Stripping Operations

NAVAIR 1998-09 1998-09 AMS-P AMS-T-23397 1998-07

MIL-T-26780C (1) 
NOT 1

Tie Down, Cargo, Aircraft, Nylon Web Net AF-11 1998-2 AGE-2A AS26780 2000-11 CANCEL

MIL-T-5066B (1) 
NOT 2

Tubing, Carbon Steel (1025), (Aircraft Quality) ASC 1999-06 1999-06 AMS-E AMS-T-5066 1999-06

MIL-T-6302B (2) Transmitter, Pressure, Fuel, 0-600 psi NAVAIR 1999-08 1999-08 AE-5 AS6302 1999-05

MIL-T-6480A Tie Down, Cargo, Aircraft, Type C-2 NAVAIR 1997-09 1997-09 AGE-2 AS6480 1997-08 NON-
CURRENT

MIL-T-6735A NOT 2 Tubing, Chrome-Molybdenum, 4135 Steel, 
Seamless Aircraft Quality

AF-11 1998-12 1998-12 AMS-E AMS-T-6735 1998-12

MIL-T-6736B NOT 1 Tubing, Chrome-Molybdenum (4130 or 8630) 
Steel, Seamless and Welded

AF-11 1998-12 1998-12 AMS-E AMS-T-6736 1998-12 N/C

MIL-T-6841D Tape and Sheet, Adhesive, Rubber and Cork 
Composition

AF-11 AMS-P AMS-T-6841 1998-09

MIL-T-6845D NOT 2 Tubing, Steel, Corrosion-Resistant, (S30400), 
Aerospace Vehicle Hydraulic System 1/8 Hard 
Condition

AF-11 1999-02 1999-02 AMS-F AMS-T-6845 1999-01

MIL-T-7081D (5) 
NOT 1

Tube, Aluminum Alloy, Seamless, Round, Drawn, 
6061, Aircraft Hydraulic Quality

AF-11 1999-01 1999-01 AMS-D AMS-T-7081 1999-01

MIL-T-7099E (1) 
SUP 1

Terminal, Lug and Splice, Crimp Style, Aluminum, 
for Aluminum Aircraft Wire

NAVAIR 1999-09 1999-09 AE-8C2 AS70991 1999-08
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MIL-T-7928/1D Terminals, Lug and Splices, Conductor, Crimp 
Style, Copper Terminal, Lug, Crimp Style, 
Copper, Insulated, Ring Tongue, for Thin Wall 
Wire, Type II Class 1 For 105 °C Total Conductor 
Temperature

NAVAIR 1999-09 1999-09 AE-8C2 AS7928/1 1999-04 A 1999-09

MIL-T-7928/2C Terminals, Lug and Splices, Conductor, Crimp 
Style, Copper, Insulated, Rectangular Tongue, for 
Thin Wall Wire, Type II Class I (for 105 °C Total 
Conductor Temperature)

NAVAIR 1999-09 1999-09 AE-8C2 AS7928/2 1999-04 A 1999-09

MIL-T-7928/4A (1) Terminal, Lug and Splices, Conductor, Crimp 
Style, Copper Terminal, Lug, Insulated, Ring 
Tongue, Bell-Mounted, Type II, Class 1 (for 150 
°C Total Conductor Temperature)

NAVAIR 1999-08 1999-08 AE-8C2 AS7928/4 1999-04

MIL-T-7928/5B (1) Terminal, Lug and Splices, Conductor, Crimp 
Style Splice, Electric, (Permanent, Type II, Class 
1) for 105 °C Total Conductor Temperature

NAVAIR 1999-08 1999-08 AE-8C2 AS7928/5 1999-04

MIL-T-7928/6A (1) Terminal, Lug and Splices, Conductor, Crimp 
Style, Splice, Electric, (Permanent, Type II, Class 
1) for 150 °C Total Conductor Temperature

NAVAIR 1999-08 1999-08 AE-8C2 AS7928/6 1999-04

MIL-T-7928/7 Terminal Lug and Splices, Conductor, Crimp 
Style, Copper Terminal Lug, Crimp Style, Copper, 
Uninsulated, Ring Tongue Type I, Class 1 for 175 
°C Total Conductor Temperature

NAVAIR 1999-08 1999-08 AE-8C2 AS7928/7 1999-04

MIL-T-7928G (1) 
SUP 1

Terminal, Lug Splices, Conductors, Crimp Style, 
Copper, General Specification for

NAVAIR 1999-08 1999-08 AE-8C2 AS7928 1999-06 REVISE

MIL-T-81490 Transmission Lines, Transverse Electromagnetic 
Mode

NAVAIR AE-8A AS815490 2004-04

MIL-T-81533A  NOT 
1

Trichloroethane 1, 1, 1, (Methyl Chlroform) 
Inhibited, Vapor Degreasing

AS   AMS-B AMS-T-81533 2001-04

MIL-T-81556A Titanium and Titanium Alloys, Extruded Bars and 
Shapes, Aircraft Quality

AS AMS-G AMS-T-81556 2001-04

MIL-T-81587A Timer Assembly Rain Repellent NAVAIR 2000-06 2000-06 Aero 
Council

AS81587 2000-03

MIL-T-81714/10F Terminal Junction System, Rack Assembly, 
Track, Feedthru Type, Series 1

NAVAIR AE-8C2 AS81714/10 2000-03

MIL-T-81714/11F Terminal Junction System Terminal Junction 
Blocks Sectional Wire In Line Junctions, Single, 
Series I

NAVAIR 1998-09 1998-09 AE-8C2 AS81714/11 1998-07
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MIL-T-81714/12C Terminal Junction System Terminal Junction 
Blocks, Sectional, Wirein Line Junctions, Double, 
Series I

NAVAIR 1998-09 1998-09 AE-8C2 AS81714/12 1998-07

MIL-T-81714/14C Terminal Junction System, Rack Assembly, 
Track, Feedthru Type, Light Weight, Series 1

NAVAIR AE-8C2 AS81714/14 2000-03

MIL-T-81714/15C Terminal Junction System, Grounding Stud, 
Series 1

NAVAIR AE-8C2 AS81714/15 2000-03

MIL-T-81714/16E Terminal Junction System, Rack Assembly, 
Track, Feedback Type, Light Weight, Series I

NAVAIR AE-8C2 AS81714/16 2001-07

MIL-T-81714/17 Terminal Junction System, Terminal Junction 
Blocks,  Sectional, Bussing Modules, Feedback 
T Si 22d S i I

NAVAIR AE-8C2 AS81714/17 2001-07

MIL-T-81714/18B Terminal Junction System, Terminal Junction 
Blocks, Sectional, Modules, Electronic, Feedback 
Type, Size 20, Series I

NAVAIR AE-8C2 AS81714/18 2001-07

MIL-T-81714/19B Terminal Junction System, Terminal Junction 
Blocks, Sectional, Modules, Electronic, Feedback 
Type, Size 16, Series I

NAVAIR AE-8C2 AS81714/19 2001-07

MIL-T-81714/1F Terminal Junction System Terminal Junction 
Block, Sectional Bussing Blocks, Feedback Type, 
Size 22

NAVAIR 1998-09 1998-09 AE-8C2 AS81714/1 1998-07

MIL-T-81714/20B Terminal Junction System, Terminal Junction 
Blocks, Sectional, Modules, Electronic, Feedback 
Type, Size 12, Series I

NAVAIR AE-8C2 AS81714/20 2001-07

MIL-T-81714/21B Terminal Junction System, Terminal Junction 
Blocks, Electronic, In-Line Junctions, Integral 
Diode, Series I

NAVAIR AE-8C2 AS81714/21 2001-07

MIL-T-81714/22B Terminal Junction System, Terminal Junction 
Blocks, Electronic, In-Line Junction, Integral 
Resistor, Series I

NAVAIR AE-8C2 AS81714/22 2001-07

MIL-T-81714/23B Terminal Junction System, Terminal Junction 
Blocks, Electronic, In-Line Junctions, Integral 
Fuse, Series I

NAVAIR AE-8C2 AS81714/23 2001-07

MIL-T-81714/24B Terminal Junction System, Terminal Junction 
Blocks, Sectional, Electronic, In-Line Junctions, 
Double, Integral Diode(s), Series I

NAVAIR AE-8C2 AS81714/24 2001-07

MIL-T-81714/25B Terminal Junction System, Terminal Junction 
Blocks, Sectional, Modules, Electronic, Feedback 
Type, Size 20-1, Series I

NAVAIR AE-8C2 AS81714/25 2001-07

MIL-T-81714/26B Terminal Junction System, Terminal Junction 
Blocks, Sectional, Modules, Electronic, Feedback 
Type, Size 20-2, Series I

NAVAIR AE-8C2 AS81714/26 2001-07
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MIL-T-81714/27B Terminal Junction System, Terminal Junction 
Blocks, Sectional, Grounding Modules, Stud Type 
Mounting, Series I

NAVAIR AE-8C2 AS81714/27 2001-07

MIL-T-81714/28B Terminal Junction System, Terminal Junction 
Blocks, Grounding Modules, Inegral Bracket 
Mounting, Series I

NAVAIR AE-8C2 AS81714/28 2001-07

MIL-T-81714/29C Terminal Junction System, Bracket, Block 
Mounting, Series I

NAVAIR AE-8C2 AS81714/29 2001-07

MIL-T-81714/2F Terminal Junction System Terminal Junction 
Block, Sectional Bussing Block, Feedback Type, 
Size 20

NAVAIR 1998-09 1998-09 AE-8C2 AS81714/2 1998-07

MIL-T-81714/30B Terminal Junction System, Terminal Junction 
Blocks, Sectional, Modules, Electronic, Feedback 
Type, Sizes 20-3, 20-4, 20-5 Vertical Mounting 
With Integral Bracket, Series I

NAVAIR AE-8C2 AS81714/30 2001-07

MIL-T-81714/31 Terminal Junction System, Terminal Junction 
Blocks, Electronic, Modules, Feedback Type, 
Sizes 20-6, 20-7, 20-8 Horizontal Mounting With 
Integral Bracket, Series I

NAVAIR AE-8C2 AS81714/31 2001-07

MIL-T-81714/3F Terminal Junction System Terminal Junction 
Block, Sectional Bussing Blocks, Feedback Type, 
Size 16

NAVAIR 1998-09 1998-09 AE-8C2 AS81714/3 1998-07

MIL-T-81714/4F Terminal Junction System Terminal Junction 
Block, Sectional Bussing Blocks, Feedback Type, 
Size 12

NAVAIR 1998-09 1998-09 AE-8C2 AS81714/4 1998-07

MIL-T-81714/5F Terminal Junction Systems Track Assembly, 
Feedback Type

NAVAIR 1998-09 1998-09 AE-8C2 AS81714/5 1998-07

MIL-T-81714/60 Terminal Junction System, Terminal Junction 
Blocks, Sectional, Bussing Modules, Feedback 
Type, Series II

NAVAIR YES AE-8C2 AS81714/60 2004-04

MIL-T-81714/61 Terminal Junction System, Terminal Junction 
Blocks, Sectional, Bussing Modules, Feedback 
Type, Series II

NAVAIR YES AE-8C2 AS81714/61 2004-04

MIL-T-81714/63 Terminal Junction System, Terminal Junction 
Blocks, Sectional, Grounding Modules, Stud and 
Flange Type Mounting, Series II

NAVAIR YES AE-8C2 AS81714/63 2004-04

MIL-T-81714/65 Terminal Junction System, Terminal Junction 
Blocks, Sectional, Wire In-Line Junctions, Series 
II

NAVAIR AE-8C2 AS81714/65 2004-04

MIL-T-81714/67 Terminal Junction System, Rack Assembly, 
Track, Feedback Type, Series II

NAVAIR YES AE-8C2 AS81714/67 2004-04
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MIL-T-81714/69 Terminal Junction System, Block Removal Tools, 
Series II

NAVAIR YES AE-8C2 AS81714/69 2004-04

MIL-T-81714/6F Terminal Junction System Terminal Junction 
Block, Sectional Bussing Blocks, Feedthru Type, 
Size 22

NAVAIR 1998-09 1998-09 AE-8C2 AS81714/6 1998-07

MIL-T-81714/7F Terminal Junction System Terminal Junction 
Block, Sectional Bussing Block, Feedthru Type, 
Size 20

NAVAIR 1998-09 1998-09 AE-8C2 AS81714/7 1998-07

MIL-T-81714/8F Terminal Junction System Terminal Junction 
Block, Sectional Bussing Blocks, Feedthru Type, 
Size 16

NAVAIR 1998-09 1998-09 AE-8C2 AS81714/8 1998-07

MIL-T-81714/9F Terminal Junction System Terminal Junction 
Block, Sectional Bussing Block, Feedthru Type, 
Size 12

NAVAIR 1998-09 1998-09 AE-8C2 AS81714/9 1998-07

MIL-T-81714E SUP 1 Terminal Junction System (TJS), Environment 
Resistant General Specification for

NAVAIR AE-8C2 AS81714 2004-04

MIL-T-81914 SUP 1 Tubing, Plastic, Flexible, Convoluted, Conduit 
General Specification For

NAVAIR 1998-12 1998-12 AMS-P AMS-T-81914 1998-07

MIL-T-81914/1 Tubing, Plastic, Flexible, Convoluted, 
Polytetrafluoroethylene, Standard Convolutions

NAVAIR 1999-08 1999-08 AMS-P AMS-T-81914/1 1999-06

MIL-T-81914/2 Tubing, Plastic, Extra Flexible, Convoluted, 
Polytetrafluoroethylene Close Convolution

NAVAIR 1999-08 1999-08 AMS-P AMS-T-81914/2 1999-06

MIL-T-81914/3 Tubing, Plastic, Flexible, Convouted, Fluorinated 
Ethylene Propylene, Standard Convolution

NAVAIR 1999-08 1999-08 AMS-P AMS-T-89194/3 1999-06

MIL-T-81914/4 Tubing, Plastic, Extra Flexible, Convoluted, 
Fluorinated Ethylene Propylene, Close 
Convolution

NAVAIR 1998-12 1998-12 AMS-P AMS-T-81914/4 1998-07

MIL-T-81914/5 NOT 
2

Tubing, Plastic, Extra Flexible, Convoluted, 
Ethylene-Tetrafluoroethylene, Close Convolution

NAVAIR 1998-12 1998-12 AMS-P AMS-T-81914/5 1998-07

MIL-T-81914/6 Tubing, Plastic, Flexible, Convoluted, Ethylene-
Tetrafluoroethylene, Standard Convolution

NAVAIR 1999-08 1999-08 AMS-P AMS-T-81914/6 1999-06

MIL-T-81914/7 Tubing, Plastic, Flexible, Convoluted, Fluorinated 
Ethylene Propylene, Integral Braid

NAVAIR 1999-08 1999-08 AMS-P AMS-T-81914/7 1999-06

MIL-T-81915 (1) Titanium and Titanium-Alloy Castings, Investment NAVAIR 1998-09 AMS-G AMS-T-81915 1998-07

MIL-T-8506A NOT 2 Tubing, Steel, Corrosion-Resistant, (304), 
Annealed, Seamless and Welded

ASC 1999-02 1999-02 AMS-F AMS-T-8506 1999-01 2002-09
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MIL-T-85075/2A The Down Assembly, Helicopter Blade CH-53 
Helicopter

AS 2000-03 Aero 
Council

AS85075/2 2002-05

MIL-T-85075A Tie Down Assembly, Helicopter Blade, General 
Specification For

NAVAIR 2000-05 2000-05 Aero 
Council

AS85075 2000-03

MIL-T-9046J (2) Titanium and Titanium Alloy, Sheet, Strip and 
Plate

NAVAIR 1999-09 1999-09 AMS-G AMS-T-9046 1999-07 A 2002-07

MIL-U-3963A Universal Joint, Antifriction Bearings NAVAIR 1999-09 1999-09 ACBG AS39631 1999-04

MIL-V-27166D Valve, Pressure Equalizing, Gaseous Products AF 1997-11 EG-1 AS27166 1998-02

MIL-V-5379A (1) Valve, Safety, Cabin Air, General Specification 
For

NAVAIR 1999-11 1999-11 AC-9 AS5379 1997-11

MIL-V-8712A Valve, Air Relief, Low Pressure NAVAIR 1997-08 1997-08 G-3 AS8712 1997-08

MIL-W-21425B Wire, Steel, High Carbon, Square, Uncoated, for 
Mechanical Springs (General Purpose)

DISC AMS-E AMS-W-21425 1999-01 N/C

MIL-W-21985 (2) Wheel - Cushion Tread (Semi-Pneumatic) For 
Mobile Ground Support Equipment

NAVAIR 1998-03 1998-03 AGE-2 AS21985 1998-02 A 1998-03

MIL-W-22759/10B 
NOT 1 (1)

Wire, Electrical, Fluoropolymer-Insulated, 
Extruded TFE, Nickel-Coated Copper Conductor, 
1000 Volt

NAVAIR 10/16/03 AE-8D AS22759/10 2000-09

MIL-W-22759/11F 
(1)

Wire, Electrial, Fluoropolymer-Insulated, Extruded 
TFE, Silver-Coated Copper Conductor, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/11 2000-09

MIL-W-22759/12F 
(1)

Wire, Electrial, Fluoropolymer-Insulated, Extruded 
TFE, Nickel-Coated Copper Conductor, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/12 2000-09

MIL-W-22759/13D Wire, Electric, Fluoropolymer-Insulated, FEP-
PVF2 , Medium Weight, Tin-Coated Copper 
Conductor, 600-Volt

NAVAIR 10/16/03 AE-8D AS22759/13 2000-09

MIL-W-22759/14B Wire, Electric, Fluoropolymer-Insulated, FEP-
PVF2  , Light Weight, Tin-Coated Copper 
Conductor, 600-Volt

NAVAIR 10/16/03 AE-8D AS22759/14 2000-09

MIL-W-22759/15B Wire, Electric, Fluoropolymer-Insulated, FEP-
PVF2  , Light Weight, Silver-Coated High Strength 
Copper Alloy Conductor, 600-Volt

NAVAIR 10/16/03 AE-8D AS22759/15 2001-07

MIL-W-22759/16A Wire, Electric, Fluoropolymer-Insulated, Extruded 
ETFE, Medium Weight, Tin-Coated Cooper 
Conductor, 600-Volt, 150°C

NAVAIR 10/16/03 AE-8D AS22759/16 2001-07

MIL-W-22759/17A Wire, Electric, Fluoropolymer-Insulated, Extruded 
ETFE, Medium Weight, Silver-Coated High 
Strength Cooper Alloy Conductor, 600-Volt, 
150°C

NAVAIR 10/16/03 AE-8D AS22759/17 2001-07
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MIL-W-22759/18 Wire, Electric, Fluoropolymer-Insulated, Extruded 
ETFE, Light Weight, Tin-Coated Copper 
Conductor, 600-Volt, 150°C

NAVAIR 10/16/03 AE-8D AS22759/18 2001-07

MIL-W-22759/19 Wire, Electric, Fluoropolymer-Insulated, Extruded 
ETFE, Light Weight, Silver-Coated High Strength 
Copper Alloy Conductor, 600-Volt, 150°C

NAVAIR 10/16/03 AE-8D AS22759/19 2001-07

MIL-W-22759/1F (1) Wire, Electrical, Fluoropolymer-Insulated, PTFE 
and PTFE-Coated Glass, Silver-Coated Copper 
Conductor, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/1 2000-09

MIL-W-22759/20 Wire, Electric, Fluoropolymer-Insulated, Extruded 
TFE, Silver-Coated High Strength Copper Alloy 
Conductor, 1000-Volt

NAVAIR 10/16/03 AE-8D AS22759/20 2001-07

MIL-W-22759/21 Wire, Electric, Fluoropolymer-Insulated, Extruded 
TFE, Nickel-Coated High Strength Copper Alloy 
Conductor, 1000-Volt

NAVAIR 10/16/03 AE-8D AS22759/21 2001-07

MIL-W-22759/22 Wire, Electric, Fluoropolymer-Insulated, Extruded 
TFE, Silver-Coated High Strength Copper Alloy 
Conductor, 600-Volt

NAVAIR 10/16/03 AE-8D AS22759/22 2001-07

MIL-W-22759/23 Wire, Electric, Fluoropolymer-Insulated, Extruded 
TFE, Nickel-Coated High Strength Copper Alloy 
Conductor, 600-Volt

NAVAIR 10/16/03 AE-8D AS22759/23 2001-07

MIL-W-22759/28 Wire, Electric, Fluoropolymer-Insulated, Extruded 
TFE, Polyimide Coated, Silver Coated Copper 
Conductor, 600-Volt

NAVAIR 10/16/03 AE-8D AS22759/28 2001-07

MIL-W-22759/29 Wire, Electric, Fluoropolymer-Insulated, Extruded 
TFE, Polyimide Coated, Nickel-Coated Copper 
Conductor, 600-Volt

NAVAIR 10/16/03 AE-8D AS22759/29 2001-07

MIL-W-22759/2G Wire, Electrical, Fluoropolymer-Insulated, PTFE 
and PTFE-Coated Glass, Nickel-Coated Copper 
Conductor, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/2 2000-09

MIL-W-22759/30 Wire, Electric, Fluoropolymer-Insulated, Extruded 
TFE, Polyimide Coated, Silver-Coated High 
Strength Copper Alloy Conductor, 600-Volt

NAVAIR 10/16/03 AE-8D AS22759/30 2001-07

MIL-W-22759/31 (1) Wire, Electric, Fluoropolymer-Insulated, Extruded 
TFE, Polyimide Coated, Nickel-Coated High 
Strength Copper Alloy Conductor, 600-Volt

NAVAIR 10/16/03 AE-8D AS22759/31 2001-07

MIL-W-22759/32C Wire, Electrical, Fluoropolymer-Insulated, 
Crosslinked Modified ETFE, Lightweight, Tin-
Coated Copper, 150°C, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/32 2000-04
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MIL-W-22759/33C Wire, Electrical, Fluoropolymer-Insulated, Cross-
LInked Modified ETFE, Lightweight, Silver-
Coated, High-Strength Copper Alloy, 200°C, 600 
Volt

NAVAIR 10/16/03 AE-8D AS22759/33 2000-04

MIL-W-22759/34D Wire, Electrical, Fluoropolymer-Insulated, Cross-
Linked Modified ETFE, Normal Weight, Tin-
Coated, Copper, 150°C, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/34 2000-04

MIL-W-22759/35D Wire, Electrical, Fluoropolymer-Insulated, Cross-
Linked Modified ETFE, Normal Weight, Silver-
Coated, High-Strength Copper Alloy, 200°C, 600 
Volt

NAVAIR 10/16/03 AE-8D AS22759/35 2000-04

MIL-W-22759/3D Wire, Electric, Fluoroploymer-Insulated, TFE-
Glass-TFE, Medium Weight, Nickel-Coated 
Copper Conductor, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/3 2000-09

MIL-W-22759/41C Wire, Electrical, Fluoropolymer-Insulated, Cross-
Linked Modified ETFE, Normal Weight, Nickel-
Coated Copper, 200°C, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/41 2000-04

MIL-W-22759/42B Wire, Electrical, Fluoropolymer-Insulated, Cross-
Linked Modified ETFE, Normal Weight, NIckel-
Coated HIgh-Strength Copper Alloy, 200°C, 600 
Volt

NAVAIR AE-8D AS22759/42 2000-04

MIL-W-22759/43C Wire, Electrical, Fluoropolymer-Insulated, Cross-
Linked Modified ETFE, Normal Weight, Silver-
Coated Copper, 200°C, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/43 2000-04

MIL-W-22759/44A Wire, Electrical, Fluoropolymer-Insulated, Cross-
Linked Modified ETFE, Lightweight, Silver-Coated 
Copper, 200°C, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/44 2000-06

MIL-W-22759/45A Wire, Electrical, Fluoropolymer-Insulated, Cross-
Linked Modified ETFE, Lightweight, Nickel-
Coated Copper, 200°C, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/45 2000-06

MIL-W-22759/46A Wire, Electrical, Fluoropolymer-Insulated, Cross-
Linked Modified ETFE, Lightweight, Nickel-
Colated High-Strength Copper Alloy, 200°C, 600 
Volt

NAVAIR 10/16/03 AE-8D AS22759/46 2000-06

MIL-W-22759/4C Wire, Electric, Fluoropolymer-Insulated, TFE-
Glass-FEP, Medium Weight, Silver-Coated 
Copper Conductor, 600-Volt

NAVAIR 10/16/03 AE-8D AS22759/4 2000-09

MIL-W-22759/5B 
NOT 1 (2)

Wire, Electrical, Fluoropolymer-Insulated, 
Abrasion Resistant Extruded PTFE, Silver-Coated 
Copper Conductor, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/5 2000-09

MIL-W-22759/6B 
NOT 1 (2)

Wire, Electrical, Fluorocarbon-Insulated, Abrasion 
Resistant Extruded PTFE, Nickel-Coated Copper 
Conductor, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/6 2000-09
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MIL-W-22759/7B 
NOT 1 (2)

Wire, Electric, Fluoropolymer-Insulated, Abrasion 
Resistant Extruded PTFE, Medium Weight, Silver-
Coated Conductor, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/7 2000-09

MIL-W-22759/8B 
NOT 1 (1)

Wire, Electric, Fluoropolymer-Insulated, Abrasion 
Resistant Extruded PTFE, Medium Weight, Nickel-
Coated Copper Conductor, 600 Volt

NAVAIR 10/16/03 AE-8D AS22759/8 2000-09

MIL-W-22759/9B 
NOT 1 (1)

Wire, Electrical, Fluoropolymer-Insulated, 
Extruded TFE, Silver-Coated Copper 
Conductor,1000 Volt

NAVAIR 10/16/03 AE-8D AS22759/9 2000-09

MIL-W-22759E SUP 
1 (1)

Wire, Electrical, Fluoropolyner-Insulated, Copper 
or Copper Alloy

NAVAIR 10/16/03 AE-8D AS22759 2001-07 Rev

MIL-W-5086/1B Wire, Electric, Polyvinyl Chloride Insulated, Nylon 
Jacket, Tin-Coated Copper Conductor, 600-Volt, 
105 °C

NAVAIR 4/3/03 AE-8D AS50861/1 1998-03

MIL-W-5086/2C (1) Wire, Electrical, Polyvinyl Chloride Insulated, PVC-
Glass-Nylon, Tin-Coated Copper Conductor, 600-
Volt, 105 °C

NAVAIR 4/3/03 AE-8D AS50861/2 2001-07

MIL-W-5086/3B (1) Wire, Electrical, Polyvinyl Chloride Insulated, PVC-
Glass-PVC-Nylon, Tin-Coated Copper Conductor, 
600-Volt, 105 °C

NAVAIR 4/3/03 AE-8D AS50861/3 2001-07

MIL-W-5086/4B Wire, Electrical, Polyvinyl Chloride Insulated, 
Nylon Jacket, Tin-Coated Copper Conductor, 
3000-Volt, 105 °C

NAVAIR 4/3/03 AE-8D AS50861/4 2001-07

MIL-W-5086/5C Wire, Electrical, Polyvinyl Chloride Insulated, 
Polyvinylidene Fluoride Jacket, Tin-Coated 
Copper Conductor, 600-Volt, 110 °C

NAVAIR 4/3/03 AE-8D AS50861/5 2001-07

MIL-W-5086/6C Wire, Electrical, Polyvinyl Chloride Insulated, 
Polyvinylidene Fluoride Jacket, Silver-Coated 
Copper Alloy Conductor, 600-Volt, 110 °C

NAVAIR 4/3/03 AE-8D AS50861/6 2001-07

MIL-W-5086/7B Wire, Electrical, Polyvinyl Chloride Insulated, 
Nylon Jacket, Tin Coated Copper Conductor, 
Medium Weight, 600 Volt, 105 °C

NAVAIR 4/3/03 AE-8D AS50861/7 1998-03

MIL-W-5086/8 NOT IN TIMS NAVAIR AE-8D AS50861/8
MIL-W-5086C (1) 
SUP 1

Wire, Electric, Polyvinyl Chloride Insulated, 
Copper Or Copper Alloy

NAVAIR AE-8D AS50861 1998-03

MIL-W-5088L (1) Wiring, Aerospace Vehicle NAVAIR 1998-09 1998-09 AE-8A AS50881 1998-04 B 2000-02
MIL-W-6370C Wire, Electrical, Insulated, Antenna NAVAIR AE-8 AS6370 2002-02
MIL-W-6858D NOT 1 
(1)

Welding, Resistance:  Spot and Seam ASC AMS-E AMS-W-6858 1999-07 A 2000-04

MIL-W-6882F (1) Water Repellent, Window and Windshield, Glass 
and Plastic

NAVAIR 1999-09 1999-09 Aero 
Council

AS6882 1999-07
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MIL-W-81044/10B Wire, Electric, Crosslinked Polyalkene Insulated, 
Silver Coated High Strength Copper Alloy, 
Medium Weight, 600 Volt, 150 °C

NAVAIR AE-8D AS81044/10 2000-09

MIL-W-81044/11 Wire, Electric, Crosslinked Polyalkene Insulated, 
Silver-Coated Copper,  Light Weight, 600-Volt, 
150Mdc

NAVAIR AE-8D AS81044/11 2000-04

MIL-W-81044/12B Wire, Electric, Crosslinked Polyalkene Insulated, 
Tin Coated Copper, Light Weight, 600 Volt, 150 
°C

NAVAIR AE-8D AS81044/12 1998-07

MIL-W-81044/13B Wire, Electric, Crosslinked Polyalkene Insulated, 
Silver Coated High Strength Copper Alloy, Light 
Weight, 600-Volt, 150 °C

NAVAIR AE-8D AS81044/13 2000-09

MIL-W-
81044/5C(USAF)

Wire, Electric, Crosslinked Polyalkene Insulated, 
Silver-Coated Copper, Normal Weight, 600 Volt, 
150°C

NAVAIR AE-8D AS81044/5 2000-04

MIL-W-81044/6C (2) Wire, Electric, Crosslinked Polyalkene Insulated, 
Tin-Coated Copper, Normal Weight, 600-Volt, 
150 °C

NAVAIR AE-8D AS81044/6 1998-08

MIL-W-81044/7B Wire, Electric, Crosslinked Polyalkene Insulated, 
Silver-Coated High Strength Copper Alloy, Normal
Weight, 600-Volt, 150°C

NAVAIR AE-8D AS81044/7 2000-09

MIL-W-
81044/8C(USAF)

Wire, Electric, Crosslinked Polyalkene Insulated, 
Silver-Coated Copper, Medium Weight, 600-Volt, 
150°C

NAVAIR AE-8D AS81044/8 2000-04

MIL-W-81044/9B (1) Wire, Electric, Crosslinked Polyalkene Insulated, 
Tin-Coated Copper, Medium Weight, 600-Volt, 
150 °C

NAVAIR AE-8D AS81044/9 1998-08

MIL-W-81044B (3) 
SUP 1A

Wire, Electric, Crosslinked Polyalkene, 
Crosslinked Alkane-Imide Polymer, Or 
Polyarylene Insulated, Copper Or Copper Alloy

NAVAIR AE-8D AS81044 1998-07

MIL-W-81822A (2) 
SUP 1

Wire, Electrical, Solderless Wrap, Insulated And 
Uninsulated, General Specification For

NAVAIR Yes AE-8D AS81822 1998-07

MIL-W-81822/1A (1) Wire, Electrical, Solderless Wrap, Polyethylene 
Terephthalate -Polyester Laminated Tape 
Insulation, Silver Coated Solid Conductor

NAVAIR 1998-09 1998-09 AE-8D AS81822/1 1998-07

MIL-W-81822/3A (1) Wire, Electrical, Solderless Wrap, Extruded 
Polyvinyidene Fluoride (PVDF) Insulation, Silver 
Coated Solid Conductor

NAVAIR 1998-09 1998-09 AE-8D AS81822/3 1998-07
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MIL-W-81822/4 Wire, Electrical, Solderless Wrap, Polyimide 
Coating Over Extruded Polytetrafluoroethylene 
(PTFE) Insulation, Silver Coated Solid Conductor

NAVAIR AE-8D AS81822/4 2004-04

MIL-W-81822/5A (1) Wire, Electrical, Solderless Wrap, Fluorocarbon 
Polyimide Tape and Polytetrafluoroethylene 
(PTFE) Insulation, Silver Coated Solid Conductor

NAVAIR 1998-09 1998-09 AE-8D AS81822/5 1998-07

MIL-W-81822/6 Wire, Electrical, Solderless Wrap, Extruded 
Polytetrafluoroethylene (PTFE) Insulation, Silver 
Coated Solid Conductor

NAVAIR AE-8D AS81822/6 2004-04

MIL-W-81822/7 Wire, Electrical, Solderless Wrap, Polyimide 
Jacket Over Extruded Polyvinyl Chloride (PVC) 
Insulation, Tin Coated Solid Conductor

NAVAIR AE-8D AS81822/7 2004-04

MIL-W-81822/8 Wire, Electrical, Solderless Wrap, Polyimide 
Jacket Over Extruded Fluorinated Ethylene 
Propylene (FEP) Insulation, Silver Coated Solid 
Conductor

NAVAIR AE-8D AS81822/8 2004-04

MIL-W-81822/10 Wire, Electrical, Solderless Wrap, Uninsulated, 
Silver Coated Solid Conductor

NAVAIR AE-8D AS81822/10 2004-04

MIL-W-81822/11 Wire, Electrical, Solderless Wrap, Uninsulated, 
Gold Coated Solid Conductor

NAVAIR AE-8D AS81822/11 2004-04

MIL-W-81822/12 Wire, Electrical, Solderless Wrap, Uninsulated, 
Tin Coated Solid Conductor

NAVAIR AE-8D AS81822/12 2004-04

MIL-W-81822/13 Wire, Electrical, Solderless Wrap, Extruded 
Ethylene-Tetrafluoroethylene (ETFE) Insulation, 
Silver Coated Solid Conductor

NAVAIR AE-8D AS81822/13 2004-04

MIL-W-81822/15 Wire, Electrical, Solderless Wrap, Extruded 
Ethylene-Chlorotrifluoroethylene (ECTFE) 
Insulation, Silver Coated Solid Conductor

NAVAIR AE-8D AS81822/15 2004-04

MS122026 THRU 
MS122075A NOT 1

Washer - Lock, Spring DLA-IS 2000-08 2000-08 E-25 AS122026 
THRU 
AS122075

2000-08

MS122900 THRU 
MS122939

Clamp - Loop Type Support (Heat Resistant) .204 
Hole

DSCC G-3 AS122900 
THRU 
AS122939

2000-08

MS14101J Bearing, Plain, Self-Lubricating, Self-Aligning, 
Low Speed, Narrow, Grooved Outer Ring, -65° To 
+325 °F

NAVAIR 1999-05 1999-05 ACBG AS14101 1998-07 B 2004-11 REVISE

MS14102J Bearing, Plain, Self-Lubricating, Self-Aligning, 
Low Speed, Wide, Chamfered Outer Ring, -65 °F 
to 325 °F

NAVAIR 1997-08 1997-08 ACBG AS14102 1997-08 B 2004-11 REVISE
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MS14103J Bearing, Plain, Self-Lubricating, Self-Aligning, 
Low Speed, Wide, Grooved Outer Ring, -65° to 
325 °F

NAVAIR 1997-08 1997-08 ACBG AS14103 1997-08 C 2004-11 REVISE

MS14104J Bearing, Plain, Self-Lubricating, Self-Aligning, 
Low Speed, Narrow, Chamfered Outer Ring, -65 
°F to 325 °F

NAVAIR 1997-08 1997-08 ACBG AS14104 1997-08 B 2004-11 REVISE

MS14105E NOT 1 Circuit Breaker - Aircraft, Trip-Free, Push Pull, 25 
Thru 35 Amps, Type I -55 To +121 °C

NAVAIR 1997-08 1997-08 AE-8B1 AS14105 1997-08 REV

MS14114 NOT 1 Gyroscope, Displacement, Roll And Pitch (Hard 
Mounted)

NAVAIR 1999-08 1999-08 A-4 AS14114 1999-03

MS14153C Circuit Breaker-Aircraft, Trip-Free, Push-Pull, 3 
Phase, 1 Thru 35 Amp, Type 1

NAVAIR 1997-08 1997-08 AE-8B1 AS14153 1997-08 A 1998-01

MS14154D Circuit Breaker - Aircraft, Trip-Free Push-Pull, 3 
Phase, 1 Thru 20 Amp, Type 1

NAVAIR 1997-08 1997-08 AE-8B1 AS14154 1997-08 A 1998-01

MS14169C Circular Spline and Adapter Details Engine Driven 
Accessories

NAVAIR AE-1 AS14169 2000-03

MS14184A Nonmetallic Shaft-Coupling Details, Engine 
Driven Accessories

NAVAIR AE-1 AS14184 2000-03

MS14227 Lock, Rod End, Improved Strength, Nas Lug NAVAIR 1997-08 1997-08 ACBGPB AS14227 1997-08 B 2003-01

MS14237A Bushing, Sleeve Plain, Press Fit, Ream Type NAVAIR 1997-08 1997-08 ACBG AS14237 1997-08 A 1997-08

MS14238A Bushing, Sleeve Flanged, Press Fit, Ream Type NAVAIR 1997-08 1997-08 ACBG AS14238 1997-08 A 1999-01

MS14274A NOT 1 Pin, Quick Release, Positive Locking, "L" Handle, 
Single Action, Detent Wrench/Safety Pin (Slotted)

NAVAIR 1999-10 1999-10 E-25 AS14274 1999-07

MS15000 Fitting End Lubrication, Hydraulic - Design Std NAVAIR 2002-07 2002-07 G-3 AS15000 2001-05 A 2005-07

MS15001 Fitting, Lubrication, Hydraulic, Surface Check, 
.250-28 Taper Threads, Steel, Type 1

NAVAIR 2002-07 2002-07 G-3 AS15001 2001-05 A 2005-08

MS15002 Fitting, Lubrication, Hydraulic, Surface, Check, 
Straight Threads, Steel, Type II

NAVAIR 2002-07 2002-07 G-3 AS15002 2001-05 A 2005-08

MS15003 Fitting, Lubrication, Hydraulic, Surface Check, 1/8 
Pipe Threads, Steel, Type III

NAVAIR 2002-07 2002-07 G-3 AS15003 2001-05 A 2005-08

MS15004 Fitting, Lubricatin, Hydraulic, Surface Check, .250-
28 Taper Threads, Nickel-Copper Alloy, Type IV

NAVAIR 2002-07 2002-07 G-3 AS15004 2001-05 A 2005-08

MS15005 Fitting, Lubrication, Hydraulic, Throat or Surface 
Check, 1/8 Pipe Threads, Nickel-Copper Alloy, 
Type V

NAVAIR 2002-07 2002-07 G-3 AS15005 2001-05 A 2005-08
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MS15006 Fitting, Lubrication, Hydraulic, Leakproof, 1/8 
Pipe Threads, Steel, Type V1

NAVAIR 2002-07 2002-07 G-3 AS15006 2001-05 A 2005-08

MS15720 Fitting, Lubrication, Hydraulic, Throat or Surface 
Check, .250-28 Taper Threads, Corrosion 
Resistant Steel, Type VI

NAVAIR 2002-07 2002-07 G-3 AS15720 2001-05 A 2005-07

MS15721 Fitting, Lubrication, Hydraulic, Throat or Surface 
Check, 1/8 Pipe Threads, corrosion Resistant 
Steel, Type

NAVAIR 2002-07 2002-07 G-3 AS15721 2001-05 A 2005-07

MS16842E Clamp, Wire, Rope, Saddled Single Grip, Steel CC 1997-10 E-25 AS16842 2001-07 A 2005-08 CANCEL

MS17107A Bearing, Ball, Annular, Primarily For Aircraft Motor-
Generators, Type I

NAVAIR 1997-09 1997-09 ACBG AS17107 1997-08 REVISE

MS17108 Bearing, Ball, Annular, Primarily For Aircraft 
Generators, Type II

AS   Aero 
Council

AS17108 2002-02 REVISE

MS17143F Terminal, Lug, Crimp Style, Copper, Insulated, 
Rectangular Tongue, Type II, Class 1 For 105 °C 
Total Conductor Temperature

NAVAIR 1997-09 1997-09 AE-8C2 AS17143 1997-08

MS17184 Screw, Externally Relieved Body (Synchro) NAVAIR 1997-08 1997-08 E-25 AS17184 1997-08 A 2003-01 REVISE

MS172201 THRU 
MS172235B NOT 1

Washer, Key - Single, Bearing Retaining, AMS 
8350 (ASG)

DLA-IS 2000-08 2000-08 E-25 AS172201 
THRU 
AS172235

2000-08

MS172236 THRU 
MS172270B NOT 1

Nut, Spanner, Bearing Retaining, Aeronautical 
(ASG)

DLA-IS 2000-08 2000-08 E-25 AS172236 
THRU 
AS172270

2000-08 A 2003-03

MS172271 THRU 
MS172320B NOT 1

Washer, Key - Single, AMS 6350 (ASG) DLA-IS 2000-08 2000-08 E-25 AS172271 
THRU 
AS172320

2000-08

MS172321 THRU 
MS172370 NOT 1

Nut - Spanner, Aeronautical DLA-IS 2000-08 2000-08 E-25 AS172321 
THRU 
AS172370

2000-08 A 2003-03

MS17320F(AS) Mounting Devices for Aircrft Electric Equipment, 
Quick Attach-Detach, Circular, 5-, 8-, and 10-inch

NAVAIR AE-1 AS17320 2000-03

MS17845F Shield for Use with MS90362 External Power 
Receptacles

NAVAIR AE-8 AS17845 2002-02

MS17983 NOT 1 Compass, Magnetic, Pilot's Standby NAVAIR 1999-08 1999-08 A-4 AS17983 1999-07

MS18013 Indicator, Humidity, Plug, Color Change NAVAIR 1999-08 1999-08 AGE-2 AS18013 1999-07
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MS18121G Ferrule, Outer, Insulated, Shield Terminating, 
Type II Two Piece, Class I, for Shielded Cable

NAVAIR 1999-09 1999-09 Aero 
Council

AS18121 1999-07

MS18029 Cover Assembly, Electrical, for MS27212 
Terminal Board Assembly

NAVAIR AE-8 AS18029 2004-06

MS20218B Bearing, Ball, Anti-Friction, Airframe NAVAIR 1998-08 1998-08 ACBG AS20218 1998-07 REV

MS20253E NOT 2 Pin, Hinge DLA-IS 2000-08 E-25 AS20253 2000-08
MS20659K Terminal, Lug, Crimp Style, Copper, Uninsulated, 

Ring Tongue, Type I, Class I, For 175 °C Total 
Conductor Temperature

AS 2004-08 2004-08 1998-09 AE-8C2 AS20659 1998-07 A 1999-11

MS21004D  Not 1 Terminal, Lug, Uninsulated, Rectangular Tongue, 
Crimp Style, Copper, Type I, Class I for 175°C 
Total Conductor Temperature

AS 2004-08 2004-08 YES AE-8 AS21004 2002-02

MS21150D Bearing, Ball, Rod End, Double Row, Precision, 
Solid Shank, Self-Aligning, Airframe, Type I, -65° 
to 300 °F

DISC 1997-10 ACBG AS21150 1997-10 B 1998-04

MS21151 Bearing, Ball, Rod End, Double Row, Precision, 
External Thread, Self-Aligning, Airframe, Type II, -
65° to 300 °F

DISC 1997-09 ACBG AS21151 1997-10 B 1998-04

MS21152 Bearing, Ball, Rod End, Double Row, Precision, 
Hollow Shank, Self-Aligning, Airframe, Type III, -
65° to 300 °F

DISC 1997-09 ACBG AS21152 1997-10 B 1998-04

MS21153 Bearing, Ball, Rod End, Double Row, Precision, 
Internal Thread, Self-Aligning, Airframe, Type IV, -
65° to 300 °F

DISC 1997-09 ACBG AS21153 1997-10 B 1998-04

MS21154F Bearing, Plain, Self-Aligning, Grooved Outer Ring NAVAIR 1998-09 1998-09 ACBG AS21154 1998-05 REV

MS21155B NOT 1 Bearing, Plain, Self Aligning NAVAIR 1999-08 1999-08 ACBG AS21155 1999-08 REV

MS21220D Bearing, Roller, Rod End, Internal Thread, Self-
Aligning, Anti-Friction, Airframe, Heavy Duty, 
Type II, -67° to 350 °F, Sealed

NAVAIR 1998-08 1998-08 ACBG AS21220 1998-05 REV

MS21221D Bearing, Roller, Rod End, External Thread, Self-
Aligning, Anti-Friction, Airframe, Heavy Duty, 
Type I, -67° to 350 °F, Sealed

NAVAIR 1998-08 1998-08 ACBG AS21221 1998-05 REV

MS21223D Bearing, Roller, Rod End, External Thread, Self-
Aligning, Anti-Friction, Airframe, Heavy Duty, 
Type I, -67° to 350 °F, Sealed

NAVAIR 1998-08 1998-08 ACBG AS21223 1998-05 REV

MS21230B NOT 1 Bearing, Plain, Self - Aligning, Grooved Outer 
Ring TFE Lined, Wide

NAVAIR 1999-05 1999-05 ACBG AS21230 1998-07

MS21231B NOT 1 Bearing, Plain, Self-Aligning, TFE Lined, Wide NAVAIR 1999-05 1999-05 ACBG AS21231 1998-07
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MS21232A NOT 1 Bearing, Plain, Self-Aligning, Grooved Outer 
Ring, TFE Lined, Narrow

NAVAIR 1999-05 1999-05 ACBG AS21232 1998-07

MS21233B NOT 1 Bearing, Plain, Self-Aligning, TFE Lined, Narrow NAVAIR 1999-05 1999-05 ACBG AS21233 1998-07

MS21234 NOT 1 Fitting, Tiedown, Cargo Ring (5,000 lb) and Seat 
Stud, Type I

NAVAIR 1999-09 1999-09 AGE-2 AS21234 1999-06

MS21235 NOT 1 Fitting, Tiedown, Cargo Ring (10,000 lb) and Seat 
Stud, Type II

NAVAIR 1999-09 1999-09 AGE-2 AS21235 1999-06

MS21236 NOT 1 Ring, Cargo Tiedown (10,000 lb), Type III NAVAIR 1999-09 1999-09 AGE-2 AS21236 1999-06

MS21237 NOT 1 Ring, Cargo Tiedown (25,000 lb), Type IV NAVAIR 1999-09 1999-09 AGE-2 AS21237 1999-06

MS21378 Plugs and Cable Assemblies, External Power, 
Aircraft, 230/400 Volt, 400 Hertz

NAVAIR AE-8A AS21378 2004-04

MS21428C Bearing, Ball, Airframe, Anti-Friction, Extra Light 
Duty, Precision

NAVAIR 1998-07 1998-07 ACBG AS21428 1998-04 B 2002-06 REVISE

MS21429B Bearing, Roller, Antifriction, Rod End, External 
Thread, Self-Aligning, Air Frame  -67F to 360 F 
Type 1, Heavy Duty, Sealed

AS ACBG AS1429 2002-03

MS21431A Bearing, Roller, Self-Aligning Single Row Anti-
Friction, Sealed -65 To +350 °F, Type I

NAVAIR 1999-04 1999-04 ACBG AS21431 1998-07

MS21438B Bearing, Roller, Needle, Single Row, Heavy Duty, 
Track Roller, Sealed, Type V, Antifriction, Inch

NAVAIR 1999-04 1999-04 ACBGREB AS21438 1998-07 REV

MS21439B Bearing, Roller, Needle, Double Row, Heavy 
Duty, Track Roller, Sealed, Type VI, Inch

NAVAIR ACBGREB AS21439 1998-07 REV

MS21440B Bearing, Roller, Needle, Track Roller, Integral 
Stud, Sealed, Type VIII, Antifriction, Inch

AS 2002-09 2002-09 ACBGREB AS21440 2002-02 REV

MS21441B Bearing, Roller, Needle, Track Roller, Integral 
Heavy Stud, Type IX, Antifriction, Inch

NAVAIR 1999-11 1999-11 ACBGREB AS21441 1999-07 A 1999-12

MS21442B Bearing, Roller, Needle, Track Roller, Sealed, 
Type X, Antifriction, Inch

NAVAIR ACBGREB AS21442 1999-09 REV

MS21443B Bearing, Ball, Airframe, Anti-Friction, Pulley NAVAIR 1998-07 1998-07 ACBGREB AS21443 1998-04

MS21446A Bearing, Roller, Self-Aligning Single Row, Barrel 
Roller, Torque Tube, Airframe, Antifriction, Sealed 
Type V

NAVAIR 2000-01 2000-01 ACBG AS21446 1999-09 CANCEL

MS21447A Bearing, Roller, Needle, Track Roller Crown 
Radiused O.D. Integral Stud, Type VII Antifriction, 
Inch

NAVAIR 1999-04 1999-04 ACBG AS21447 1998-07 REV

MS21900E Adapter, Flareless Tube to a Flared Tube NAVAIR 1998-07 2000-05 G-3/G-3B AS21900 1998-03 B 2003-06
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MS21902F NOT 1 Union, Flareless Tube NAVAIR 1998-07 2000-05 G-3/G-3B AS21902 1998-03 B 2003-03

MS21904F Elbow, Flareless Tube, 90° NAVAIR 1998-07 2000-05 G-3/G-3B AS21904 1998-03 B 2003-06

MS21905F Tee, Flareless Tube NAVAIR 1998-07 2000-05 G-3/G-3B AS21905 1998-03 B 1003-06

MS21906E NOT 1 Cross, Flareless Tube NAVAIR 1998-07 2000-05 G-3/G-3B AS21906 1998-03 B 2003-06

MS21907G Elbow, Bulkhead Universal, 45°, Flareless Tube NAVAIR 1998-07 2000-05 G-3/G-3B AS21907 1998-03 B 2003-06

MS21908F NOT 1 Elbow, Bulkhead Universal, 90°, Flareless Tube NAVAIR 1998-07 2000-05 G-3/G-3B AS21908 1998-03 B 2003-06

MS21909G Tee, Bulkhead And Universal, Flareless Tube NAVAIR 1998-07 2000-05 G-3/G-3B AS21909 1998-03 B 2003-06

MS21910F NOT 1 Tee, Bulkhead, Flareless Tube, Internal Thread 
On Side

NAVAIR 1998-07 2000-05 G-3/G-3B AS21910 1998-03 B 2003-06

MS21911H NOT 1 Tee, Bulkhead, Flareless Tube, Internal Thread 
On Run

NAVAIR 1998-07 2000-05 G-3/G-3B AS21911 1998-03 B 2003-06

MS21912G Tee, Flareless Tube With Bulkhead On Run NAVAIR 1998-07 2000-05 G-3/G-3B AS21912 1998-03 B 2003-06

MS21913E NOT 1 Plug, Flareless Tube NAVAIR 1998-07 2000-05 G-3/G-3B AS21913 1998-03 B 2003-06

MS21914M Cap, Pressure Seal, Flareless Tube Fitting NAVAIR 1998-07 2000-05 G-3/G-3B AS21914 1998-03 B 2003-06

MS21915F Adapter, Straight, Tube To Boss NAVAIR 1998-07 2000-05 G-3/G-3B AS21915 1998-03 B 2003-06

MS21916G Reducer, External Thread, Flareless Tube NAVAIR 1998-07 2000-05 G-3/G-3B AS21916 1998-03 B 2003-06

MS21921H NOT 1 Nut, Sleeve Coupling, Flareless NAVAIR 2000-01 2000-01 G-3 AS21921 1998-08 A 2003-06

MS21922F Sleeve, Coupling, Flareless NAVAIR 1998-08 2000-05 G-3 AS21922 1998-08 A 2003-06

MS21923C NOT 1 Adapter, Flareless Tube, Bulkhead And Universal 
To Flared Tube

NAVAIR 1998-08 2000-05 G-3/G-3B AS21923 1998-08 A 2001-03

MS21924C Union, Flareless Tube, Bulkhead And Universal NAVAIR 1998-08 2000-05 G-3/G-3B AS21924 1998-08 B 2001-06

MS21925B NOT 1 Elbow, 90° Universal, Flareless Tube, High Profile NAVAIR 1998-08 2000-05 G-3/G-3B AS21925 1998-07 B 2001-06

MS21926C Elbow, 90° Universal, Flareless Tube, Low Profile NAVAIR 1998-07 2000-05 G-3 AS21926 1998-07 A 2003-06

MS21935C Fitting End, Bolt Cluster Fitting, Double Port, 
Through, Flareless

NAVAIR 1999-09 1999-09 G-3 AS21935 1999-07
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MS21937B NOT 1 Nut, Cluster Fitting, Retainer (Asg) NAVAIR 1998-08 2000-05 G-3 AS21937 1998-08

MS21938D Bolt, Cluster Fitting, Single Port Flareless NAVAIR 1998-07 1999-09 G-3 AS21938 1998-05

MS21939D Bolt, Cluster Fitting, Single Port, Through, 
Flareless

AS 2000-09 2000-09 G-3 AS21939 2000-09

MS21940D Bolt, Cluster Fitting, Double Port, Flareless AS 2000-09 2000-09 G-3 AS21940 2000-09

MS21941D Bolt, Cluster Fitting, Double Port, Through, 
Flareless

AS 2000-09 2000-09 G-3 AS21941 2000-09

MS21942D Body, Cluster Fitting, One Way, Flareless NAVAIR 1998-08 2000-05 G-3 AS21942 1998-08

MS21943C Body, Cluster Fitting, Two Way, 90°, Flareless NAVAIR 2000-09 2000-09 G-3 AS21943 1999-07

MS21944C Bolt, Cluster Fitting, Two Way, 180°, Flareless AS G-3 AS21944 2000-09

MS21945C Body, Cluster Fitting, Three-Way, Flareless NAVAIR 1998-07 1999-08 G-3 AS21945 1998-05

MS21949A Bolt-Cluster Fitting Single Port-Flare NAVAIR G-3 AS21949 1999-07
MS21984 Circuit Breaker-Aircraft, Trip-Free Push-Pull, 3-

Phase, 5 thru 60 Amp., Type I
NAVAIR YES AE-8 AS21984 2004-06

MS22073M Circuit Breaker, Trip-Free, Push-Pull, 1/2 Thru 20 
Amp, Type I

NAVAIR AE-8B1 AS22073 1999-07

MS22074 Circuit Breaker, Recycling, Trip-Free, Push-Pull, 
1/2 thru 5 Ampere, Type 1

NAVAIR YES AE-8 AS22074 2004-06

MS23003 Gages, Inspection For MS23002 Crimping Dies 
(For Use With MS25036 Insulated Terminals

NAVAIR 1998-09 1998-09 AE-8C2 AS23003 1998-08

MS24000F Fuse Holder, Block-Type, 1 -, 2 -, and 3 - Pole, 1-
To 30-Ampere, Aircraft

NAVAIR 1999-09 1999-09 AE-8B1 AS24000 1999-07

MS24001F Fuse Holder, Block-Type, 1 -, 2 -, 3-Pole, 35- to 
60-Ampere, Aircraft

NAVAIR 1999-09 1999-09 AE-8B1 AS24001 1999-07

MS24122 Wiring Harness - External Power, 115 Volt AC, 
Single Phase

NAVAIR AE-8A AS24122 2004-04

MS24208 Cable and Plug Assembly, External Power 
115/200 Volts 3 Phase, Single Point Refueling

NAVAIR AE-8A AS24208 2004-04

MS24333F Coupling Assembly, Hydraulic, Self-Sealing, 
Quick Disconnect, Flared Fitting To Internal 
Thread Boss

NAVAIR 1998-08 G-3 AS24333 1998-08 A 2001-08 REV

MS24334E Coupling Assembly, Hydraulic, Self-Sealing, 
Flareless Fitting To Internal Thread Boss

NAVAIR 1998-09 G-3 AS24334 1998-08 A 2001-08 REV
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MS24388H NOT 1 Tee, Flared Tube, Internal Thread On Side, 
Precision Type

DSCC G-3 AS1031 1993-05

MS24389F NOT 1 Tee, Tube, Internal Thread On Run, Precision 
Type

DSCC G-3 AS1032 1993-05

MS24390F NOT 1 Tee, Flared Tube With Bulkhead On Run, 
Precision Type

DSCC G-3 AS1033 1994-01 2003-08

MS24393F Nipple, Tube, 3/8 Bulkhead, Precision Type DSCC G-3 AS1037 1996-11
MS24394 Elbow, Tube, Bulkhead, 90 Precision Type DSCC G-3 AS1038 1994-01
MS24395G NOT 1 Tee, Tube, Bulkhead, Precision Type DSCC G-3 AS1039 1994-01
MS24396E NOT 1 Elbow, Tube, Bulkhead, 45°, Precision Type DSCC G-3 AS1040 1993-05 D 2001-01
MS24401D Elbow, Tube, 90°, Precision Type DSCC G-3 AS1034 1993-01
MS24402D NOT 1 Tee, Tube, Precision Type DSCC G-3 AS1035 1993-05
MS24403E NOT 1 Cross, Tube, Precision Type DSCC G-3 AS1036 1994-02
MS24405D Adapter, Flareless Tube To Flared Tube Precision 

Type
NAVAIR 1999-08 1999-08 G-3 AS24405 1999-07

MS24461H Bearing, Roller, Needle, Single Row, Heavy Duty, 
Type I, Antifriction, Inch

NAVAIR 2002-09 2002-09 ACBG AS24461 1998-04 B 1999-12 REV

MS24462H Bearing, Roller, Needle-Single Row, Thin Shell, 
Type II, Antifriction

AS 2002-09 2002-09 ACBG AS24462 2002-02 REV

MS24463H Bearing, Roller, Needle-Single Row, Heavy Duty, 
Self-Aligning, Type III, Antifriction, Inch

NAVAIR 1998-07 1998-07 ACBG AS24463 1998-04 A 1998-11 REV

MS24464H Bearing, Roller, Needle-Double Row, Heavy Duty, 
Self-Aligning, Type IV, Antifriction, Inch

NAVAIR 1998-07 1998-07 ACBG AS24464 1998-04 REVISE

MS24509K Circuit Breaker - Aircraft, Trip-Free, Toggle, 5 
Thru 15 AMP, Type I

NAVAIR 1999-09 1999-09 AE-8B1 AS24509 1999-07

MS24510K Circuit Breaker - Aircraft, Trip-Free, Push-Pull, 5 
Thru 15 AMP, Type I

NAVAIR 1999-09 1999-09 AE-8B1 AS24510 1999-07

MS24563F Coupling Flangers, V-Band, Profile Dimensions 
For

AS 1999-04 1999-04 G-3 AS24563 1998-11 B 2005-08

MS24585 Spring, Helical, Extension: For Loads Below 20 
Pounds

DLA-IS 2002-03 2002-03 E-25 AS24585 2001-10 A 2002-09

MS24586 (1 & 2) Spring, Helical, Extension: For Loads Below 30 
Pounds

DLA-IS 2002-03 2002-03 E-25 AS24586 2001-10 B 2003-06

MS24651C Elbow, Tube - 90°, Bulkhead, Flareless Tube, 
Universal To Flared Tube

NAVAIR 1999-08 1999-08 G-3 AS24651 1999-07

MS24652B Elbow, Tube - 90°, Bulkhead, Flared Tube, 
Universal To Flareless Tube

NAVAIR 1999-08 1999-08 G-3 AS24652 1999-07

MS24654C Elbow, Tube - 45°, Bulkhead, Flareless Tube 
Universal to Flared Tube

NAVAIR 1999-08 1999-08 G-3 AS24654 1999-07

MS25018 Connector, Receptacle Esternal Electric Power, 
Aircraft, 28 Volt DC, Jet Starting

NAVAIR AE-8C1 AS25018 REV
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MS25019G NOT 1 Cable Assembly, External Electric Power, Aircraft, 
28 Volt DC, Jet Starting

NAVAIR 1999-09 1999-09 AE-8F AS25019 1999-07

MS25027F Light Assembly, Cockpit, Fixed NAVAIR 1999-09 1999-09 A-20A AS25027 1999-07

MS25036P Terminal, Lug, Crimp Style, Copper, Insulated, 
Ring Tongue, Bell Mouthed, Type II, Class I (For 
105 °C Tdtal Conductor Temperature)

AS 1998-09 2004-08 1998-09 AE-8C2 AS25036 1998-07

MS25042 (MIL-DTL-
5015)

Cover, Electrical Connector: Plug, AN Type NAVAIR AE-8 AS25042 2004-06

MS25043 (MIL-DTL-
5015)

Cover, Electrical Connector, Receptacle, AN Type NAVAIR AE-8 AS25043 2004-06

MS25064B Conduit, Flexible, Radio Frequency Shielding NAVAIR AE-4 AS25064 1999-07
MS25065 Ferrule, Flexible Conduit, Radio Frequency 

Shielding
NAVAIR AE-8A AS25065 2004-04

MS25067 Conduit Assembly, Flexible, Radio Frequency 
Shielding

NAVAIR AE-8A AS25067 2004-04

MS25183 (MIL-DTL-
5015)

Connector, Plug, Electric, Potting Seal, Solder 
Contact, AN Type

YES AE-8 AS25183 2004-06

MS25226D Link, Terminal, Connecting NAVAIR 1998-08 1998-08 AE-8C2 AS25226 1998-08

MS25244 (MIL-
C_5809)

Circuit Breaker, Trip-Free, Push-Pull, 5 thru 50 
Amp, Type I

NAVAIR AE-8 AS25244 2004-06

MS25274 Cap, Electrical (Wire End, Crimp Style, Type Ii, 
Class 1) for  105Mdc Total Conductor 
T t

AS 2004-08 2004-08 AE-8D AS25274 2001-08

MS25281K NOT 1 Clamp, Loop, Plastic, Wire Support NAVAIR 1999-10 1999-10 E-25 AS25281 1998-07 A 2005-01

MS25337 (MIL-C-
5809)

Circuit Breaker, Aircraft, Trip-Free Toggle, 5 - 50 
Amp 

NAVAIR YES AE-8 AS25337 2004-06

MS25361 (MIL-C-
5809)

Circuit Breaker - Aircraft, Trip-Free, Push-Pull, 50 
thru 100 Amp, Type I

NAVAIR AE-8 AS25361 2004-06

MS25435A Terminal-Lug, Crimp Style, Straight Type, For 
Aluminum Aircraft Wire, Class 1

NAVAIR AE-8C2 AS25435 2000-03

MS25436A Terminal-Lug, Crimp Style, 90° Upright Type, For 
Aluminum Aircraft Wire, Class 1

NAVAIR AE-8C2 AS25436 2000-03

MS25438A Terminal-Lug, Crimp Style, Right Angle Type, for 
Aluminum Aircraft Wire, Class 1

NAVAIR AE-8 AS25438 2002-02

MS25439A Splice-Permanent Crimp Style, 2 Way Type For 
Aluminum Aircraft Wire, Class 1

NAVAIR AE-8C2 AS25439 2000-03

MS25442 Dies, for Ms25441, Hydraulic Crimping, Tool (For 
Use With  Aluminum Wire Terminals)

NAVAIR AE-8C2 AS25442 2002-02
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MS25486 Connector, Plug, Attachable, External Electric 
Power, Aircraft, 115/200 Volt, 400 Hertz

NAVAIR AE-8C1 AS25486 2004-04

MS25487 Connector, Plug, Attachable External Electric 
Power, Aircraft, 28 Volt DC, Jet Starting

NAVAIR AE-8C1 AS25487 2004-04

MS25488 Connector, Plug, Attachable External Electric 
Power, Aircraft, 28 Volt DC, Operating Power

NAVAIR AE-8C1 AS25488 2004-04

MS25472C Gage, In-Service-Inspection, For use with 
MS25442 Crimping Dies (Foruse with Aluminum 
Wire Terminals)

DLA-CC AE-8 AS25472 2002-02

MS2548C NOT 1 Cable Assemblies, Electric Power, For Portable 
Ground Support Test Equipment

NAVAIR AE-8 AS25481 1997-08

MS26574 (MIL-C-
5809)

Circuit Breaker - Trip-Free, Push-Pull, 1/2 - 20 
Amp, Type I

NAVAIR AE-8 AS26574 2004-06

MS27194 (USAF) Seal, Plain, Rubber, (-65 to +160°F Fuel 
Resistant), Mold In Groove

DLA-IS 2001-03 2001-03 A-6/A-6C AS27194 2001-03

MS27195 (USAF) Seal, Plain, Rubber, Synthetic Oil Resistant, (-65 
to +275°F), Mold In Groove

DLA-IS 2001-03 2001-03 A-6/A-6C AS27195 2001-03

MS27196B Gasket, Rubber, Fluid Resistant, Oils, Synthetic 
Oils and Fuels, (-65 to +400°F), Molds in Groove 

DLA-IS 2001-03 2001-03 A-6/A-6C AS27196 2001-03 REVISE

MS27197B Seal, Plain, Rubber, (Hot Air Resistant 400°F), 
Mold In Groove

DLA-IS 2001-03 2001-03 A-6/A-6C AS27197 2001-03 REVISE

MS27198B Gasket, Rubber, (-65 to +350°F Fuel Resistant), 
Molds in Groove 

DLA-IS 2001-03 2001-03 A-6/A-6C AS27198 2001-03 REVISE

MS27212P Terminal Board Assembly, Molded-In-Stud, 
Electric

NAVAIR 1998-08 1998-08 AE-8C2 AS27212 1998-08

MS27429F Splice, Conductor, Disconnect, Crimp Style, 
Copper, Insulated Barrel, Type II, Class 1 for 
105°C Total Conductor Temperature

AS 2004-08 2004-08 AE-8C2 AS27429 2000-03

MS27488 (MIL-DTL-
5015)

Plug, End Seal, Electrical Connector NAVAIR AE-8 AS27488 2004-06

MS27640F Bearing, Ball, Airframe, Anti-Friction, Heavy Duty NAVAIR 1998-07 1998-07 ACBG AS27640 1998-04 A 1998-11

MS27641F Bearing, Ball, Airframe, Anti-Friction, Intermediate 
Duty

NAVAIR 1998-07 1998-07 ACBG AS27641 1998-04 A 1998-11

MS27642F Bearing, Ball, Airframe, Extra Light Duty NAVAIR 1998-07 1998-07 ACBG AS27642 1998-04 A 1998-12

MS27643F Bearing, Ball, Airframe, Anti-Friction, Self-
Aligning, Double Row, Heavy Duty

NAVAIR 1998-07 1998-07 ACBG AS27643 1998-04 A 1998-11

MS27644D Bearing, Ball, Airframe, Anti-Friction, Double Row, 
Heavy Duty

NAVAIR 1998-07 1998-07 ACBG AS27644 1998-04 A 1998-11

MS27645D Bearing, Ball, Airframe, Anti-Friction, Self-
Aligning, Light and Heavy Duty

NAVAIR 1998-07 1998-07 ACBG AS27645 1998-04 A 1998-12
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MS27646F Bearing, Ball, Airframe, Anti-Friction, Extra Light 
Duty

NAVAIR 1998-07 1998-07 ACBG AS27646 1998-04 A 1998-11

MS27647E Bearing, Ball, Airframe, Anti-Friction, Extra Wide, 
Double Row, Intermediate Duty

NAVAIR 1998-07 1998-07 ACBG AS27647 1998-04 A 1998-12

MS27648E Bearing, Ball, Airframe, Anti-Friction, External Self 
Aligning, Extra Light Duty

NAVAIR 1998-07 1998-07 ACBG AS27648 1998-04 A 1998-11

MS27649D Bearing, Ball, Airframe, Antifriction, Intermediate 
Duty

NAVAIR 1998-07 1998-07 ACBG AS27649 1998-04 A 1998-11

MS27683C Drums, Metal - Shipping and Storage 16 to 80 
Gallons

DLA-IS   EG-1/EG-
1D

AS27683 2001-03   

MS27683C NOT 1 Drums, Metal - Shipping and Storage 16 to 80 
Gallons

DLA-IS EG-1/EG-
1D

AS27683 2001-03

MS27684C NOT 1 Drums, Metal - Shipping and Storage 3 to 12 
Gallons

DLA-IS   EG-1/EG-
1D

AS27684 2001-03   

MS28772B Packing, Preformed, ("D Ring, Shock Strut) DLA-IS 2001-03 2001-03 A-6/A-6C AS28772 2001-03

MS28778C Pakcing, Preformed, Straight Thread Tube Fitting 
Boss

DLA-IS 2001-03 2001-03 A-6/A-6C AS28778 2001-03

MS28889L NOT 1 Valve, Air, High Pressure Charging, 5000 psi AF-11 1995-12 A-6 AS28889 1999-03

MS28912E Bearing, Roller, Self-Aligning, Single Row 
Airframe, Anti-Friction, Sealed, Type I

NAVAIR 1998-09 1998-09 ACBG AS28912 1998-06 B 2004/08 Cancel

MS28913D Bearing, Roller, Self-Aligning, Double Row 
Airframe, Anti-Friction, Sealed, Type II

NAVAIR 1998-09 1998-09 ACBG AS28913 1998-06 A 1999-07

MS28914D Bearing, Roller, Self-Aligning, Double Row 
Airframe, Anti-Friction, Sealed, Type III

NAVAIR 1998-09 1998-09 ACBG AS28914 1998-06 A 1999-07

MS28915D Bearing, Roller, Self-Aligning, Double Row Torque
Tube, Airframe, Anti-Friction, Sealed, Type IV

NAVAIR 1998-09 1998-09 ACBG AS28915 1998-06 A 1999-07 REVISE

MS28937C Fuse, Limiter Type, Enclosed Link, 5-60 Amp, 
Aircraft

NAVAIR   AE-8 AS28937 2002-02   

MS28938B Fuse, Limiter Type, Enclosed Link, Intermediate 
Rating, Aircraft

NAVAIR   AE-8 AS28938 2002-02   

MS29512C Packing, Preformed, Hydrocarbon Fuel Resistant, 
Tube Fitting, "O" Ring

DLA-IS 2001-03 2001-03 A-6/A-6C AS29512 2001-03

MS29513C Packing, Preformed, Hydrocarbon Fuel Resistant, 
"O" Ring

DLA-IS 2001-03 2001-03 A-6/A-6C AS29513 2001-03

MS29523A Hook, Filler Cap Chain NAVAIR 1998-09 1998-09 AGE-2 AS29523 1998-08

MS29561A Packing, Preformed, "O" Ring, Synthetic 
Lubricant Resistant

DLA-IS 2001-03 2001-03 A-6/A-6C AS29561 2001-03

MS3100 (MIL-DTL-
5015)

Connector, Receptacle, Electric, Wall Mounting, 
Solder Contacts, AN Type

NAVAIR YES AE-8C1 AS31001 2004-06



Mil-number Title PA Coordinate SAE 
Adopted 
by DOD

PA 
Cancel

PA 
Inactive

SAE Cmte SAE No Published Rev Rev Date SAE 
Canc/Noncur

SAE Work in 
Progress

Military Specification Conversion             As of April 1, 2006 

The information contained in this report should not be relied upon as being the most current.  For the most up-to-date information, please go to our SAE Website.  http://www.sae.org/jsp/jsps/advancesearch.jsp

MS3101D (MIL-DTL-
5015)

Connector, Plug, Electric, Cable Connecting, 
Solder Contacts, AN Type

NAVAIR YES AE-8C1 AS31011 2004-06

MS3102 (MIL-DTL-
5015)

Connector, Receptacle, Electric Box Mounting, 
Solder Contacts, AN Type 

NAVAIR YES AE-8C1 AS31021 2004/06

MS3103 (MIL-DTL-
5015)

Connector, Receptacle, Electric, Potting Seal, 
Solder Contacts, AN Type

NAVAIR YES AE-8C1 AS31031 2004-06

MS3105 (MIL-DTL-
5015)

Connector, Receptacle, Electric, Dummy Stowage NAVAIR YES AE-8C1 AS31051 2004-06

MS3106 (MIL-DTL-
5015)

Connector, Plug, Electric, Straight, Solder 
Contacts, AN Type

NAVAIR YES AE-8C1 AS31061 2004-06

MS3107 (MIL-DTL-
5015)

Connector Plug, Electric, Quick Disconnect NAVAIR YES AE-8C1 AS31071 2004-06

MS3018 (MIL-DTL-
5015)

Connectors, Plug, Electric, Solder Contact, 90 °, 
AN Type

NAVAIR YES AE-8C1 AS31081 2004-06

MS3109E NOT 1 Boots, Heat-Shrinkable, Strain-Relief, Right Angle NAVAIR 1997-12 1997-12 AE-8C1 AS31091 1997-10 A 1998-01

MS3117E NOT 1 Boots, Heat-Shrinkable, Strain-Relief, Right Angle NAVAIR 1997-12 1997-12 AE-8C1 AS31171 1997-10 A 1998-01

MS3130 (MIL-C-
81703)

Connector, Receptacle, Electric, Solder Type, 
Wall Mtg. Flange, Push-Pull Coupling, Series 1 
(Class E, P and J)

NAVAIR YES AE-8C1 AS31301 2004-06

MS3132 (MIL-C-
81703)

Connector, Receptacle, Electric, Solder Type, 
Box Mounting Flange, Push-Pull Coupling, Series 
1 (Class E and H)

NAVAIR YES AE-8C1 AS31321 2004-06

MS3134 (MIL-C-
81703)

Connector, Receptacle, Electric, Solder Type, 
Jam Nut Mounting, Push-Pull, Coupling, Series 1 
(Class E, P, J and H)

NAVAIR YES AE-8C1 AS31341 2004-06

MS3135 (MIL-C-
81703)

Connector, Receptacle, Electric, Dummy, 
Stowage, Wall Mounting Flange, Push-Pull 
Coupling (Series 1 and 2 Connectors)

NAVAIR YES AE-8C1 AS31351 2004-06

MS3137E NOT 1 Connector, Plug, Electric, Solder Type, Push-Pull 
Coupling Series I (Class E, P And J)

NAVAIR 1998-06 AE-8C1 AS31371 1997-10 A 1998-01

MS3138 (MIL-C-
81703)

Connector, Plug, Electric, Solder Type Lanyard, 
Push-Pull Coupling, Series I (Class E, P, and J)

NAVAIR YES AE-8C1 AS31381 2004-06

MS3140 (MIL-C-
81703)

Connector, Receptacle, Electric, Crimp Type, 
Wall Mounting Flange, Push-Pull, Coupling, 
Series 2 (Class E and J)

NAVAIR YES AE-8C1 AS31401 2004-06

MS3144 (MIL-C-
81703)

Connector, Receptacle, Electric, Crimp Type, 
Jam Nut Mounting, Push-Pull, Coupling, Series 2 
(Class E and J)

NAVAIR YES AE-8C1 AS31441 2004-06
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MS3146 (MIL-C-
81703)

Connector, Receptacle, Electric, Hermetic, Crimp 
Type, Solder Mounting, Push-Pull Coupling, 
Series 3 (Class N)

NAVAIR YES AE-8C1 AS31461 2004-06

MS3147 (MIL-C-
81703)

Connector, Plug, Electric, Crimp Type, Pus-Pull 
Coupling, Series 2 (Class E and J)

NAVAIR YES AE-8C1 AS31471 2004-06

MS3148 (MIL-C-
81703)

Connector, Plug, Electric, Crimp Type, Lanyard, 
Push-Pull Coupling, Series 2 (Class E and J)

NAVAIR YES AE-8C1 AS31481 2004-06

MS3149 (MIL-C-
81703)

Connector, Receptacle, Electric, Hermetic, Crimp 
Type, Single Hole Mounting, Push-Pull Coupling, 
Series 3 (Class N)

NAVAIR YES AE-8C1 AS31491 2004-06

MS3155 (MIL-DTL-
5015)

Connector, Electric, Rear Accessory Design 
Standard

NAVAIR YES AE-8C1 AS31551 2004-06

MS3182 MIL-C-
81703)

Cover, Protective, Electronic Connector, Plug, 
Push-Pull Coupling

NAVAIR YES AE-8C1 AS31821 2004-06

MS3197G Gage Pin For Socket Contact Engagement Test NAVAIR 1997-12 1997-12 AE-8C1 AS31971 1997-10

MS3320N NOT 1 Circuit Breaker-Aircraft, Trip-Free, Push Pull, 1/2 
Thru 20 Amps, Type I -55 Thru +121 °C

NAVAIR 1999-08 1999-08 AE-8B1 AS33201 1999-04 REV

MS3339 (AS) (MIL-S-
23190)

Plate, Mounting, Plastic for Use with MS3367 
Plastic Tiedown Straps

NAVAIR YES AE-8C2 AS33391 2004-04

MS3340 (AS) (MIL-S-
23190)

Bulkhead Bracket for Use with MS3367 Plastic 
Tiedown Straps

NAVAIR YES AE-8C2 AS33401 2004-04

MS3341 (AS) (MIL-S-
23190)

Bracket, Mounting, Plastic for Use with MS3367 
Plastic Tiedown Straps

NAVAIR YES AE-8C2 AS33411 2004-04

MS3348E Contact Bushing, Electric, Wire Barrel NAVAIR 1999-01 1999-01 AE-8C1 AS33481 1997-09
MS33514G Fitting End, Standard Dimensions For Flareless 

Tube Connection And Gasket Seal
NAVAIR 1998-08 1998-08 G-3 AS33514 1998-08

MS33515J Fitting End, Standard Dimensions For Bulkhead 
Flareless Tube Connections

NAVAIR 2000-01 2000-01 G-3 AS33515 1998-08

MS33530 Tolerance-Welded Carbon And Alloy Steel Tubing NAVAIR 1984-07 1997-06 NAVAIR (AMS2253) 1983-01 E 1998

MS33531A Tolerance, Welded Corrosion-Resistant Steel 
Tubing

NAVAIR 1990-02 1997-07 NAVAIR (AMS2243) 1990-01 G 2000

MS33559E Adapter, Aircraft, Jacking Point, Design And 
Installation Of

NAVAIR 1999-11 1999-11 AGE-2 AS33559 1998-05

MS33566B Fittings, Installation of Flareless Tube, Straight-
Threaded Connectors

AS 1998-01 1998-01 G-3 AS33566 2000-09

MS33583C Tubing End Double Flare, Standard Dimensions 
For

NAVAIR 1998-01 1998-01 G-3 AS33583 1997-12

MS33601B  NOT 1 Track and Stud Fitting for Cargo Transport 
Aircraft, Standard Dimensions For

AS   1997-07 AGE-
2/AGE-2A

AS33601 2001-03
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MS33611A Tube Bend Radii NAVAIR 1997-08 1997-08 G-3 AS33611 1997-08

MS33649C Bosses, Fluid Connection, Internal Straight 
Thread

DLA-CC 2000-07 G-3 AS33649 2000-09 A 2005-08

MS33677 Fitting End, Taper Pipe Thread, Standard 
Demensions For

DLA-CC 2001-01 2001-04  AS5201 2000-07

MS3367F Strap, Tiedown, Electrical Components, 
Adjustable, Self Clinching, Plastic, Type I, Class 1

NAVAIR 1998-08 1998-08 AE-8C1 AS33671 1997-09 B 2001-08 REV

MS3368F Strap, Tiedown, Electrical Components, 
Identification, Adjustable, Self Clinching, Plastic, 
Type II, Class 1

NAVAIR 1997-09 1997-09 AE-8A AS33681 1997-08 A 1998-04

MS33698F Insert Arrangements, Electical Connector, Shell 
Size 3

NAVAIR AE-8 AS33698 2002-02

MS33699F Insert Arrangements, Electical Connector, Shell 
Size 7

NAVAIR AE-8 AS33699 2002-02

MS33700F Insert Arrangements, Electical Connector, Shell 
Size 12

NAVAIR AE-8 AS33700 2002-03

MS33701G Insert Arrangements, Electical Connector, Shell 
Size 19

NAVAIR AE-8 AS33701 2002-02

MS33702E Insert Arrangements, Electical Connector, Shell 
Size 27

NAVAIR AE-8 AS33702 2002-02

MS33703F Insert Arrangements, Electical Connector, Shell 
Size 37

NAVAIR AE-8 AS33703 2002-02

MS3373C Strip, Mounting, Nut Insulating, For MS27212 
Terminal Board

NAVAIR 1997-09 1997-09 AE-8C2 AS33731 1997-08

MS3393 Packing, Preformed, Straight Thread Tube Fitting 
Boss, Hydraulic, -65 °F To +275 °F

NAVAIR 1997-08 1997-08 G-3 AS33931 1997-08 A 1998-01

MS3400G NOT 1 Connectors, Receptacle, Electric, Wall Mounting, 
Front Release, Crimp Contact, An Type

NAVAIR 1999-01 1999-01 AE-8C1 AS34001 1997-10 A 1998-01

MS3401 Connectors, Receptacle, Electric Cable 
Connecting, Front Release, Crimp Contact, An 
Type

NAVAIR 1999-01 AE-8C1 AS34011 1998-01

MS3402G Connector, Receptacle, Electric, Box Mounting, 
Front Release, Crimp Contact, An Type With

NAVAIR 1999-01 1999-01 AE-8C1 AS34021 1997-10 A 1998-01

MS3404 Connectors, Receptacle, Electric, Jam Nut 
Mounting, Front Release, Crimp Contact, An 
Type

NAVAIR 1999-01 1996-09 AE-8C1 AS34041 1998-01

MS3406 Connectors, Plug, Electric, Front Release, Crimp 
Contact, An Type

NAVAIR 1999-01 AE-8C1 AS34061 1998-01
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MS3408 (MIL-DTL-
5015)

Connectors, Plug, Electric, 90° Assembly, Crimp 
Contact, AN Type

NAVAIR AE-8C1 AS34081 2004-06

MS3409 (MIL-DTL-
5015)

Connectors, Plug, Electric, 45° Assembly, Crimp 
Contact, AN Type

NAVAIR AE-8C1 AS34091 2004-06

MS3412D NOT 1 Connectors, Receptacle, Electric, Wall Mounting, 
Front Release, Crimp Contact, An Type-With 
Accessory Threads

NAVAIR 1999-01 AE-8C1 AS34121 1997-10 A 1998-01

MS3420 (MIL-DTL-
5015)

Adapter, Cable Clamp to Cable, Bushing, 
Telescoping

NAVAIR YES AE-8C1 AS34201 2004-06

MS3436 (MIL-DTL-
5015)

Connector, Plug, Electric, Solder Contact, Utility NAVAIR YES AE-8C1 AS34361 2004-06

MS3441 (MIL-DTL-
5015)

Connector, Plug, Electric, Utility NAVAIR YES AE-8C1 AS34411 2004-06

MS3445 (MIL-C-
81703)

Connector, Plug, Electric, Crimp Type, Rack and 
Panel, Series 2 (Class E)

NAVAIR YES AE-8C1 AS34451 2004-07

MS3446 Connector, Plug, Electric, Crimp Type, Rack and 
Panel, Series 3 (Class I and E)

NAVAIR 1999-01 AE-8C1 AS34461 1998-01

MS3450E Connector, Receptacle, Electric, Wall Mounting, 
Rear Release, Crimp Contact, An Type

NAVAIR 1999-01 AE-8C1 AS34501 1997-10 A 1998-01

MS3451 Connectors Receptacle, Electric Cable 
Connecting, Rear Release, Crimp Contact, An 
Type

NAVAIR 1999-01 AE-8C1 AS34511 1998-01 REV

MS3452 (MIL-DTL-
5015)

Connector, Receptacle, Electric, Box Mounting, 
Rear Release, Crimp Contact, AN Type with

NAVAIR AE-8C1 AS34521 2004-06

MS3454C NOT 1 Connectors, Receptacle, Electrical, Jam Nut 
Mounting, Rear Release Crimp Contact, An Type

NAVAIR 1999-01 AE-8C1 AS34541 1998-01

MS3456D Connectors, Plug, Electrical, Rear Release, Crimp 
Contact, An Type

NAVAIR AE-8C1 AS34561 1998-07

MS3459D Connector, Plug, Electrical, Self-Locking, 
Coupling Nut, Rear Release, Crimp Contact, An 
Type

NAVAIR 1999-01 AE-8C1 AS34591 1998-01

MS3466 (MIL-C-
81703)

Connector, Receptacle, Electric, Hermetic, Solder 
Type, Box Mounting, Push-Pull Coupling, Series 3 
(Class H)

NAVAIR YES AE-8C1 AS34661 2004-06

MS3467 (MIL-C-
81703)

Connector, Plug, Electric, Crimp Type, Push-Pull 
Coupling, Series 3 (Class L and E)

NAVAIR YES AE-8C1 AS34671 2004-06

MS3480 (MIL-DTL-
5015)

Tool, Connector Assembly; For MIL-C-5015 
Connectors

NAVAIR AE-8C1 AS34801 2004-06

MS3505A Cover for Use With MS90362 External Power 
Receptacle

NAVAIR 1998-06 1998-06 AE-8F AS35051 1998-01
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MS3506C Connector, Receptacle External Electric Power, 
Aircraft, 28 Volt DC Operating Power

NAVAIR 1998-06 1998-06 AE-8F AS35061 1998-01

MS3507 (MIL-DTL-
5015)

Connector, Plug, Electric, Solder Contact, Quick 
Disconnect, Utility

NAVAIR AE-8C1 AS35071 2004-06

MS3509 (MIL-E-
81099

Receptacles, Electric, Aircraft Storage Battery NAVAIR AE-8C1 AS35091 2004-06

MS35769B  NOT 1 Gasket, Metallic, Encased, Annular, Copper DLA-IS 2001-03 2001-03 A-6C2 AS35769 2001-03

MS35867C Connection End, Internal Flare, Refrigeration DSCC 1999-04 1999-04 FCC J513 1936-01 1997-02

MS35868B Connection End, External Pipe Thread, 
Refrigeration

DSCC 1999-04 FCC J513 1936-01 1997-02

MS35869C Adapter, Straight, Male, Refrigeration Pipe to 
Flared Thread

DSCC 1999-04 FCC J513 1936-01 1997-02

MS35870C Adapter, Refrigerant Cylinder, External Flare X 
Straight Pipe, Refrigeration

DSCC 1999-04 FCC J513 1936-01 1997-02

MS35871C Tee, Pipe To Tube, Refrigeration DSCC 1999-04 FCC J513 1936-01 1997-02

MS35872C Flare Nut and Flare Seal Bonnet, Refrigeration DSCC 1999-04 FCC J513 1936-01 1997-02

MS35873C Connection End External Flare, Refrigeration DSCC 1999-04 FCC J513 1936-01 1997-02

MS35919C Adapter, Straight, Pipe to Tube, External Flare to 
Female Solder-Joint, Refrigeration

DSCC 1999-04 FCC J513 1936-01 1997-02

MS35926C Connection End, Internal Pipe Thread, 
Refrigeration

DSCC 1999-04 FCC J513 1936-01 1997-02

MS39155 NOT 1 Adapter, Straight, Pipe to Hose - Male, Reusable DSCC 1998-10 FCCTC SC-
2

J516 1952-01 1994-07

MS49008 Tees, Tube Flare Connections, Refrigeration DLA-CC 1999-03 FCC J513 1936-01 1997-02

MS51989A (2) Stud, Locked In-Ring Locked, Serrated DLA-IS 1999-10 1999-10 E-25 AS51989 1999-04

MS51990B (3) Ring, Lock, Serrated DLA-GS3  YES E-25 AS51990 2001-07 A 2005-12

MS51992B (2) Stud, Locked In-Ring Locked, Serrated, High 
Strength

DLA-IS 1999-10 1999-10 E-25 AS51992 1999-04

MS9025A NOT 1 Clamp - Loop Type Support (Heat Resistant) .265 
Hole

NAVAIR E-25 AS9025 1999-08

MS90328G Cable Assembly External Electric Power, Aircraft 
115/200 Volt, 400 Hertz

NAVAIR AE-8F AS90328 2000-03

MS90347 Cable Assembly, External Electric Power, Aircraft 
28 Volt DC, Operating Power

NAVAIR AE-8A AS90347 2004-04
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MS90362C Connector, Receptacle, External Electric Power, 
Aircraft, 115/200 Volt, 400 Hertz

NAVAIR AE-8 AS90362 2002-02

MS90376E Cap, Dust, Plastic, Electric Connector NAVAIR 2000-06 2000-06 AE-8C2 AS90376 2000-03

MS9047A Pin - Spring, Steel, Phosphate Finish DSCC Aero 
Council

AS9047 1999-07

MS90484 Gasket, Flange Mount, Connector, Electric NAVAIR YES AE-8C1 AS90484 2004-04
MS9058C Ring - Back-Up, Boss Connection, AMS 3652, 

AMS 3656, AMS 3660, AMS 3667
DSCC 1999-06 1999-06 E-25 AS9058 1998-05 A 1998-10

MS9099C Nut - Hex, Boss Connection, Aluminum DLA-IS 2000-10 2000-10 E-25 AS90991 2000-09 B 2003-01

MS9100B (1) Nut - Hex, Boss Connection, Cres DLA-IS 2000-10 2000-10 E-25 AS91001 2000-09 A 2001-10

MS9105B Pin, Straight, Headless, AMS 5688, Lock DLA-IS 1998-09 1998-09 E-25 AS9105 1998-08

MS9110 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, Close Tolerance Shank, AMS 
5731, .190-32 UNJF-3A

DSCC 1999-12 1999-12 E-25 AS91101 1999-12 A 2003-08

MS9111 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, Close Tolerance Shank, AMS 
5731, .250-28 UNJF-3A

DSCC 1999-12 1999-12 E-25 AS91111 1999-12 A 2003-08

MS9112 Bolt, Machine - Double Hexagon Extended 
Washer Head, Close Tolerance Shank, AMS 
5731, .3125-24 UNJF-3A

DLA-IS 1999-05 1999-05 E-25 AS9112 1998-11 A 2003-01 REV

MS9141 Gasket - Metal O-Ring, .035 Tube X .006 Wall, 
Cres

DLA-IS 1998-08 1998-08 E-25 AS9141 1998-05

MS9142A Gasket - Metal O-Ring, .062 Tube X .006 Wall, 
Cres

DLA-IS 1998-12 1998-12 E-25 AS9142 1998-05 A 2001-07 REV

MS9144A Gasket - Type XX Engine Accessory Drive DLA-IS 1999-06 1999-06 E-25 AS9144 1998-11 REV

MS9158A Bolt-Machine, Steel, 12 Point Head, .250-28, 
Black Oxide

DLA-IS 1999-10 1999-10 E-25 AS9158 1999-04

MS9160A Bolt, Machine - Steel, 12 Point Head, .375-24, 
Black Oxide

DSCC 1999-12 1999-12 E-25 AS91601 1999-12 B 2004-05

MS9164B NOT 1 Pin, Straight, Headless, Steel, Oversize DSCC 1999-12 1999-12 E-25 AS91641 1999-12 A 2005-08

MS9169A Bolt-Machine, Steel, Drilled 12 Point Head, .190 
(NO.10)-32, Black Oxide

DSCC 1999-12 1999-12 E-25 AS91691 1999-12 REV

MS9170A Bolt-Machine, Steel, Drilled 12 Point Head, .250-
28, Black Oxide

DSCC 1999-12 1999-12 E-25 AS91701 1999-12 REV

MS9171A NOT 1 Bolt-Machine, Steel, Drilled 12 Point Head, .3125-
24, Black Oxide

DSCC 1999-12 1999-12 E-25 AS91711 1999-12 REV
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MS9172A NOT 1 Bolt-Machine, Steel, Drilled 12 Point Head, .375-
24, Black Oxide

DSCC 1999-12 1999-12 E-25 AS91721 1999-12 REV

MS9176 Not 1 Plug, Expansion-Tapered, AMS 5040 AS E-25 AS91761 2002-02 A 2005-08
MS9200C NOT 1 Nut, Plain, Hex, Boss Connection, Aluminum DLA-IS 2000-10 2000-10 E-25 AS92001 2000-09 A 2001-11

MS9201B NOT 1 Nut, Plain, Hex, Boss Connection, Corrosion 
Resistant Steel

DLA-IS 1999-05 1999-05 E-25 AS9201 1998-11 A 2003-11 REV

MS9202A Gasket - Metal O-Ring, .062 Tube X .010 Wall, 
Cres

DLA-IS 1998-12 1998-12 E-25 AS9202 1998-05 A 2001-07 REV

MS9203A (2) NOT 1 Gasket - Metal O-Ring, .094 Tube X .006 Wall, 
Cres

DLA-IS 1998-12 1998-12 E-25 AS9203 1998-05 A 2001-07

MS9204A (1) Gasket - Metal 0-Ring, .094 Tube X .010 Wall, 
Cres

DSCC 1999-06 1999-06 E-25 AS9204 1998-11 A 2001-07

MS9205A (1) Gasket - Metal 0-Ring, .125 Tube X .010 Wall, 
Cres

DSCC 1999-06 1999-06 E-25 AS9205 1998-11 A 2001-07

MS9207A Screw, Machine - Steel AMS 6304, Diffused 
Nickel - Cadmium Plated, Double Hexagon 
Extended Washer Head, .164-36 UNJF-3A

DSCC E-25 AS9207 1998-01 A 2002-12

MS9208 NOT 1 Bolt, Machine - Steel AMS 6304, Diffused Nickel-
Cadmium Plated, Double Hexagon Extended 
Washer Head, .190-32 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9208 2000-08 A 2002-05

MS9209 NOT 1 Bolt, Machine - Steel AMS 6304, Diffused Nickel-
Cadmium Plated, Double Hexagon Extended 
Washer Head, .250-28 UNJF-3A

DSCC 1999-12 1999-12 E-25 AS9209 1999-12 A 2002-12

MS9210 NOT 1 Bolt, Machine - Steel AMS 6304, Diffused Nickel-
Cadmium Plated, Double Hexagon Extended 
Washer Head, .3125-24 UNJF-3A

DSCC 1999-12 1999-12 E-25 AS9210 1999-12 A 2002-12

MS9212 (1) Bolt, Machine - Stee+D304l AMS 6304, Diffused 
Nickel-Cadmium Plated, Double Hexagon 
Extended Washer Head, .4375-20 UNJF-3A

DSCC 1999-12 1999-12 E-25 AS9212 1999-12 A 2002-12

MS9216 Screw, Machine - Steel AMS 6304, Diffused 
Nickel-Cadmium Plate, Double Hexagon 
Extended Washer Head, Drilled, .164-36 UNJF-
3A

DLA-IS 1999-10 1999-10 E-25 AS9216 1998-08 A 2002-12

MS9217 NOT 1 Bolt, Machine - Steel AMS 6304, Diffused Nickel-
Cadmium Plate, Double Hexagon Extended 
Washer Head, Drilled, .190-32 UNJF-3A

DLA-IS 1999-05 1999-05 E-25 AS9217 1998-11 A 2002-12

MS9218 NOT 1 Bolt, Machine - Steel, AMS 6304, Diffused Nickel-
Cadmium Plated, Double Hexagon Extended 
Washer Head, Drilled, .250-28 UNJF-3A

DSCC 1999-12 1999-12 E-25 AS9218 1999-12 C 2004-01
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MS9219 NOT 1 Bolt, Machine -Steel AMS 6304, Diffused Nickel-
Cadmium Plate, Double Hexagon Extended 
Washer Head, .3125-24 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9219 2000-08 A 2002-05 REV

MS9226A Wire - Steel, Corrosion and Heat Resistant, 
Safety, 1800 °F

DSCC 1997-06 AMS F AMS9226 1998-11

MS9228C Bracket, Angle, 90° .190 Bolt NAVAIR 2003-10 2003-10 E-25 AS9228 1999-08

MS9230C Bracket, Angle, 90° .190 X 312 Bolt NAVAIR 1998-09 1998-09 E-25 AS9230 1998-08

MS9231C Bracket, Angle, 90° .190 X .375 Bolt NAVAIR 2003-10 2003-10 E-25 AS9231 1999-08

MS9245A Pin, Cotter - Cres, AMS 7211 DLA-IS 1998-09 1998-09 E-25 AS9245 1998-08 A 2004-03

MS9276 NOT 1 Washer, Key - Cres. AMS-5510, 180 Deg. 
Locking

DLA-IS 2000-08 2000-08 E-25 AS9276 2000-08 A 2002-07

MS9283 Bolt, Machine-Steel AMS 6322, Black Oxide, 
Hexagon Head, .190-32 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9283 1999-04 REVISE

MS9284 Bolt, Machine-Steel AMS 6322, Black Oxide, 
Hexagon Head, .250-28 UNJF-3A

DSCC 1999-05 1999-05 E-25 AS9284 1998-11 REVISE

MS9285 Bolt, Machine-Steel AMS 6322, Black Oxide, 
Hexagon Head, .3125-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9285 1998-10 REVISE

MS9286 NOT 1 Bolt, Machine - Steel, AMS 6322, Black Oxide, 
Hexagon Head, .375-24 UNJF-3A

DSCC 1999-12 1999-12 E-25 AS9286 1999-12 REVISE

MS9292 Screw, Machine-Steel AMS 6322, Black Oxide, 
Drilled, 1 Hole, Hexagon Head, .138-40 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9292 1998-08 REVISE

MS9294 (1) Bolt, Machine - Steel AMS 6322, Black Oxide, 
Drilled, 1 Hole, Hexagon Head, .190-32 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9294 2000-08 REVISE

MS9296 NOT 1 Bolt, Machine-Steel AMS 6322, Black Oxide, 
Drilled, 1 Hole, Hexagon Head, .3125-24 UNJF-
3A

DLA-IS 1999-10 1999-10 E-25 AS9296 1999-04 REVISE

MS9297 NOT 1 Bolt, Machine - Steel, AMS 6322, Black Oxide, 
Drilled, 1 Hole, Hexagon Head, .375-24 UNJF-3A

DSCC 1999-12 1999-12 E-25 AS9297 1999-12 REVISE

MS9303B Stud, Shouldered, Hexagon Wrenching Steel, 
.190-32 NF-3A x .190-32 NF-3A

DSCC 1999-12 1999-12 E-25 AS9303 1999-12 A 2005-03

MS9304B NOT 1 Stud, Shouldered and Stepped, Hexagon 
Wrenching Steel, .190-32 NF-3A x .250-28 UNF-
3A

DSCC 1999-12 1999-12 E-25 AS9304 1999-12 A 2005-03

MS9305B NOT 1 Stud, Shouldered, Hexagon Wrenching Steel, 
.250-28 UNF-3A x .250-28 UNF-3A

DSCC 1999-12 1999-12 E-25 AS9305 1999-12 A 2005-03
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MS9306B NOT 1 Stud, Shouldered and Stepped, Hexagon 
Wrenching, Steel, .250-28 UNF-3A x .3125-24 
UNF-3A

DSCC 1999-12 1999-12 E-25 AS9306 1999-12 A 2005-03

MS9307B Stud, Shouldered and Stepped, Hexagon 
Wrenching Steel, .250-28 UNF-3A x .375-24 UNF-
3A

DSCC 1999-12 1999-12 E-25 AS9307 1999-12 A 2005-03

MS9308B Stud, Shouldered, Hexagon Wrenching, Drilled, 
Steel, .190-32 NF-3A X .190-32 NF-3A

DLA-IS 2000-08 2000-08 E-25 AS9308 2000-08 A 2004-12

MS9309B Stud, Shouldered and Stepped, Hexagon 
Wrenching, Drilled, Steel, .190-32 UNF-3A X .250-
28 UNF-3A

DLA-IS 1999-10 1999-10 E-25 AS9309 1998-08 A 2004-12

MS9310B Stud, Shouldered, Hexagon Wrenching, Drilled, 
Steel, .250-28 UNF-3A x .250-28 UNF-3A

DSCC 1999-12 1999-12 E-25 AS9310 1999-12 A 2004-12

MS9311B Stud, Shouldered & Stepped, Hexagon 
Wrenching, Drilled, Steel, .250-28 UNF-3A X 
.3125-24 UNF-3A

DLA-IS 1999-10 1999-10 E-25 AS9311 1998-08 A 2004-12

MS9312B Stud, Shouldered & Stepped, Hexagon 
Wrenching, Drilled, Steel, .250-28 UNF-3A X .375-
24 UNF-3A

DLA-IS 1999-10 1999-10 E-25 AS9312 1998-08 A 2004-12

MS9316 Screw, Machine and Steel, Slotted Hexagon 
Head, .190-32, Ni-Cad Plate

DLA-IS 2000-08 2000-08 E-25 AS9316 2000-08 A 2004-03

MS9317A Screw, Machine - Steel, Slotted Hexagon Head, 
.250-28, Ni-Cad Plate

DLA-IS 2000-08 2000-08 E-25 AS9317 2000-08 B 2005-10

MS9318B Rivet, Solid - 100° Flush Head, AMS 7233 DSCC 1999-12 1999-12 E-25 AS9318 1999-12 REVISE

MS9319A NOT 1 Rivet, Solid - Universal Head, AMS 7233 DSCC 1999-12 1999-12 E-25 AS9319 1999-12 REVISE

MS9320A NOT 1 Washer, Flat - AMS 6350 DLA-IS 1999-10 1999-10 E-25 AS9320 1998-10

MS9321 Washer, Flat - AMS 5510 DLA-IS 1999-10 1999-10 E-25 AS9321 1998-10

MS9349B Clamp, Loop, Cushioned, Joggled, Cres, .204 
Hole

NAVAIR E-25 AS9349 1999-08

MS9353A Clamp, Loop - Aluminum, .204 Hole DLA-IS 1998-04 1998-04 E-25 AS9353 1998-01

MS9354A Clamp, Loop - Aluminum, .265 Hole DLA-IS 1998-06 1998-06 E-25 AS9354 1998-02

MS9356F Nut, Plain, Hexagon - A-286 DSCC 1999-12 1999-12 E-25 AS9356 1999-12 A 2001-01

MS9357B Nut, Plain, Hexagon - A-286, Silver Plated DLA-IS 1999-10 1999-10 E-25 AS9357 1999-04 A 2002-09
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MS9358C Nut, Castellated, Hexagon-A-286 DLA-IS 2000-08 2000-08 E-25 AS9358 2000-08 A 2001-11

MS9359B Nut, Castellated, Hexagon - A-286, Silver Plated DLA-IS 1999-10 1999-10 E-25 AS9359 1999-04

MS9360B NOT 1 Nut, Plain, Hex-Drilled - A-286, Silver Plated DLA-IS 2000-08 2000-08 E-25 AS9360 2000-08 A 2001-11

MS9361C Nut, Plain, Hexagon, Check-A-286 DLA-IS 1999-10 1999-10 E-25 AS9361 1999-04 A 2002-09

MS9362A NOT 1 Nut, Plain, Hexagon, Check - A-286, Silver 
Plated, MIL-S-8879

DSCC 1999-12 1999-12 E-25 AS9362 1999-12 A 2001-08

MS9363C Nut, Slotted, Hexagon-Shear, A-286 DLA-IS 1998-09 1998-09 E-25 AS9363 1998-04

MS9364A NOT 1 Nut, Slotted, Hexagon - Shear, A-286, Silver 
Plated, MIL-S-8879

DSCC 1999-05 1999-05 E-25 AS9364 1998-11 A 2001-07

MS9371A (1) Gasket-Metal O-Ring, .035 Tube x .006 Wall, 
Silver Plated

DSCC 1999-12 1999-12 E-25 AS9371 1999-12 REV

MS9372A (1) Gasket-Metal O-Ring, .062 Tube x .006 Wall, 
Silver Plated

DSCC 1999-12 1999-12 E-25 AS9372 1999-12 REV

MS9373A (1) Gasket - Metal O-Ring, .062 Tube X .010 Wall 
Silver Plated

DLA-IS 1999-07 1999-07 E-25 AS9373 1998-11 REV

MS9375A (1) Gasket-Metal O-Ring, .094 Tube x .010 Wall 
Silver Plated

DSCC 1999-12 1999-12 E-25 AS9375 1999-12 REV

MS9376A (1) Gasket-Metal O-Ring, .125 Tube x .010 Wall 
Silver Plated

DSCC 1999-12 1999-12 E-25 AS9376 1999-12 REV

MS9379 Plug, Expansion, - AMS 5510 DLA-IS 1998-06 1998-06 E-25 AS9379 1998-02 REV

MS9380A Plug, Expansion, - AMS 4003 DLA-IS 1998-06 1998-06 E-25 AS9380 1998-02

MS9385A NOT 1 Packing, Preformed, AMS 7267, O-Ring DSCC 1999-12 1999-12 E-25 AS9385 1999-12

MS9386B Packing, Preformed, AMS 7267, O-Ring DLA-IS 1999-10 1999-10 E-25 AS9386 1999-08

MS9389 Pin, Straight, Headless - AMS 5735, Lock DLA-IS 1998-09 1998-19 E-25 AS9389 1998-08

MS9390C Pin, Straight, Headless - Cres, AMS 5735, Dowel 
Standard and Oversize

DLA-IS 1998-09 1998-09 E-25 AS9390 1998-08 B 2002-09

MS9391B Clamp, Loop - Multiple Tube, Detachable 
Cusahion, AMS 5510

DLA-IS 1998-04 1998-04 E-25 AS9391 1998-01 REV

MS9392 Cushion, Loop Clamp - Multiple, 3-Tube, AMS 
3303

DLA-IS 1998-06 1998-06 E-25 AS9392 1998-02

MS9393 Cushion, Loop Clamp - Multiple, 2-Tube, AMS 
3303

DLA-IS 1998-06 1998-06 E-25 AS9393 1998-02
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MS9394A Strap, Retaining-Multiple Tube, Detachable 
Cushion, AMS 5510

DLA-IS 1998-06 1998-06 E-25 AS9394 1998-08

MS9395A Backplate, Retaining Strap AMS5510 DLA-IS 1998-06 1998-06 E-25 AS9395 1998-02

MS9397 (1) Bolt, Tee-Head - AMS 6322, Chamfered, .190-32 
UNJF-3A, Cadmium Plate (ASG)

DLA-IS 2000-08 2000-08 E-25 AS9397 2000-08 A 2002-04

MS9398 Bolt, Tee Head - AMS 6322, Chamfered, .250-28 
UNJF-3A, Cadium Plate (ASG)

DLA-IS 2000-08 2000-08 E-25 AS9398 2000-08 A 2002-04

MS9399 (ASG) Bolt, Tee Head - AMS 6322, Chamfered, .3125-
24 UNJF-3A, Cadium Plate

DLA-IS 2003-10 2004-01 E-25 AS9399 2001-10 A 2003-06

MS9400 (ASG) Bolt, Tee Head - AMS 6322, Chamfered, .375-24 
UNJF-3A, Cadium Plate

DLA-IS 2003-10 2004-01 E-25 AS9400 2001-10 A 2003-06

MS9401 (ASG) Bolt, Tee Head - AMS 6322, Chamfered, .4375-
20 UNJF-3A, Cadium Plate

DLA-IS 1996-01 E-25 AS9401 2001-10 A 2003-06

MS9402 (ASG) Bolt, Tee Head - AMS 6322, Chamfered, .500-20 
UNJF-3A, Cadium Plate

DLA-IS 2004-01 2001-04 E-25 AS9402 2001-10 A 2003-06

MS9403A NOT 1 Rivet, Solid - Universal Head, AMS 5737 DLA-IS 1999-10 1999-10 E-25 AS9403 1999-08

MS9432 Bolt, Tee Head - AMS 5735, Chamfered, .190-32 
UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9432 1999-08 A 2002-04

MS9433 (1) Bolt, Tee Head - AMS 5735, Chamfered, .250-28 
UNJF-3A

DSCC 1999-12 1999-12 E-25 AS9433 1999-12 A 2002-04

MS9434 Bolt, Tee Head - AMS 5735, Chamfered, .3125-
24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9434 1998-10 A 2002-04

MS9440 Bolt, Machine - Steel AMS 6304, Diffused Nickel-
Cadmium Plated, Hexagon Head, Drilled, .190-32 
UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9440 1999-04 REVISE

MS9441 NOT 1 Bolt, Machine - Steel AMS 6304, Diffused Nickel-
Cadmium Plated, Hexagon Head, Drilled, .250-28 
UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9441 1999-08 REVISE

MS9442 (1) Bolt, Machine - Steel AMS 6304, Diffused Nickel-
Cadmium Plated, Hexagon Head, Drilled, .3125-
24 UNJF-3A (ASG)

DLA-IS 2000-08 2000-08 E-25 AS9442 2000-08 REVISE

MS9444 Bolt, Machine - Steel AMS 6304, Diffused Nickel-
Cadmium Plated, Hexagon Head, Drilled, .4375-
20 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9444 1999-04 REVISE

MS9449A Screw Machine Hexagon Head Steel, .138-40 
UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9449 1998-08 A 2001-12

MS9450A Screw Machine Hexagon Head Steel 164-36 
UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9450 2000-08 A 2001-12

MS9451A (1) Bolt, Machine, Hexagon Head, Steel, .190-32 
UNJF-3A

DSCC 1999-05 1999-05 E-25 AS9451 1998-11 A 2001-12
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MS9452A (1) Bolt, Machine, Hexagon Head, Steel, .250-28 
UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9452 1999-08 A 2001-12

MS9453A (1) Bolt, Machine, Hexagon Head, Steel, .3125-24 
UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9453 1999-08 A 2001-12

MS9454A (1) Bolt, Machine, Hexagon Head, Steel, .375-24 
UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9454 2000-08 A 2001-12

MS9455A (1) Bolt, Machine, Hexagon Head, Steel, .4375-20 
UNJF-3A

DSCC 1999-06 1999-06 E-25 AS9455 1998-11 A 2001-12

MS9456A (1) Bolt, Machine, Hexagon Head, Steel, .500-20 
UNJF-3A

DSCC 1999-05 1999-05 E-25 AS9456 1998-11 A 2001-12

MS9457A (1) Bolt, Machine, Hexagon Head, Steel, .5625-18 
UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9457 1999-08 A 2001-12

MS9458B (1) Bolt, Machine, Hexagon Head, Steel, .625-18 
UNJF-3A

DSCC 1998-09 1998-09 E-25 AS9458 1998-08 A 2001-12

MS9459C (1) Bolt, Machine-Steel, AMS 6304, Diffused Nickel-
Cadmium Plated Hexagon Head, .750-16 UNJF-
3A

DLA-IS 1999-10 1999-10 E-25 AS9459 1999-08 REV

MS9460A NOT 1 Rivet, Solid - 100° Flush Head, AMS 7235 DLA-IS 1999-10 1999-10 E-25 AS9460 1999-08

MS9462 Pin, Straight, Headed, .124 Diameter, AMS 5735 DLA-IS 1998-09 1998-09 E-25 AS9462 1998-08 A 2002-03

MS9463 Pin, Straight, Headed, .186 Diameter, AMS 5735 DLA-IS 1999-10 1999-10 E-25 AS9463 1999-08 A 2002-03

MS9464 Pin, Straight, Headed, .248 Diameter, AMS 5735 DLA-IS 1999-10 1999-10 E-25 AS9464 1999-08 C 2005-03

MS9465 Pin, Straight, Headed, .311 Diameter, AMS 5735 DLA-IS 1999-10 1999-10 E-25 AS9465 1999-08 A 2002-03

MS9466 Pin, Straight, Headed, .373 Diameter, AMS 5735 DLA-IS 1999-10 1999-10 E-25 AS9466 1999-08 A 2002-03

MS9467 Pin, Straight, Headed, .436 Diameter, AMS 5735 DLA-IS 1999-10 1999-10 E-25 AS9467 1999-08 A 2002-03

MS9468A Pin, Straight, Headed, .497 Diameter, AMS 5735 DLA-IS 1999-10 1999-10 E-25 AS9468 1999-04

MS9482 NOT 1 Washer, Flat - Steel AMS 6437 or AMS 6485, 
Diffused Nickel-Cadmium Plated, Countersunk

DLA-IS 1999-10 1999-10 E-25 AS9482 1998-10

MS9486A NOT 1 Pin, Straight, Headless - AMS 5132, Lock DLA-IS 1999-10 1999-10 E-25 AS9486 1999-08

MS9489A (1) NOT 1 Bolt, Machine - Hexagon Head, Full Shank, AMS 
5731, .190-32 UNJF-3A

DLA-IS 1999-12 1999-12 E-25 AS9489 1999-12 A 2004-06

MS9490A (1) Bolt, Machine - Hexagon Head, Full Shank, AMS 
5731, .250-28 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9490 1998-10 A 2004-06
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MS9491A (1) Bolt, Machine - Hexagon Head, Full Shank, AMS 
5731, .3125-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9491 1998-10 A 2004-06

MS9492A (1) NOT 1 Bolt, Machine - Hexagon Head, Full Shank, AMS 
5731, .375-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9492 1999-08 A 2004-06

MS9493A Bolt, Machine - Hexagon Head, Full Shank, AMS 
5731, .4375-20 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9493 1999-04 A 2004-06

MS9494A (1) Bolt, Machine - Hexagon Head, Full Shank, AMS 
5731, .500-20 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9494 1998-10 A 2004-06

MS9496A (1) NOT 1 Bolt, Machine - Hexagon Head, Full Shank, AMS 
5731, .625-18 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9496 1999-08 A 2004-06

MS9500A (1) NOT 1 Bolt, Machined - Hexagon Head, Drilled, 1 Hole, 
Full Shank, AMS 5731, .190-32 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9500 1999-08 A 2003-04

MS9501A (1) NOT 1 Bolt, Machined - Hexagon Head, Drilled, 1 Hole, 
Full Shank, AMS 5731, .250-28 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9501 1999-08 A 2003-04

MS9502A (1) NOT 1 Bolt, Machined - Hexagon Head, Drilled, 1 Hole, 
Full Shank, AMS 5731, .3125-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9502 1999-08 A 2003-04

MS9503A (1) NOT 1 Bolt, Machined - Hexagon Head, Drilled, 1 Hole, 
Full Shank, AMS 5731, .375-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9503 1999-08 A 2003-04

MS9505A Bolt, Machined-Hexagon Head, Drilled, 1 Hole, 
Full Shank, AMS 5731, .500-20

DLA-IS 1999-10 1999-10 E-25 AS9505 1999-04 A 2003-04

MS9514 (1) Cushion, Loop Clamp-Multiple, 3-Tube, AMS 
3677

DSCC E-25 AS9514 1999-12 Cancel

MS9515 (1) Cushion, Loop Clamp-Multiple, 2-Tube, AMS 
3677

DSCC E-25 AS9515 1999-12 Cancel

MS9516C Screw, Machine Steel AMS 6322, Cadmium 
Plate, Hexagon Head, .138-40 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9516 2000-08 A 2001-12

MS9517C, NOT 1 Screw, Machine Steel AMS-6322, Cadmium 
Plate, Hexagon Head, .164-36 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9517 2000-08 A 2001-12

MS9518A NOT 1 Bolt, Machine, Hexagon Head Steel, Cadmium 
Plated .190-32 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9518 1999-08 A 2001-12

MS9519A Bolt, Machine, Hexagon Head, Steel, Cadmium 
Plated, .250-28 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9519 1999-04 A 2003-06

MS9520A Bolt, Machine Steel AMS 6322, Cadmium Plate, 
Hexagon Head, .3125-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9520 1998-10 A 2001-12

MS9521A Bolt, Machine, Hexagon Head, Steel Cadmium 
Plated,.375-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9521 1999-08 A 2001-12

MS9522C Bolt, Machine, Hexagon Head, Steel, Cadmium 
Plated, .4375-20 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9522 1999-04 A 2003-06
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MS9523A NOT 1 Bolt, Machine, Hexagon Head, Steel, Cadmium 
Plated, .500-20 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9523 1999-08 A 2001-12

MS9524C Bolt, Machine, Hexagon Head, Steel, Cadmium 
Plated, .5625-18 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9524 1999-04 A 2003-06

MS9525A NOT 1 Bolt, Machine, Hexagon Head, Steel, Cadmium 
Plated, .625-18 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9525 1999-08 A 2001-12

MS9526A NOT 1 Bolt, Machine, Hexagon Head, Steel, Cadmium 
Plated, .750-16 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9526 1999-08 A 2000-08

MS9527B Screw, Machine Steel AMS 6322, Cadmium 
Plate, Drilled, 1 Hole, Hexagon Head, .138-40 
UNJF-3A

DLA-IS 2000-08 2000-08  E-25 AS9527 2000-08

MS9528 Screw, Machine Steel AMS 6322, Cadmium 
Plate, Drilled, 1 Hole, Hexagon Head, .164-36 
UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9528 2000-08

MS9529 (A) NOT 1 Bolt, Machine - Steel AMS 6322, Cadmium Plate, 
Drilled, 1 Hole, Hexagon Head, .190-32 UNJF-3A

DLA-IS 1999-12 1999-12 E-25 AS9529 1999-12

MS9530 (1) Bolt, Machine-Steel, AMS 6322, Cadmium Plate, 
Drilled, 1 Hole, Hexagon Head, .250-28 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9530 1998-08 REV

MS9531 (1) Bolt, Machine-Steel, AMS 6322, Cadmium Plate, 
Drilled, 1 Hole, Hexagon Head, .3125-24 UNJF-
3A

DLA-IS 1998-09 1998-09 E-25 AS9531 1998-08 REV

MS9532 (1) Bolt, Machine-Steel, AMS 6322, Cadmium Plate, 
Drilled, 1 Hole, Hexagon Head, .375-24 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9532 1998-08 REV

MS9533 (1) Bolt, Machine-Steel, AMS 6322, Cadmium Plate, 
Drilled, 1 Hole, Hexagon Head, .4375-20 UNJF-
3A

DLA-IS 1998-09 1998-09 E-25 AS9533 1998-08 REV

MS9534 (1) Bolt, Machine-Steel, AMS 6322, Cadmium Plate, 
Drilled, 1 Hole, Hexagon Head, .500-20 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9534 1998-08 REV

MS9549 Washer, Flat - AMS 5510 DSCC 1999-05 1999-05 E-25 AS9549 1998-11 REV

MS9551B Bracket, Flat, Steel, AMS 6350, Cad, Plate DLA-IS 1998-06 1998-06 E-25 AS9551 1998-02 A 2005-12

MS9552A Plate, Mending DLA-IS 1998-06 1998-06 E-25 AS9552 1998-02 A 2005-12

MS9553 NOT 1 Nut Hex, Boss Connection, Cres DLA-IS 1999-10 1999-10 E-25 AS9553 1998-10 REVISE

MS9554D (1) Screw, Machine - Double Hexagon Extended 
Washer Head, Corrosion and Heat Resistant 
Steel, .138-40 UNJF-3A

DLA-IS 2000-08 2000-08  E-25 AS9554 2000-08 A 2002-03
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MS9555C Screw, Machine - Double Hexagon Extended 
Washer Head, Corrosion and Heat Resistant 
Steel, .164-36 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9555 2000-08 A 2002-03

MS9556C (1) NOT 1 Bolt, Machine - Double Hexagon, Extended 
Washer Head, Corrosion and Heat Resistant 
Steel, .190-32 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9556 1999-04 A 2002-09 REVISE

MS9557E (2) Bolt, Machine - Double Hexagon Extended 
Washer Head, Corrosion and Heat Resistant 
Steel, .250-28, UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9557 2000-08 A 2002-03

MS9558E (2) Bolt, Machine - Double Hexagon, Extended 
Washer Head, Corrosion and Heat Resistant 
Steel, .3125-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9558 1999-04 A 2002-09

MS9559E (2) Bolt, Machine - Double Hexagon, Extended 
Washer Head, Corrosion and Heat Resistant 
Steel, .375-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9559 1999-04 A 2000-09

MS9564A Screw, Machine - Double Hexagon Extended 
Washer Head, Drilled, AMS 5731, .164-36 UNJF-
3A

DLA-IS 2000-08 2000-08 E-25 AS9564 2000-08 REVISE

MS9565A (1) NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, Drilled, PD Shank, AMS 5731, 
.190-32 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9565 1999-08 A 2000-09 REVISE

MS9566A (1) Bolt, Machine - Double Hexagon Extended 
Washer Head, Drilled, PD Shank, AMS 5731, 
.250-28 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9566 1999-08 REVISE

MS9567A NOT 1 Bolt, Machine - Double Hexagon, Extended 
Washer Head, Drilled, PD Shank, AMS 5731, 
.3125-24 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9567 1998-08 B 2005-07

MS9568A (1) Bolt, Machine - Double Hexagon, Extended 
Washer Head, Drilled, PD Shank, Drilled, PD 
Shank, AMS 5731, .375-24 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9568 1998-08 C 2005-07 REVISE

MS9572D Screw, Machine - Double Hexagon Extended 
Washer Head, Drilled, PD Shank, Silver Plated, 
.138-40 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9572 2000-08 A 2002-03

MS9573B Screw, Machine - Double Hexagon Extended 
Washer Head, Drilled, PD Shank, Silver Plated, 
.164-36 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9573 2000-08 A 2002-03

MS9574B (1) NOT 1 Bolt, Machine - Double Hexagon, Extended 
Washer Head, Drilled, PD Shank, Silver Plated, 
.190-32 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9574 1998-08 A 2002-03

MS9575B (1) NOT 1 Bolt, Machine - Double Hexagon, Extended 
Washer Head, Drilled, PD Shank, Silver Plated, 
.250-28 UNJF-3A

DLA-IS 1999-12 1999-12 E-25 AS9575 1999-12 A 2002-03
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MS9576D (1) NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, Drilled, PD Shank, Silver Plated, 
.3125-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9576 1999-08 A 2002-03

MS9577B (1) Bolt, Machine - Double Hexagon Extended 
Washer Head, Drilled, PD Shank, Silver Plated, 
.375-24 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9577 2000-08

MS9579C Bolt, Machine - Double Hexagon Extended 
Washer Head, Drilled, PD Shank, AMS 5731, 
Silver Plated, .500-20 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9579 2000-08 A 2002-03

MS9581B NOT 1 Washer, Key-Cres, AMS 5510, 90°, Locking DLA-IS 1999-10 1999-10 E-25 AS9581 1999-08 A 2002-03

MS9582B NOT 1 Washer, Key-Cres, AMS 5510, 270° Locking DSCC 1999-05 1999-05 E-25 AS9582 1998-11 A 2002-03

MS9583B (1) NOT 1 Bolt, Machine - Hexagon Head, Drilled, 6 Holds, 
Full Shank, .190-32 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9583 2000-08 A 2002-03

MS9584B (1) NOT 1 Bolt, Machine-Hexagon Head, Drilled, 6 Holes, 
Full Shank, .250-28 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9584 1999-08 A 2002-03

MS9585B Bolt, Machine-Hexagon Head, Drilled, 6 Holes, 
Full Shank, .3125-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9585 1998-08 A 2002-03

MS9586B Bolt, Machine-Hexagon Head, Drilled, 6 Holes, 
Full Shank, .375-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9586 1999-04 B 2004-05

MS9587B (1) Bolt, Machine - Hexagon Head, Drilled, 6 Holes, 
Full Shank, .4375-20 UNJF-3A

DLA-IS 1999-12 1999-12 E-25 AS9587 1999-12 A 2002-03

MS9588D (1) Bolt, Machine-Hexagon Head, Drilled, 6 Holes, 
Full Shank, .500-20 UNJF-3A

DSCC 1999-06 1999-06 E-25 AS9588 1998-11 A 2002-03

MS9589D Bolt, Machine-Hexagon Head, Drilled, 6 Holes, 
Full Shank, .5625-18 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9589 1999-04 REV

MS9592A Bracket, Angle, 90°, Cres, .190 Bolt DLA-IS 1998-06 1998-06 E-25 AS9592 1998-02 A 2006-01

MS9593B Bracket, Angle, 90°, Cres, AMS 5510, .190 X .250 
Bolt

DLA-IS 1998-06 1998-06 E-25 AS9593 1998-02 A 2006-01

MS9594A Bracket, Angle, 90°, Cres, .190 X .312 Bolt DLA-IS 1998-06 1998-06 E-25 AS9594 1998-02 A 2005-12

MS9595A Bracket, Angle, 90°, Cres, .190 X .375 Bolt DLA-IS 1998-06 1998-06 E-25 AS9595 1998-02 A 2005-12

MS9596B Bracket, Angle, 90°, Steel, .190 Bolt DLA-IS 1998-06 1998-06 E-25 AS9596 1998-02 A 2005-12

MS9597C Bracket, Angle, 90°, Cadmium Plated, .190 X 
.250 Bolt

DLA-IS 1998-06 1998-06 E-25 AS9597 1998-02 A 2005-12

MS9598C Bracket, Angle, 90°, Cadmium Plated, .190 x .312 
Bolt

DLA-IS 1998-06 1998-06 E-25 AS9598 1998-02 A 2005-03

MS9599C Bracket, Angle, 90°, Cadmium Plated, .190 x .375 
Bolt

DLA-IS 1998-06 1998-06 E-25 AS9599 1998-02 A 2005-03
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MS9600B Bracket, Angle, 90°, Cres, .190 Bolt DLA-IS 1998-04 1998-04 E-25 AS9600 1998-01 A 2005-03

MS9601B Bracket, Angle, 90°, Cres, .190 x .250 Bolt DLA-IS E-25 AS9601 1998-02 A 2005-12
MS9602B Bracket, Angle, 90°, Cres, .190 x .312 Bolt DLA-IS 1998-06 1998-06 E-25 AS9602 1998-02 A 2005-12

MS9603B Bracket, Angle, 90°, Cres, .190 x .375 Bolt DLA-IS 1998-04 1998-04 E-25 AS9603 1998-01 A 2005-12

MS9631B Screw, Machine - Hexagon Head, PD Shank, 
Titanium AMS 4967, .138-40 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9631 2000-08

MS9633 Bolt, Machine - Hexagon Head, PD Shank, 
Titanium AMS 4967, .190-32 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9633 1998-08

MS9638 NOT 1 Bolt, Machine - Hexagon Head, PD Shank, 
Titanium AMS 4967, .500-20 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9638 1998-08

MS9676 (1) NOT 1 Bolt, Machine-Cres, AMS 5731, Double Hexagon 
Extended Washer Head, Cupwasher Locked, 
.190-32 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9676 1999-08 REV

MS9677B (1) NOT 1 Bolt, Machine-Cres, AMS 5731, Double Hexagon, 
Extended Washer Head, Cup Washer Locked, 
.250-28 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9677 1999-08 REV

MS9678B (1) NOT 1 Bolt, Machine-Cres, AMS 5731, Double Hexagon, 
Extended Washer Head, Cup Washer Locked, 
.3125-24 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9678 2000-08 REV

MS9679B (1) Bolt, Machine-Cres, AMS 5731, Double Hexagon, 
Extended Washer Head, Cup Washer Locked, 
.375-24 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9679 2000-08 REV

MS9680B (1) Bolt, Machine - Steel, AMS 6322, Cadmium 
Plated, Double Hexagon, Extended Washer 
Head, Cup Washer Locked, .190-32 UNJF-3A

DLA-IS 2000-08 2000-08  E-25 AS9680 2000-08 A 2004-05

MS9681B NOT 1 Bolt, Machine - Steel, AMS 6322, Cadmium 
Plated, Double Hexagon, Extended Washer 
Head, Cup Washer Locked, .250-28 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9681 2000-08 REV

MS9685 NOT 1 Bolt, Machine - Hexagon Head, Drilled, 1 Hole, 
PD Shank, Steel AMS 6304, Diffused Nickel 
Cadmium Plate, .190-32 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9685 2000-08 A 2003-06

MS9686 NOT 1 Bolt, Machine - Hexagon Head, Drilled, 1 Hole, 
PD Shank, Steel AMS 6304, Diffused Nickel 
Cadmium Plate, .250-28 UNJF-3A

DLA-IS 1999-06 1999-06 E-25 AS9686 1998-11 A 2003-06

MS9687 NOT 1 Bolt, Machine - Hexagon Head, Drilled, 1 Hole, 
PD Shank, Steel AMS 6304, Diffused Nickel 
Cadmium Plate, .3125-24 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9687 1998-08 A 2003-06
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MS9696A NOT 1 Bolt, Machine-Double Hexagon, Extended 
Washer Head, Corrosion And Heat Resistant 
Steel, .190-32 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9696 1999-08 B 2005-08

MS9697A NOT 1 Bolt, Machine-Double Hexagon, Extended 
Washer Head, Corrosion And Heat Resitant 
Steel, .250-28 UNJF-3A

DLA-IS 1999-06 1999-06 E-25 AS9697 1998-11 REVISE

MS9698A NOT 1 Bolt, Machine-Double Hexagon, Extended 
Washer, Head, Corrosion and Heat Resistant 
Steel, .3125-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9698 1999-04 REVISE

MS9699A Bolt, Machine-Double Hexagon, Extended 
Washer Head, Corrosion And Heat Resistant 
Steel, .375-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9699 1999-04 REVISE

MS9705A (1) NOT 1 Bolt, Machine-Double Hexagon, Extended 
Washer Head, Drilled, Corrosion And Heat 
Resistant Steel, .190-32 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9705 1999-08

MS9712A Screw, Machine - Double Hexagon, Extended 
Washer Head, Drilled, Silver Plated, Corrosion & 
Heat Resistant Steel, .138-40 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9712 2000-08

MS9714A Bolt, Machine-Double Hexagon, Extended 
Washer Head, Drilled, Silver Plated, Corrosion 
and Heat Resistant Steel, .190-32 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9714 1999-04

MS9715A (1) Bolt, Machine-Double Hexagon, Extended 
Washer Head, Drilled, Silver Plated, Corrosion 
and Heat Resistant Steel, .250-28 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9715 1998-10

MS9716A (1) Bolt, Machine-Double Hexagon, Extended 
Washer Head, Drilled, Silver Plated, Corrosion 
and Heat Resistant Steel, .3125-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9716 1998-10

MS9724A (1) Bolt, Machine-Double Hexagon, Extended 
Washer Head, Close Tolerance Shank, Corrosion 
and Heat Resistant Steel, .250-28 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9724 1998-08 B 2002-08

MS9732 (1) Bolt, Machine - Double Hexagon Extended 
Washer Head, PD Shank, Cres AMS 5643, .190-
32 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9732 2000-08

MS9733 (1) Bolt, Machine - Double Hexagon Extended 
Washer Head, PD Shank, Cres AMS 5643, .250-
28 UNJF-3A

DLA-IS 1999-06 1999-06 E-25 AS9733 1998-11 REV
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MS9734 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, PD Shank, Cres AMS 5643, .3125-
24 UNJF-3A

DLA-IS 1999-06 1999-06 E-25 AS9734 1998-11 REV

MS9741 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, Drilled, PD Shank, Cres AMS 
5643, .190-32 UNJF-3A

DLA-IS 1999-06 1999-06 E-25 AS9741 1998-11 A 2005-08

MS9742 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, Drilled, PD Shank, Cres AMS 
5643, .250-28 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9742 1999-08 A 2005-08

MS9750 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, PD Shank, Titanium AMS 4967, 
.190-32 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9750 2000-08

MS9751 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, PD Shank, Titanium AMS 4967, 
.250-28 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9751 2000-08

MS9759 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, Drilled PD Shank, Titanium AMS 
4967, .190-32 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9759 2000-08

MS9760 Bolt, Machine - Double Hexagon Extended 
Washer Head, Drilled, PD Shank, Titanium AMS-
4967, .250-28 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9760 2000-08

MS9761 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, Drilled, PD Shank, Titanium AMS 
4967, .3125-24 UNJF-3A

DLA-IS 1999-12 1999-12 E-25 AS9761 1999-12

MS9770 NOT 1 Packing, Preformed - AMS 3650, 'O' Ring DLA-IS 1999-10 1999-10 E-25 AS9770 1999-08

MS9771 NOT 1 Packing, Preformed - AMS 3650, Seal DLA-IS 1998-12 E-25 AS9771 1998-02 REV

MS9772 Packing, Preformed - AMS 3617, 'O' Ring DLA-IS 1998-12 E-25 AS9772 1998-05 REV

MS9783 NOT 1 Bolt, Machine - Hexagon Head, Full Shank, AMS 
5643, .190-32 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9783 1999-08

MS9784 NOT 1 Bolt, Machine - Hexagon Head, Full Shank, AMS 
5643, .250-28 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9784 1999-08

MS9785 NOT 1 Bolt, Machine - Hexagon Head, Full Shank, AMS 
5643, .3125-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9785 1999-08

MS9786 NOT 1 Bolt, Machine - Hexagon Head, Full Shank, AMS 
5643, .375-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9786 1999-08

MS9788 NOT 1 Bolt, Machine - Hexagon Head, Full Shank, AMS 
5643, .500-20 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9788 1999-08

MS9790 NOT 1 Bolt, Machine - Hexagon Head, Full Shank, AMS 
5643, .625-18 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9790 1999-08
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MS9796B NOT 1 Bolt, Machine - Hexagon Head, Drilled, 1 Hole, 
Full Shank, AMS 5643, .3125-24 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9796 1998-08

MS9805 NOT 1 Bolt, Machine - Hexagon Head, PD Shank, AMS 
5643, .190-32 UNJF-3A

DLA-IS 1999-06 1999-06 E-25 AS9805 1998-11 REV

MS9806 NOT 1 Bolt, Machine - Hexagon Head, PD Shank, AMS 
5643, .250-28 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9806 1998-08

MS9808 NOT 1 Bolt, Machine - Hexagon Head, PD Shank, AMS 
5643, .375-24 UNJF-3A

DLA-IS 1999-06 1999-06 E-25 AS9808 1998-11

MS9816 NOT 1 Bolt, Machine - Hexagon Head, Drilled, 1 Hole, 
PD Shank, AMS 5643, .190-32 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9816 1998-05

MS9821 NOT 1 Bolt, Machine - Hexagon Head, Drilled, 1 Hole, 
PD Shank, AMS 5643, .500-20 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9821 1998-05

MS9841 NOT 1 Key, Woodruff - Chamfered Cres AMS 5640 DSCC 1999-12 1999-12 E-25 AS9841 1999-12

MS9842 NOT 1 Pin, Straight, Headed .0937 Diameter, AMS 5616 DSCC 1999-02 1999-02 E-25 AS9842 1998-10 A 2004-09

MS9843 NOT 1 Pin, Straight, Headed .1249 Diameter, AMS 5616 DSCC 1999-02 1999-02 E-25 AS9843 1998-10 A 2004-09

MS9844 NOT 1 Pin, Straight, Headed .1874 Diameter, AMS 5616 DLA-IS 1999-10 1999-10 E-25 AS9844 1999-08 A 2004-09

MS9845 NOT 1 Pin, Straight, Headed .2499 Diameter, AMS 5616 DSCC 1999-02 1999-02 E-25 AS9845 1998-10 A 2004-09

MS9846 NOT 1 Pin, Straight, Headed .3124 Diameter, AMS 5616 DSCC 1999-02 1999-02 E-25 AS9846 1998-10 A 2004-09

MS9847 NOT 1 Pin, Straight, Headed .3749 Diameter, AMS 5616 DSCC 1999-02 1999-02 E-25 AS9847 1998-10 A 2004-09

MS9848 Pin, Straight, Headed .4999 Diameter, AMS 5616 DSCC 1999-02 1999-02 E-25 AS9848 1998-10 A 2004-09

MS9880 NOT 1 Washer, Cup, Lock - Cres AMS 5510 DSCC 1999-12 1999-12 E-25 AS9880 1999-12

MS9882 NOT 1 Nut, Plain, Hex - Drilled, AMS 6322, Cadmium 
Plate MIL-S-8879

DSCC 1999-05 1999-05 E-25 AS9882 1998-11 A 2001-12

MS9885 Bolt, Machine - Double Hexagon Extended 
Washer Head, AMS 5616, .190-32 UNJF-3A

DLA-IS 1999-06 1999-06 E-25 AS9885 1998-11

MS9887 (1) Bolt, Machine - Double Hexagon Extended 
Washer Head, AMS 5616, .3125-24 UNJF-3A

DLA-IS 1999-10 1999-10 E-25 AS9887 1999-04

MS9890 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, AMS 5616, .500-20 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9890 1998-05
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MS9894 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, Drilled, AMS 5616, .190-32 UNJF-
3A

DLA-IS 1999-10 1999-10 E-25 AS9894 1999-05

MS9895 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, Drilled, AMS 5616, .250-28 UNJF-
3A

DLA-IS 2000-08 2000-08 E-25 AS9895 2000-08

MS9902A (1) Plug, Machine Thread Drilled, Preformed Packing 
MIL-S-8879 Thread

DLA-IS 1999-10 1999-10 E-25 AS9902 1999-10 REV

MS9914 Bolt, Machine - Double Hexagon Extended 
Washer Head, PD Shank, Steel AMS 6322, 
Cadmium Plated, .190-32 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9914 1998-05

MS9916 NOT 2 Bolt, Machine - Double Hexagon Extended 
Washer Head, PD Shank, Steel AMS 6322, 
Cadmium Plated, .3125-24 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9916 1998-05

MS9917 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, PD Shank, Steel AMS 6322, 
Cadmium Plated, .375-24 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9917 1998-05

MS9918 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, PD Shank, Steel AMS 6322, 
Cadmium Plated, .4375-20 UNJF-3A

DLA-IS 2000-08 YES E-25 AS9918 2000-08

MS9923 NOT 1 Bolt, Machine-Double Hexagon Extended Washer 
Head, PD Shank, Steel AMS 6322, Cadmium 
Plated, .190-32 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9923 1998-05 A 2003-06

MS9924 NOT 1 Bolt, Machine-Double Hexagon Extended Washer 
Head, Drilled, PD Shank, Steel AMS 6322, 
Cadmium Plated, .250-28 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9924 1998-05 A 2003-06

MS9928A Bolt, Machine - Double Hexagon Extended 
Washer Head, Drilled, PD Shank, Steel AMS 
6322, Cadmium Plated, .500-20 UNJF-3A

DLA-IS 2000-08 1990-12 E-25 AS9928 2000-08 A 2003-06

MS9933 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, Full Shank, Steel AMS 6322, 
Cadmium Plated, .250-28 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9933 1998-05

MS9944 NOT 1 Bolt, Machine - Double Hexegon Extended 
Washer Head, Drilled, Full Shank, Steel AMS 
6322, Cadmium Plated, .375-24 UNJF-3A

DLA-IS 2000-08 2000-08 E-25 AS9944 2000-08

MS9947 NOT 1 Bolt, Machine - Double Hexagon Extended 
Washer Head, Full Shank, Steel AMS 6322, 
Cadmium Plated, .5625-18 UNJF-3A

DLA-IS 1998-09 1998-09 E-25 AS9947 1998-05

MS9955 Packing, Preformed, AMS3668, 'O' Ring DSCC 1998-12 1998-12 E-25 AS9955 1998-05

MS9956 Packing, Preformed - AMS 3668, Seal NAVAIR 1999-06 1999-06 E-25 AS9956 1998-11
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MS9958 NOT 1 Bolt, Machine, Hexagon Head, Drilled, 6 Hole, PD 
Shank, Steel AMS 6322, Cadmium Plated, .250-
28 UNJF-3A

DSCC 1999-12 1999-12 E-25 AS9958 1999-12

MS9964 NOT 1 Bolt, Machine, Hexagon Head, Drilled, 6 Hole, PD 
Shank, Steel AMS 6322, Cadmium Plated, .625-
18 UNJF-3A

DSCC 1999-12 1999-12 E-25 AS9964 1999-12

MS9966 NOT 1 Packing, Preformed - AMS 7273 Seal DSCC 1999-06 1999-06 E-25 AS9966 1998-11

MS9967 Packing, Preformed - AMS 7273, 'O' Ring DSCC 1998-12 1998-12 E-25 AS9967 1998-05

QQ-A-200 Aluminum Alloy, Bar, Rod, Shapes, Structural  
Shapes, Tube, and Wire, Extruded: General 
Specification For 

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-200 1997-07 A 1998-09

QQ-A-200/1 Aluminum Alloy 3003, Bar, Rod, Shapes, Tube, 
and Wire, Extruded

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/1

1997-07

QQ-A-200/10 Aluminum Alloy 6066, Bar, Rod, Shapes, Tube, 
and Wire, Extruded

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/10

1997-07

QQ-A-200/11 Aluminum Alloy 7075, Bar, Rod, Shapes, Tube, 
and Wire, Extruded

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/11

1997-07

QQ-A-200/13 Aluminum Alloy 7078, Bar, Rod, Shapes, Tube, 
and Wire, Extruded

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/13

1997-07 A 1998-09

QQ-A-200/14 Aluminum Alloy, Bar, Rod, Shapes, Tube, and 
Wire, Extruded, 7178-T76, Improved Exfoliation 
Resistance

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/14

1997-07

QQ-A-200/15 Aluminum Alloy, Bar, Rod, and Shapes, Extruded, 
7075-T76, Improved Exfoliation Resistance

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/15

1997-07 A 1998-09

QQ-A-200/16 Aluminum Alloy Structural Shapes, Extruded, 
6061 

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/16

1997-07

QQ-A-200/17 Aluminum Alloy 6162, Bar, Rod, Shapes, Tube, 
and Wire, Extruded

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/17

1997-07

QQ-A-200/2 Aluminum Alloy 2014, Bar, Rod, Shapes, Tube, 
and Wire, Extruded

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/2

1997-07

QQ-A-200/3 Aluminum Alloy 2024, Bar, Rod, Shapes, Tube, 
and Wire, Extruded

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/3

1997-07

QQ-A-200/4 Aluminum Alloy 5083, Bar, Rod, Shapes, Tube, 
and Wire, Extruded

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/4

1997-07 A 1998-09

QQ-A-200/5 Aluminum Alloy 5086, Bar, Rod, Shapes, Tube, 
and Wire, Extruded

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/5

1997-07

QQ-A-200/6 Aluminum Alloy 5454, Bar, Rod, Shapes, Tube, 
and Wire, Extruded

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/6

1997-07 A 1998-09

QQ-A-200/7 Aluminum Alloy 5456, Bar, Rod, Shapes, Tube, 
and Wire, Extruded

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/7

1997-07 A 1998-09
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QQ-A-200/8 Aluminum Alloy 6061, Bar, Rod, Shapes, Tube, 
and Wire, Extruded

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/8

1997-07

QQ-A-200/9 Aluminum Alloy 6063, Bar, Rod, Shapes, Tube, 
and Wire, Extruded

DLA-IS 1998-06 1998-07 AMS-D AMS-QQ-A-
200/9

1997-07

QQ-A-225 Aluminum and Aluminum Alloy Bar, Rod, Wire, or 
Special Shapes; Rolled, Drawn, or Cold  Finished; 
General Specification For

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-225 1997-07 A 1998-09

QQ-A-225/1 Aluminum Alloy Bar, Rod, and Wire, Rolled, 
Drawn, or Cold Finished, 1100 

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
225/1

1997-07 A 1998-09

QQ-A-225/10 Aluminum Alloy 6262, Bar, Rod, and Wire; Rolled, 
Drawn, or Cold Finished

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
225/10

1997-07

QQ-A-225/2 Aluminum Alloy Bar, Rod, and Wire; Rolled, 
Drawn, or Cold Finished, 3003

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
225/2

1997-07

QQ-A-225/3 Aluminum Alloy Bar, Rod, and Wire; Rolled, 
Drawn, or Cold Finished, 2011

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
225/3

1997-07

QQ-A-225/4 Aluminum Alloy, 2014, Bar, Rod, Wire and 
Special Shapes, Rolled, Drawn, or Cold Finished

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
225/4

1997-07

QQ-A-225/5 Aluminum Alloy 2017, Bar, Rod, and Wire; Rolled, 
Drawn, or Cold Finished

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
225/5

1997-07

QQ-A-225/6 Aluminum Alloy 2024, Bar, Rod, and Wire; Rolled, 
Drawn, or Cold Finished

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
225/6

1997-07 A 1998-09

QQ-A-225/7 Aluminum Alloy 5052, Bar, Rod, and Wire; Rolled, 
Drawn, or Cold Finished

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
225/7

1997-07

QQ-A-225/8 Aluminum Alloy 6061, Bar, Rod, Wire and Special 
Shapes;  Rolled, Drawn, or Cold Finished

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
225/8

1997-07 A 1998-09

QQ-A-225/9 Aluminum Alloy 7075, Bar, Rod, Wire and Special 
Shapes; Rolled, Drawn, or Cold Finished

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
225/9

1997-07

QQ-A-250/1 Aluminum 1100, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/1

1997-08

QQ-A-250/10 Aluminum Alloy 5454, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/10

1997-08

QQ-A-250/11 Aluminum Alloy 6061, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/11

1997-08

QQ-A-250/12 Aluminum Alloy 7075, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/12

1997-08

QQ-A-250/13 Aluminum Alloy Alclad 7075, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/13

1997-08

QQ-A-250/14 Aluminum Alloy 7178, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/14

1997-08
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QQ-A-250/15 Aluminum Alloy Alclad 7178, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/15

1997-08 A 1998-09

QQ-A-250/18 Aluminum Alloy, Alclad One Side 7075, Plate and 
Sheet

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/18

1997-08

QQ-A-250/19 Aluminum Alloy 5086, Plate and Sheet for Sea 
Water Applications

DLA-IS 1980-06 1980-06 AMS-D AMS-QQ-A-
250/19

1998-06

QQ-A-250/2 Aluminum Alloy 3003, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/2

1997-08

QQ-A-250/20 Aluminum Alloy 5456, Plate and Sheet For Sea 
Water Applications

DLA-IS 1990-06 1990-06 AMS-D AMS-QQ-A-
250/20

1998-06

QQ-A-250/21 Aluminum Alloy, 7178-T76, Plate and Sheet, 
Improved Exfoliation Resistant

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/21

1997-08 A 1998-09

QQ-A-250/22 Aluminum Alloy, 7178-T76, Alclad Plate and 
Sheet, Improved Exfoliation Resistant

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/22

1997-08 A 1998-09

QQ-A-250/24B Aluminum Alloy, 7075, Plate and Sheet (Improved 
Exfoliation Resistant)

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/24

1998-06 A 1998-11

QQ-A-250/25 Aluminum Alloy, Alclad 7075, Plate and Sheet, 
Improved Exfoliation Resistant

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/25

1997-08 A 1998-09

QQ-A-250/26 Aluminum Alloy, 7011 Alclad 7075, Plate and 
Sheet

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/26

1997-08 A 1998-09

QQ-A-250/28 Aluminum Alloy, 7011 Alclad 7178, Plate and 
Sheet 

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/28

1997-08 A 1998-09

QQ-A-250/29 Aluminum Alloy 2124, Plate DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/29

1997-08

QQ-A-250/3 Aluminum Alloy Alclad 2014, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/3

1997-08

QQ-A-250/30 Aluminum Alloy 2219, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/30

1997-08

QQ-A-250/4 Aluminum Alloy 2024, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/4

1997-08 A 1998-09

QQ-A-250/5 Aluminum Alloy Alclad 2024, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/5

1997-08 A 1998-09

QQ-A-250/6 Aluminum Alloy 5083, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/6

1997-08

QQ-A-250/7 Aluminum Alloy 5086, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/7

1997-08

QQ-A-250/8 Aluminum Alloy 5052, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/8

1997-08 A 1998-09

QQ-A-250/9 Aluminum Alloy 5456, Plate and Sheet DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-
250/9

1997-08

QQ-A-250F Aluminum and Aluminum Alloy Plate and Sheet: 
General  Specification For

DLA-IS 1998-04 1998-04 AMS-D AMS-QQ-A-250 1997-08
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QQ-A-367H NOT 1 
(2)

Aluminum Alloy Forgings AF-11 YES AMS-D AMS-QQ-A-367 2000-09

QQ-A-591F Aluminum Alloy Die Castings ARMY-
MR

AMS-D AMS-QQ-A-591 2000-09

QQ-C-320B Chromium Plating (Electrodeposited) DLA-IS 2001-05 2001-06 AMS-B AMS-QQ-C-320 2000-07

QQ-N-290A Nickel Plating (Electrodeposited) DLA-IS 2001-05 2001-06 AMS-B AMS-QQ-N-290 2000-07

QQ-P-35C Passivation Treatments for Corrosion-Resistant 
Steel

DISC 1998-09 AMS-B AMS-QQ-P-35 1998-05 CANC

QQ-P-416F Plating, Cadmium (Electrodeposited) DLA-IS AMS-B AMS-QQ-P-416 2000-07 A 2002-02 REV

QQ-S-700D Steel, Sheet and Strip, Medium and High Carbon ARDEC AMS-E AMS-QQ-S-700 1998-12 A 2002-07

QQ-S-763F Steel Bars, Wire, Shapes, and Forgings; 
Corrosion Resistant

NAVAIR 1998-10 1998-10 AMS-F AMS-QQ-S-763 1998-07 2003-02

WW-T-700/1E Tube, Aluminum, Drawn, Seamless, 1100 AS 2001-04 AMS-D AMS-WW-T-
700/1

2001-07

WW-T-700/2E Tube, Aluminum, Drawn, Seamless, 3003 AS 2001-04 AMS-D AMS-WW-T-
700/2

2001-07

WW-T-700/3F (1) Tube, Aluminum, Drawn, Seamless, 2024 AS 2001-04 AMS-D AMS-WW-T-
700/3

2001-07

WW-T-700/4F (1) Tube, Aluminum, Drawn, Seamless, 5052 AS 2001-04 AMS-D AMS-WW-T-
700/4

2001-07

WW-T-700/5E Tube, Aluminum, Drawn, Seamless, 5086 AS 2001-04 AMS-D AMS-WW-T-
700/5

2001-07

WW-T-700/6F (2) Tube, Aluminum, Drawn, Seamless, 6061 AS 2001-04 AMS-D AMS-WW-T-
700/6

2001-07

WW-T-700F/GEN Tube, Aluminum and Aluminum Alloy, Drawn, 
Seamless, General Specification for

AS 2001-04 AMS-D AMS-WW-T-700 2001-07


